Page 1



3GPP TSG-RAN WG2 Meeting #98 
R2-1704043
Hangzhou, China, 15 - 19 May 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.331
	CR
	2802
	rev
	-
	Current version:
	14.2.2
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction to P2X related procedures in TS 36.331

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	LTE_V2X-Core
	
	Date:
	2017-05-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The following agreements reached in RAN1 #88 meeting for P2X are not captured in the specification:

Agreements:
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5.10.13.1a
Transmission of P2X related V2X sidelink communication

A UE configured to transmit P2X related V2X sidelink communication shall:
1>
if partialSensing is included and randomSelection is not included in resourceSelectionConfigP2X of the pool selected; or
1>
if both partialSensing and randomSelection are included in resourceSelectionConfigP2X of the pool selected, and the UE selects to use partial sensing:

2>
configure lower layers to transmit the sidelink control information and the corresponding data based on partial sensing (as defined in TS 36.321 [6] and TS 36.213 [23]) using the selected resource pool, if the UE supports partial sensing;
1>
if partialSensing is not included and randomSelection is included in resourceSelectionConfigP2X of the pool selected:

2>
configure lower layers to transmit the sidelink control information and the corresponding data based on random selection (as defined in TS 36.321 [6] and TS 36.213 [23]) using the selected resource pool;
1>
if both partialSensing and randomSelection are included in resourceSelectionConfigP2X of the pool selected, and the UE selects to use random selection:

2>
configure lower layers to transmit the sidelink control information and the corresponding data based on random selection corresponding to multiple transmissions (as defined in TS 36.321 [6] and TS 36.213 [23]) using the selected resource pool.
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