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1. Introduction
In 3GPP RAN2#97bis, the agreement is achieved as following:
Agreements:

1
SCG SRB can be configured based on network decision.

2
Addition of SCG SRB is decided by SN.

FFS Whether the MN can request establishment of SCG SRB

3
SCG SRB configuration is provided by NR RRC from SN.

4
NR RRC complete messages and measurement reports are mapped to the same SRB as the message initiating the procedure.

FFS Whether there are any exceptional cases for the complete messages

FFS Whether explicit configuration is also supported for measurement reports.

5
All LTE RRC messages are mapped to MCG SRB.

6
EN-DC can only be configured after security activation on LTE.

This paper is an update of R2-1704098 from the previous meeting addressing the topic of SCG SRB establishment. Discuss remaining issues on SCG SRB: FFS Whether the MN can request establishment of SCG SRB.We analyze and give our proposals to solve the issue.
2. Discussion
When a large increase in the number of SN connected to the MN, using only MCG SRB will dramatically increase the signalling overhead, MN will require the establishment of SCG SRB in order to ensure reliable transmission of signalling. Considering the need to support URLLC service requirement, MN will require the establishment of SCG SRB in order to reduce the delay of transmission and handover processing, e.g，LTE eNB and NR gNB is connected with non-ideal backhaul, the backhaul latency introduced may be tens or even hundreds of millisecond.
It is possible to set up a direct SN SRB when SN addition processing.
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Figure 1. SN Addition with direct SN SRB establishment

MeNB decides the addition and requests the set up of SCG SRB from SgNB, which is a new IE the srb-ToAddModListSCG is defined by inter node message SCG-ConfigInfo, as follows:
SRB-ToAddModListSCG ::=
SEQUENCE {

srb-Identity





INTEGER (1..2),


rlc-Config






CHOICE {



explicitValue





RLC-Config,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


logicalChannelConfig



CHOICE {



explicitValue





LogicalChannelConfig,



defaultValue





NULL


}

OPTIONAL,















-- Cond Setup


...

}

Based on above discussion, we propose：
Proposal 1: The direct SN SRB can only be established in the SN addition procedure.
Therefore, in order to consider higher reliability and flexibility ,we propose:
Proposal 2: MN can request establishment of SCG SRB for LTE-NR tight interworking.
3. Conclusion

In this contribution, followings are proposed. 
Proposal 1: The direct SN SRB can only be established in the SN addition procedure.

Proposal 2: MN can request establishment of SCG SRB for LTE-NR tight interworking.
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