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<Start of change>
–
PRS-Info

The IE PRS-Info provides the information related to the configuration of PRS in a cell.

-- ASN1START

PRS-Info ::= SEQUENCE {


prs-Bandwidth


ENUMERATED { n6, n15, n25, n50, n75, n100, ... },


prs-ConfigurationIndex
INTEGER (0..4095),


numDL-Frames


ENUMERATED {sf-1, sf-2, sf-4, sf-6, ..., sf-add-v1420},


...,


prs-MutingInfo-r9

CHOICE {



po2-r9




BIT STRING (SIZE(2)),



po4-r9




BIT STRING (SIZE(4)),



po8-r9




BIT STRING (SIZE(8)),



po16-r9




BIT STRING (SIZE(16)),



...,



po32-v1420



BIT STRING (SIZE(32)),



po64-v1420



BIT STRING (SIZE(64)),



po128-v1420



BIT STRING (SIZE(128)),



po256-v1420



BIT STRING (SIZE(256)),



po512-v1420



BIT STRING (SIZE(512)),



po1024-v1420


BIT STRING (SIZE(1024))

}













OPTIONAL,



-- Need OP

[[ prsID-r14


INTEGER (0..4095)



OPTIONAL,



-- Need ON



add-numDL-Frames-r14
INTEGER (1..160)


OPTIONAL,



-- Cond sf-add


prsOccGroupLen-r14
ENUMERATED {g2, g4, g8, g16, g32, g64, g128,... } 
















OPTIONAL, 



-- Cond Occ-Grp


prsHoppingInfo-r14
CHOICE {




nb2-r14



INTEGER (0.. maxAvailNarrowBands-Minus1-r14),




nb4-r14



SEQUENCE (SIZE (3)) 











OF INTEGER (1.. maxAvailNarrowBands-Minus1-r14)

}













OPTIONAL



-- Cond PRS-FH

]]
}

maxAvailNarrowBands-Minus1-r14

INTEGER ::= 15
-- Maximum number of narrowbands minus 1
-- ASN1STOP

	Conditional presence
	Explanation

	sf-add
	The field is mandatory present if the numDL-Frames field has the value 'sf-add'; otherwise it is not present. 

	Occ-Grp
	The field is mandatory present if a PRS occasion group is configured; otherwise it is not present.

	PRS-FH
	The field is mandatory present if frequency hopping is used for PRS; otherwise it is not present.


	PRS-Info field descriptions

	prs-Bandwidth

This field specifies the bandwidth that is used to configure the positioning reference signals on. Enumerated values are specified in number of resource blocks (n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on) and define 1.4, 3, 5, 10, 15 and 20 MHz bandwidth.

	prs-ConfigurationIndex

This field specfies the positioning reference signals configuration index IPRS as defined in [16].

	numDL-Frames

This field specifies the number of consecutive downlink subframes NPRS with positioning reference signals, as defined in [16]. Enumerated values define 1, 2, 4, or 6 consecutive downlink subframes. The value sf-add indicates that NPRS is provided in the field add-numDL-Frames.

	prs-MutingInfo

This field specifies the PRS muting configuration of the cell. The PRS muting configuration is defined by a periodic PRS muting sequence with periodicity TREP where TREP, counted in the number of PRS occasion groups [18], can be 2, 4, 8, 16, 32, 64, 128, 256, 512, or 1024 which is also the length of the selected bit string that represents this PRS muting sequence. If a bit in the PRS muting sequence is set to "0", then the PRS is muted in all the PRS occasions in the corresponding PRS occasion group. A PRS occasion group comprises one or more PRS occasions as indicated by prsOccGroupLen, each of NPRS downlink positioning subframes as defined in [16]. The first bit of the PRS muting sequence corresponds to the first PRS occasion group that starts after the beginning of the assistance data reference cell SFN=0. The sequence is valid for all subframes after the target device has received the prs-MutingInfo. If this field is not present the target device may assume that the PRS muting is not in use for the cell.

When the SFN of the assistance data reference cell is not known to the UE and prs-MutingInfo is provided for a cell in the OTDOA-NeighbourCellInfoList IE, the UE may assume no PRS is transmitted by that cell.

When the UE receives a TREP-bit muting pattern together with a PRS periodicity TPRS for the same cell which exceeds 10240 subframes (i.e., TREP × TPRS > 10240 subframes), the UE shall assume an n-bit muting pattern based on the first n‑bits, where n = 10240/TPRS.

	prsID

This field specifies the PRS-ID as defined in [16].

	add-numDL-Frames

This field specifies the number of consecutive downlink subframes NPRS with positioning reference signals, as defined in [16]. Integer values define 1, 2, 3, …, 160 consecutive downlink subframes.

	prsOccGroupLen

This field specifies the PRS occasion group length, defined as the number of consecutive PRS occasions comprising a PRS occasion group. Each PRS occasion of the PRS occasion group consists of numDL-Frames or add-numDL-Frames consecutive downlink subframes with positioning reference signals. Enumerated values define 2, 4, 8, 16, 32, 64 or 128 consecutive PRS occasions. If omitted, the PRS occasion group length is 1. The product of the PRS periodicity T_PRS from the prs-ConfigurationIndex and the PRS occasion group length cannot exceed 1280. 

	prsHoppingInfo 

This field specifies the PRS frequency hopping configuration [16]. The choice nb2 indicates hopping between 2 narrowbands; the choice nb4 indicates hopping between 4 narrowbands. The first PRS positioning occasion of the first PRS occasion group that starts after the beginning of SFN=0 of the assistance data reference cell is located at the centre of the system bandwidth. The frequency band of each subsequent PRS occasion is indicated by nb2 or nb4, respectively, which defines the narrowband index 
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n

as specified in TS 36.211 [16]. If this field is absent, no PRS frequency hopping is used.


<End of change>
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