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	Reason for change:
	RAN1 has made following agreements and sent LS to RAN2 (R2-1710028, R1-1715335) to implement the signalling changes required.

RAN1 Agreements:
1. For a UE that supports Tx antenna selection in TDD but not in FDD, the UE accepts the RRC message configuring Tx antenna selection in TDD but not in FDD, but does not expect to receive a DCI indicating UE port 1 for the UL carrier not supporting Tx antenna selection.

2. For each band combination, signal which bands support Tx antenna selection. For each of the bands that support Tx antenna selection:

· For each uplink band, signal all the bands for which UL switches together (thus same port has to be enforced)

· For each uplink band, signal all the bands for which DL switches together (thus introducing a ‘glitch’ in the DL reception)

Actions to RAN2:

RAN1 respectfully requests RAN2:
- For agreement 1, to amend the text “EUTRAN configures the same value for all serving cells” in the field description of ue-TransmitAntennaSelection in TS36.331.

- For agreement 2, to implement the above signalling from Rel-13.

	
	

	Summary of change:
	Added descriptions of txAntennaSwitchTogetherDL-r13 and txAntennaSwitchTogetherUL-r13

	
	

	Consequences if not approved:
	UE cannot signal its capability to selectively use Tx antenna selection of different UL bands of the supported band combinations. 
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4.3.5
RF parameters
<<unchanged sections skipped>>
4.3.5.x
txAntennaSwitchTogetherDL-r13
The presence of txAntennaSwitchTogetherDL-r13 or txAntennaSwitchTogetherUL-r13 indicates the UE supports transmit antenna selection as specified in TS 36.213 [22, 8.7] and TS 36.331 [5]. 

Each bit in the bit string corresponds to the band listed in the band combination, starting from the band indicated by this field, where the left-most bit refers to the band indicated by this field, second bit refers to the band listed immediately after the band indicated by this field in the band combination, and so on. The bits set to 1 for the corresponding bands indicate the DL for the bands switches together with the UL band indicated by this field. 
4.3.5.y
txAntennaSwitchTogetherUL-r13
The presence of txAntennaSwitchTogetherDL or txAntennaSwitchTogetherUL indicates the UE supports transmit antenna selection as specified in TS 36.213 [22, 8.7] and TS 36.331 [5]. 

Each bit in the bit string corresponds to the band listed in the band combination, starting from the next band excluding the band indicated by this field, where the left-most bit refers to the band listed immediately after the band indicated by this field in the band combination, and so on. The bits set to 1 for the corresponding bands indicate the UL for the bands switches together with the UL band indicated by this field. 
	End of changes



