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First change

5.3.10.6
Physical channel reconfiguration

Except for NB-IoT, the UE shall:

1>
if the antennaInfo-r10 is included in the received physicalConfigDedicated and the previous version of this field that was received by the UE was antennaInfo (without suffix i.e. the version defined in REL-8):

2>
apply the default antenna configuration as specified in 9.2.4;

1>
if the cqi-ReportConfig-r10 is included in the received physicalConfigDedicated and the previous version of this field that was received by the UE was cqi-ReportConfig (without suffix i.e. the version defined in REL-8):

2>
apply the default CQI reporting configuration as specified in 9.2.4;

NOTE:
Application of the default configuration involves release of all extensions introduced in REL-9 and later.

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated;

1>
if the antennaInfo is included and set to explicitValue:

2>
if the configured transmissionMode is tm1, tm2, tm5, tm6 or tm7; or

2>
if the configured transmissionMode is tm8 and pmi-RI-Report is not present; or

2>
if the configured transmissionMode is tm9 and pmi-RI-Report is not present; or

2>
if the configured transmissionMode is tm9 and pmi-RI-Report is present and antennaPortsCount within csi-RS is set to an1:

3>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;

1>
else if the antennaInfo is included and set to defaultValue:

2>
release ri-ConfigIndex in cqi-ReportPeriodic, if previously configured;
1>
if the pusch-EnhancementsConfig is included in the received physicalConfigDedicated, for the associated serving cell:

2>
if PUSCH enhancement mode is previously released or not configured and pusch-EnhancementsConfig is set to setup, or
2>
if PUSCH enhancement mode is previously configured and pusch-EnhancementsConfig is set to release:

3>
instruct the associated MAC entity to perform partial reset;

1>
if the procedure was not triggered due to handover and ce-Mode is included in the received physicalConfigDedicated, for the associated serving cell:

2>
if ce-Mode is not currently configured and ce-Mode is set to setup, or
2>
if ce-Mode is currently configured and ce-Mode is set to release:

3>
instruct the associated MAC entity to perform partial reset;

For NB-IoT, the UE shall:

1>
if the carrierConfigDedicated is not included in the received physicalConfigDedicated:

2>
if the UE is configured with a carrier configuration previously received in carrierConfigDedicated:
3>
use the carrier configuration received in carrierConfigDedicated;
2>
else:

3>
use the carrier configuration received in system information for the uplink and downlink carrier used during the random access procedure;
1>
else:

2>
use the carrier configuration received in carrierConfigDedicated;
2>
start to use the new carrier immediately after the last transport block carrying the RRC message has been acknowledged by the MAC layer, and any subsequent RRC response message sent for the current RRC procedure is therefore sent on the new carrier;

1>
reconfigure the physical channel configuration in accordance with the received physicalConfigDedicated.

Next change

6.3.1
System information blocks

<Omitted>
–
SystemInformationBlockType20
The IE SystemInformationBlockType20 contains the information required to acquire the control information associated transmission of MBMS using SC-PTM.

SystemInformationBlockType20 information element
-- ASN1START

SystemInformationBlockType20-r13 ::=
SEQUENCE {


sc-mcch-RepetitionPeriod-r13

ENUMERATED {rf2, rf4, rf8, rf16, rf32, rf64, rf128, rf256},


sc-mcch-Offset-r13



INTEGER (0..10),


sc-mcch-FirstSubframe-r13

INTEGER (0..9),

sc-mcch-duration-r13 


INTEGER (2..9)
OPTIONAL,

sc-mcch-ModificationPeriod-r13
ENUMERATED {rf2, rf4, rf8, rf16, rf32, rf64, rf128, rf256,











 rf512, rf1024, r2048, rf4096, rf8192, rf16384, rf32768, 











 rf65536},


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


...,


[[
br-BCCH-Config-r14




SEQUENCE {




sc-mcch-RepetitionPeriod-v1430

ENUMERATED {rf1},




sc-mcch-ModificationPeriod-v1430
ENUMERATED {rf1},




mpdcch-Narrowband-SC-MCCH-r14

INTEGER (1..maxAvailNarrowBands-r13),




mpdcch-NumRepetition-SC-MCCH-r14
ENUMERATED {r1, r2, r4, r8, r16, 
















r32, r64, r128, r256},




mpdcch-StartSF-SC-MCCH-r14


CHOICE {





fdd-r14







ENUMERATED {v1, v1dot5, v2, v2dot5, v4,

















v5, v8, v10},





tdd-r14







ENUMERATED {v1, v2, v4, v5, v8, v10, v20}




},




mpdcch-PDSCH-HoppingConfig-SC-MCCH-r14
ENUMERATED {off, ce-ModeA, ce-ModeB},




sc-mcch-CarrierFreq-r14



ARFCN-ValueEUTRA-r9,




sc-mcch-Offset-BR-r14



INTEGER (0..10),




sc-mcch-RepetitionPeriod-BR-r14

ENUMERATED {rf32, rf128, rf512, rf1024,














rf2048, rf4096, rf8192, rf16384},




sc-mcch-ModificationPeriod-BR-r14
ENUMERATED { rf32, rf128, rf256, rf512, rf1024, 














rf2048, rf4096, rf8192, rf16384, rf32768, 














rf65536, rf131072, rf262144, rf524288, 














rf1048576}



}
















OPTIONAL,
-- Need OR



sc-mcch-SchedulingInfo-r14


SC-MCCH-SchedulingInfo-r14

OPTIONAL,
-- Need OP



pdsch-maxNumRepetitionCEmodeA-SC-MTCH-r14












ENUMERATED { r16, r32 }

OPTIONAL,
-- Need OR



pdsch-maxNumRepetitionCEmodeB-SC-MTCH-r14












ENUMERATED {













r192, r256, r384, r512, r768, r1024, 













r1536, r2048}



OPTIONAL
-- Need OR


]]

}

SC-MCCH-SchedulingInfo-r14::=
SEQUENCE
{


onDurationTimerSCPTM-r14 


ENUMERATED {psf10, psf20, psf100, psf300, 













psf500, psf1000, psf1200, psf1600},


drx-InactivityTimerSCPTM-r14

ENUMERATED {psf0, psf1, psf2, psf4, psf8, psf16, 













psf32, psf64, psf128, psf256, ps512, 













psf1024, psf2048, psf4096, psf8192, psf16384},


schedulingPeriodStartOffsetSCPTM-r14
CHOICE {



sf10








INTEGER(0..9),



sf20








INTEGER(0..19),



sf32








INTEGER(0..31),



sf40








INTEGER(0..39),



sf64








INTEGER(0..63),



sf80








INTEGER(0..79),



sf128








INTEGER(0..127),



sf160








INTEGER(0..159),



sf256








INTEGER(0..255),



sf320








INTEGER(0..319),



sf512








INTEGER(0..511),



sf640








INTEGER(0..639),



sf1024








INTEGER(0..1023),



sf2048








INTEGER(0..2047),



sf4096








INTEGER(0..4095),



sf8192








INTEGER(0..8191)


},


...

}

-- ASN1STOP

	SystemInformationBlockType20 field descriptions

	br-BCCH-Config-r14

The field is present if SystemInformationBlockType20 is sent on BR-BCCH. Otherwise the field is absent.

	drx-InactivityTimerSCPTM
Timer for listening to SC-MCCH scheduling in TS 36.321 [6]. Value in number of MPDCCH sub-frames. Value psf0 corresponds to 0 MPDCCH sub-frame, psf1 corresponds to 1 MPDCCH sub-frame and so on.

	mpdcch-Narrowband-SC-MCCH

Narrowband for MPDCCH for SC-MCCH, see TS 36.213 [23].

	mpdcch-NumRepetitions-SC-MCCH

The maximum number of MPDCCH repetitions the UE needs to monitor for SC-MCCH, see TS 36.213 [23].

	mpdcch-StartSF-SC-MCCH

Configuration of the starting subframes of the MPDCCH search space for SC-MCCH, see TS 36.213 [23].

	mpdcch-PDSCH-HoppingConfig-SC-MCCH

Frequency hopping configuration for MPDCCH/PDSCH for SC-MCCH, see TS 36.213 [23].

	onDurationTimerSCPTM

Indicates the duration in subframes during which SC-MCCH may be scheduled in MPDCCH sub-frames, see TS 36.321 [6].

	pdsch-maxNumRepetitionCEmodeA-SC-MTCH 

Maximum value to indicate the set of PDSCH repetition numbers for SC-MTCH to UEs in CE mode A, see TS 36.213 [23].

	pdsch-maxNumRepetitionCEmodeB-SC-MTCH
Maximum value to indicate the set of PDSCH repetition numbers for SC-MTCH CE to UEs in mode B, see TS 36.213 [23].

	schedulingPeriodStartOffsetSCPTM
SCPTM-SchedulingCycle and SCPTM-SchedulingOffset in TS 36.321 [6]. The value of SCPTM-SchedulingCycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. The value of SCPTM-SchedulingOffset is in number of sub-frames.

	sc-mcch-CarrierFreq

Downlink carrier used for all multicast SC-MCCH transmissions.

	sc-mcch-duration
Indicates, starting from the subframe indicated by sc-mcch-FirstSubframe, the duration in subframes during which SC-MCCH may be scheduled in PDCCH sub-frames, see TS 36.321 [6]. Absence of this IE means that SC-MCCH is only scheduled in the subframe indicated by sc-mcch-FirstSubframe.

	sc-mcch-ModificationPeriod

Defines periodically appearing boundaries, i.e. radio frames for which SFN mod sc-mcch-ModificationPeriod = 0. The contents of different transmissions of SC-MCCH information can only be different if there is at least one such boundary in-between them. Value rf2 corresponds to 2 radio frames, value rf4 corresponds to 4 radio frames and so on. In case sc-mcch-ModificationPeriod-v1430 is configured, the UE shall ignore the configuration of sc-mcch-ModificationPeriod-r13.

	sc-mcch-ModificationPeriod-BR

Defines periodically appearing boundaries for BL UE or UE in CE, i.e. radio frames for which (H-SFN*1024 + SFN) mod sc-mcch-ModificationPeriod-BR = 0 if hyperSFN is present in SystemInformationBlockType1-BR or radio frames for which SFN mod sc-mcchModificationPeriod-BR = 0 otherwise.The contents of different transmissions of SC-MCCH information can only be different if there is at least one such boundary in-between them. Value rf32 corresponds to 32 radio frames, value rf128 corresponds to 128 radio frames and so on. E-UTRAN does not configure the value of rf1048576 in this release of specification.

	sc-mcch-FirstSubframe

Indicates the first subframe in which SC-MCCH is scheduled

	sc-mcch-Offset

Indicates, together with the sc-mcch-RepetitionPeriod, the radio frames in which SC-MCCH is scheduled i.e. SC-MCCH is scheduled in radio frames for which: SFN mod sc-mcch-RepetitionPeriod = sc-mcch-Offset.

	sc-mcch-Offset-BR

Indicates, together with the sc-mcch-RepetitionPeriod-BR, the boundary of the SC-MCCH repetition period for BL UE or UE in CE: (H-SFN*1024 + SFN) mod sc-mcch-RepetitionPeriod-BR = sc-mcch-Offset-BR if hyperSFN is present in SystemInformationBlockType1-BR or radio frames for which (SFN mod mod sc-mcch-RepetitionPeriod-BR) = sc-mcch-Offset-BR otherwise.

	sc-mcch-RepetitionPeriod

Defines the interval between transmissions of SC-MCCH information, in radio frames. Value rf2 corresponds to 2 radio frames, rf4 corresponds to 4 radio frames and so on. In case sc-mcch-RepetitionPeriod-v1430 is configured, the UE shall ignore the configuration of sc-mcch-RepetitionPeriod-r13.

	sc-mcch-RepetitionPeriod-BR

Defines the interval between transmissions of SC-MCCH information for BL UE or UE in CE, in radio frames. Value rf32 corresponds to 32 radio frames, rf128 corresponds to 128 radio frames and so on.

	sc-mcch-SchedulingInfo

DRX information for the SC-MCCH. If this field is absent, DRX is not used for SC-MCCH reception.


<Omitted>

Next change

6.3.6
Other information elements

<Omitted>

–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], and the Feature Group Indicators for mandatory features (defined in Annexes B.1 and C.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.

NOTE 0:
For (UE capability specific) guidelines on the use of keyword OPTIONAL, see Annex A.3.5.

UE-EUTRA-Capability information element

-- ASN1START

UE-EUTRA-Capability ::=


SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..5),


pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


featureGroupIndicators



BIT STRING (SIZE (32))



OPTIONAL,


interRAT-Parameters



SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension



UE-EUTRA-Capability-v920-IEs

OPTIONAL

}

<Omitted>
PhyLayerParameters-v1430 ::=


SEQUENCE {


ce-PUSCH-NB-MaxTBS-r14




ENUMERATED {supported}


OPTIONAL,


ce-PDSCH-PUSCH-MaxBandwidth-r14


ENUMERATED {bw5, bw20}


OPTIONAL,


ce-HARQ-AckBundling-r14




ENUMERATED {supported}


OPTIONAL,


ce-PDSCH-TenProcesses-r14



ENUMERATED {supported}


OPTIONAL,


ce-RetuningSymbols-r14




ENUMERATED {n0, n1}



OPTIONAL,


ce-PDSCH-PUSCH-Enhancement-r14


ENUMERATED {supported}


OPTIONAL,


ce-SchedulingEnhancement-r14


ENUMERATED {supported}


OPTIONAL,


ce-SRS-Enhancement-r14




ENUMERATED {supported}


OPTIONAL,


ce-PUCCH-Enhancement-r14



ENUMERATED {supported}


OPTIONAL,


ce-ClosedLoopTxAntennaSelection-r14

ENUMERATED {supported}


OPTIONAL,


tdd-SpecialSubframe-r14




ENUMERATED {supported}


OPTIONAL,


tdd-TTI-Bundling-r14




ENUMERATED {supported}


OPTIONAL,


dmrs-LessUpPTS-r14





ENUMERATED {supported}


OPTIONAL,


mimo-UE-Parameters-v1430



MIMO-UE-Parameters-v1430

OPTIONAL,


alternativeTBS-Index-r14



ENUMERATED {supported}


OPTIONAL,


feMBMS-Unicast-Parameters-r14


FeMBMS-Unicast-Parameters-r14
OPTIONAL

}

<Omitted>

	UE-EUTRA-Capability field descriptions
	FDD/ TDD diff

	accessStratumRelease

Set to rel14 in this version of the specification. NOTE 7.
	-

	additionalRx-Tx-PerformanceReq

Indicates whether the UE supports the additional Rx and Tx performance requirement for a given band combination as specified in TS 36.101 [42].
	-


	ce-PDSCH-PUSCH-Enhancement

Indicates whether the UE supports new numbers of repetitions for PUSCH and modulation restrictions for PDSCH/PUSCH in CE mode A as specified in TS 36.212 [22] and TS 36.213 [23].
	No

	ce-PDSCH-PUSCH-MaxBandwidth

Indicates the maximum supported PDSCH/PUSCH channel bandwidth in CE mode A and B, as specified in TS 36.212 [22] and TS 36.213 [23]. Value bw5 corresponds to 5 MHz and value bw20 corresponds to 20 MHz. The maximum supported PDSCH channel bandwidth in CE mode A and B is indicated by this field. If the field is absent the maximum PDSCH/PUSCH channel bandwidth in CE mode A and B is 1.4 MHz. The maximum supported PUSCH channel bandwidth in CE mode A is 5 MHz and the maximum PUSCH channel bandwidth in CE mode B is 1.4 MHz regardless of the setting of this parameter. Parameter: transmission bandwidth configuration, see TS 36.101 [42, table 5.6-1].
	Yes

	ce-PDSCH-TenProcesses

Indicates whether the UE supports 10 DL HARQ processes in FD FDD in CE mode A.
	-


<Omitted>
Next change

6.7.3.1
NB-IoT System information blocks

<Omitted>
–
SystemInformationBlockType20-NB
The IE SystemInformationBlockType20-NB contains the information required to acquire the control information associated with transmission of MBMS using SC-PTM.

SystemInformationBlockType20-NB information element
-- ASN1START

SystemInformationBlockType20-NB-r14 ::=
SEQUENCE {


npdcch-SC-MCCH-Config-r14



NPDCCH-SC-MCCH-Config-NB-r14,


sc-mcch-CarrierConfig-r14



CHOICE {



dl-CarrierConfig-r14




DL-CarrierConfigCommon-NB-r14,



dl-CarrierIndex-r14





INTEGER (0.. maxNonAnchorCarriers-NB-r14)


},


sc-mcch-RepetitionPeriod-r14


ENUMERATED {rf32, rf128, rf512, rf1024, 















rf2048, rf4096, rf8192, rf16384},


sc-mcch-Offset-r14





INTEGER (0..10),


sc-mcch-ModificationPeriod-r14


ENUMERATED { rf32, rf128, rf256, rf512, rf1024, 














rf2048, rf4096, rf8192, rf16384, rf32768, 














rf65536, rf131072, rf262144, rf524288, 














rf1048576, spare1},


sc-mcch-SchedulingInfo-r14



SC-MCCH-SchedulingInfo-NB-r14

OPTIONAL, 
-- Need OP


lateNonCriticalExtension



OCTET STRING





OPTIONAL,


...

}

NPDCCH-SC-MCCH-Config-NB-r14 ::=
SEQUENCE {


npdcch-NumRepetitions-SC-MCCH-r14

ENUMERATED {r1, r2, r4, r8, r16, 















r32, r64, r128, r256, 















r512, r1024, r2048},


npdcch-StartSF-SC-MCCH-r14



ENUMERATED {v1dot5, v2, v4, v8,















v16, v32, v48, v64},


npdcch-Offset-SC-MCCH-r14



ENUMERATED {zero, oneEighth, oneQuarter,















threeEighth, oneHalf, fiveEighth,















threeQuarter, sevenEighth}

}

SC-MCCH-SchedulingInfo-NB-r14::=
SEQUENCE
{


onDurationTimerSCPTM-r14




ENUMERATED {














pp1, pp2, pp3, pp4,














pp8, pp16, pp32, spare},


drx-InactivityTimerSCPTM-r14



ENUMERATED {














pp0, pp1, pp2, pp3,














pp4, pp8, pp16, pp32},


schedulingPeriodStartOffsetSCPTM-r14

CHOICE {



sf10









INTEGER(0..9),



sf20









INTEGER(0..19),



sf32









INTEGER(0..31),



sf40









INTEGER(0..39),



sf64









INTEGER(0..63),



sf80









INTEGER(0..79),



sf128









INTEGER(0..127),



sf160









INTEGER(0..159),



sf256









INTEGER(0..255),



sf320









INTEGER(0..319),



sf512









INTEGER(0..511),



sf640









INTEGER(0..639),



sf1024









INTEGER(0..1023),



sf2048









INTEGER(0..2047),



sf4096









INTEGER(0..4095),



sf8192









INTEGER(0..8191)


},


...

}

-- ASN1STOP

	SystemInformationBlockType20-NB field descriptions

	dl-CarrierConfig

Downlink carrier used for SC-MCCH.

	dl-CarrierIndex

Index to a downlink carrier signalled in system information. Value ‘0’ corresponds to the anchor carrier, value ‘1’ corresponds to the first entry in dl-ConfigList in SystemInformationBlockType22-NB, value ‘2’ corresponds to the second entry in dl-ConfigList and so on.

	drx-InactivityTimerSCPTM
Timer for SC-MCCH reception in TS 36.321 [6]. Value in number of NPDCCH periods. Value pp1 corresponds to 1 NPDCCH period, pp2 corresponds to 2 NPDCCH periods and so on.

	npdcch-NumRepetitions-SC-MCCH

The maximum number of NPDCCH repetitions the UE needs to monitor for SC-MCCH multicast search space, see TS 36.213 [23].

	npdcch-Offset-SC-MCCH

Fractional period offset of starting subframe for NPDCCH multicast search space for SC-MCCH, see TS 36.213 [23].

	npdcch-StartSF-SC-MCCH

Starting subframes configuration of the NPDCCH multicast search space for SC-MCCH, see TS 36.213 [23].

	onDurationTimerSCPTM
Timer for SC-MCCH reception in TS 36.321 [6]. Value in number of NPDCCH periods. Value pp1 corresponds to 1 NPDCCH period, pp2 corresponds to 2 NPDCCH periods and so on.

	schedulingPeriodStartOffsetSCPTM
SCPTM-SchedulingCycle and SCPTM-SchedulingOffset in TS 36.321 [6]. The value of SCPTM-SchedulingCycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. The value of SCPTM-SchedulingOffset is in number of sub-frames.

	sc-mcch-CarrierConfig

Downlink carrier that is used for SC-MCCH.

	sc-mcch-ModificationPeriod

Defines periodically appearing boundaries, i.e. radio frames for which (H-SFN * 1024 +SFN) mod sc-mcch-ModificationPeriod = 0. The contents of different transmissions of SC-MCCH information can only be different if there is at least one such boundary in-between them. Value rf32 corresponds to 32 radio frames, value rf128 corresponds to 128 radio frames and so on. E-UTRAN does not configure the value of rf1048576 in this release of specification.

	sc-mcch-Offset

Indicates, together with the sc-mcch-RepetitionPeriod, the boundary of the repetition period: (H-SFN * 1024 +SFN) mod sc-mcch-RepetitionPeriod = sc-mcch-Offset.

	sc-mcch-RepetitionPeriod

Defines the interval between transmissions of SC-MCCH information, in radio frames. Value rf32 corresponds to 32 radio frames, rf128 corresponds to 128 radio frames and so on.

	sc-mcch-SchedulingInfo

DRX information for the SC-MCCH. If the field is absent, DRX is not used for SC-MCCH reception.


<Omitted>
End of change

