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Modified Subclause
6.2.2
Message definitions
<UNNECESSARY PARTS OMITTED>
–
RRCConnectionReestablishment
The RRCConnectionReestablishment message is used to re-establish SRB1.

Signalling radio bearer: SRB0

RLC-SAP: TM

Logical channel: CCCH

Direction: E‑UTRAN to UE

RRCConnectionReestablishment message
-- ASN1START

RRCConnectionReestablishment ::=
SEQUENCE {


rrc-TransactionIdentifier


RRC-TransactionIdentifier,


criticalExtensions




CHOICE {



c1








CHOICE{




rrcConnectionReestablishment-r8

RRCConnectionReestablishment-r8-IEs,




spare7 NULL,




spare6 NULL, spare5 NULL, spare4 
NULL,




spare3 NULL, spare2 NULL, spare1 
NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

RRCConnectionReestablishment-r8-IEs ::= SEQUENCE {


radioResourceConfigDedicated

RadioResourceConfigDedicated,


nextHopChainingCount



NextHopChainingCount,


nonCriticalExtension



RRCConnectionReestablishment-v8a0-IEs
OPTIONAL

}

RRCConnectionReestablishment-v8a0-IEs ::= SEQUENCE {

--Following field is only for late non-critical extensions from Rel-8

lateNonCriticalExtension


OCTET STRING





OPTIONAL,
-- Need OP


nonCriticalExtension



SEQUENCE {}






OPTIONAL
-- Need OP

}
RRCConnectionReestablishment-v8m0-IEs ::= SEQUENCE {

-- Following field is only for late non-critical extensions from Rel-9

lateNonCriticalExtension


OCTET STRING






OPTIONAL,


nonCriticalExtension



RRCConnectionReestablishment-v10xy-IEs
OPTIONAL

}
-- Late non-critical extension:

RRCConnectionReestablishment-v10xy-IEs ::= SEQUENCE {

antennaInfoDedicatedPCell-v10i0

AntennaInfoDedicated-v10i0


OPTIONAL,
-- Need ON


-- Following field is only for late non-critical extensions from Rel-10

lateNonCriticalExtension


OCTET STRING


OPTIONAL, 


nonCriticalExtension



SEQUENCE {}



OPTIONAL

}

-- ASN1STOP

End of Modified Subclause
