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1 Introduction

This paper provides a text proposal to TR 38.804, capturing the agreements on RAN support of network slicing.
[NR-AH1#09][NR]  TP on slicing (Huawei)


Intended outcome: Agreed TP


Deadline: Thursday 26/01/2017

Agreements:

1:
RAN2 understanding is that traffic for different slices is handled by different PDU sessions.

2
Network can realise the different network slices by scheduling and also by providing different L1,2 configurations.

3
UE should be able to provide assistance information for network slice selection in RRC message, if provided by NAS.

FFS whether it is possible to provide different PRACH, access barring and congestion control information for different slices.

4
Above agreements and FFS are also applicable for LTE connected to 5G-CN.

2 Text Proposal
--------------------------------------------Start of text proposal---------------------------------------------

X
RAN Support of Network Slicing

Support of Network Slicing relies on the principle that traffic for different slices is handled by different PDU sessions. Network can realise the different network slices by scheduling and also by providing different L1/L2 configurations. UE should be able to provide assistance information for network slice selection in RRC message, if it has been provided by NAS.
Editor’s note: it is FFS whether it is possible to provide different PRACH, access barring and congestion control information for different slices.

Editor’s note: the above agreements and FFS are also applicable for LTE connected to 5G-CN.

-----------------------------------------------End of text proposal-------------------------------------------

1/1


