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1 Introduction
In the last few meetings, RAN2 has reached some agreements related to the SSTD measurement report in EN-DC.

RAN2 #99bis 
Agreements:
1:	SSTD measurements for EN-DC are supported with the following principles (as in LTE):
a.	MeNB can configure SFN/subframe offset reporting for PSCell only when EN-DC is configured.
b.	UE only needs to read MIB to measure/report SFN/subframe offset.
c.	MeNB forwards the SFN/subframe offset from MeNB to SgNB using “SCG-ConfigInfo” (FFS on IE name).
d.	One shot reporting (i.e. eNB configures measurement and UE sends single report to eNB, not periodical).
2	The definition of LTE SSTD is reused for NR (to be confirmed by RAN4).
3	Attempt to introduce in LTE RRC by reusing the reporting for LTE DC.

FFS: Whether to extend SSTD measurement reporting for cells that are not yet configured.

RAN2 #100 
1:	The network can configure the NR SSTD measurement whenever a NR PSCell is configured
2: 	NR SSTD measurement reporting is extended for cells that are not yet configured in the case that no NR PSCell is configured
3:	Introduce one new capability indicator for SSTD measurement for EN-DC when PSCell is configured.
4	Introduce one new capability indicator for SSTD measurement for EN-DC when PSCell is not configured.


In this paper, we continues the discussion of SSTD measurement in EN-DC. We provide SSTD correction base on RAN4 LS and RAN1 SPEC. We also discuss how RRC signaling is extended to support SSTD measurement while NR PSCell is not configured.

2 Discussion
The SSTD (SFN and subframe timing difference) measurement is introduced in LTE DC. RAN2 agreed that SSTD measurement should also be supported in EN-DC and would like to reuse the reporting format as in LTE DC. However, RAN4 replied that it is not feasible to reuse the RAN2 reporting structure [1]. Instead, RAN4 suggests to measure the observed SFN and frame timing difference (SFTD) between an E-UTRA PCell and an NR PSCell including the following two components:
· SFN offset
· Frame boundary offset

The related text for SFTD measurement has been captured in RAN1 SPEC 38.215 [2]. From RAN2 perspective, we see no reason to reject the decision by RAN1 and RAN4. Therefore, we propose to rename the SSTD measurement in EN-DC to SFTD measurement. Consequently, a new measurement result IE for SFTD should be introduced in RRC SEPC.  

Proposal 1: The SSTD measurement in EN-DC is renamed to SFTD measurement in RAN2 SPEC. Introduce a new IE for measurement result of SFTD (e.g. measResultSFTD-r15) based on the content provided in TS 38.215.

To extend the SFTD measurement while NR PSCell is not configured, UE has to get frame boundary and read MIB for a NR neighbor cell in LTE Connected mode. Note that the reading of neighbor cell MIB may be done inside LTE measurement gap depends on UE capability. It is straightforward that target NR neighbor cell to be reported is included in a NR measurement object (MO). We think that network should provide the SMTC configuration in the measurement object so that UE could use the measurement gap for NR Inter-RAT measurement to perform SFTD measurement. Otherwise, an unpractical long measurement gap length up to highest SSB periodicity (i.e. 160ms) is required, which will result in serious performance degradation in the system. We also think NW should also provide single NR physical cell ID in the measurement object (e.g. cellForWhichToReportSFTD) so that UE knows which NR neighbor cell to report in the SFTD measurement result.

Proposal 2: NW provide the SMTC configuration and physical cell ID of the NR neighbor cell to be reported in the NR measurement object that linked to SFTD measurement report configuration.

Based on current agreement, the SFTD measurement still apply the one-shot reporting principle as in LTE DC. NW configures measurement and UE sends single report to NW. It is also our understanding that there will be only one SFTD measurement configuration at a give time (as in LTE DC). Of course NW could configure new SFTD measurement after receiving the SFTD report of previous SFTD configuration. We propose to clarify this in RRC SPEC.

Proposal 3: NW configure at most one measurement identity used for SFTD measurement.

A TP on 38.331 based on above proposals is provided in Annex. We think that RAN2 should adopt this TP to finish the RRC signalling for SFTD measurement. 

Proposal 4: RAN2 adopts the TP in the Annex for 38.331 SFTD measurement configuration.

3 Conclusions	
Base on the discussion in section 2, we propose the following: 

Proposal 1: The SSTD measurement in EN-DC is renamed to SFTD measurement in RAN2 SPEC. Introduce a new IE for measurement result of SFTD (e.g. measResultSFTD-r15) based on the content provided in TS 38.215.

Proposal 2: NW provide the SMTC configuration and physical cell ID of the NR neighbor cell to be reported in the NR measurement object that linked to SFTD measurement report configuration.

Proposal 3: NW configure at most one measurement identity used for SFTD measurement.

Proposal 4: RAN2 adopts the TP in the Annex for 36.331 SFTD measurement configuration.
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Annex: TP for 36.331

[bookmark: _Toc494149545]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1], TS 36.300 [9] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1] or TS 36.300 [9].
1xRTT	CDMA2000 1x Radio Transmission Technology
AB	Access Barring
ACDC	Application specific Congestion control for Data Communication
ACK	Acknowledgement
AM	Acknowledged Mode
ANDSF	Access Network Discovery and Selection Function
ARQ	Automatic Repeat Request
AS	Access Stratum
ASN.1	Abstract Syntax Notation One
BCCH	Broadcast Control Channel
BCD	Binary Coded Decimal
BCH	Broadcast Channel
BL	Bandwidth reduced Low complexity
BLER	Block Error Rate
BR	Bandwidth Reduced
BR-BCCH	Bandwidth Reduced Broadcast Control Channel
CA	Carrier Aggregation
CBR	Channel Busy Ratio
CCCH	Common Control Channel
CCO	Cell Change Order
CE	Coverage Enhancement
CG	Cell Group
CIoT	Cellular IoT
CMAS	Commercial Mobile Alert Service
CP	Control Plane
C-RNTI	Cell RNTI
CRS	Cell-specific Reference Signal
CSFB	CS fallback
CSG	Closed Subscriber Group
CSI	Channel State Information
DC	Dual Connectivity
DCCH	Dedicated Control Channel
DCI	Downlink Control Information
DCN	Dedicated Core Networks
DFN	Direct Frame Number
DL	Downlink
DL-SCH	Downlink Shared Channel
DRB	(user) Data Radio Bearer
DRX	Discontinuous Reception
DTCH	Dedicated Traffic Channel
EAB	Extended Access Barring
eDRX	Extended DRX
EHPLMN	Equivalent Home Public Land Mobile Network
eIMTA	Enhanced Interference Management and Traffic Adaptation
ENB	Evolved Node B
EN-DC	E-UTRA NR Dual Connectivity
EPC	Evolved Packet Core
EPDCCH	Enhanced Physical Downlink Control Channel
EPS	Evolved Packet System
ETWS	Earthquake and Tsunami Warning System
E-UTRA	Evolved Universal Terrestrial Radio Access
E-UTRAN	Evolved Universal Terrestrial Radio Access Network
FDD	Frequency Division Duplex
FFS	For Further Study
GERAN	GSM/EDGE Radio Access Network
GNSS	Global Navigation Satellite System
G-RNTI	Group RNTI
GSM	Global System for Mobile Communications
HARQ	Hybrid Automatic Repeat Request
HFN	Hyper Frame Number
HPLMN	Home Public Land Mobile Network
HRPD	CDMA2000 High Rate Packet Data
H-SFN	Hyper SFN
IDC	In-Device Coexistence
IE	Information element
IMEI	International Mobile Equipment Identity
IMSI	International Mobile Subscriber Identity
IoT	Internet of Things
ISM	Industrial, Scientific and Medical
kB	Kilobyte (1000 bytes)
L1	Layer 1
L2	Layer 2
L3	Layer 3
LAA	Licensed-Assisted Access
LWA	LTE-WLAN Aggregation
LWAAP	LTE-WLAN Aggregation Adaptation Protocol
LWIP	LTE-WLAN Radio Level Integration with IPsec Tunnel
MAC	Medium Access Control
MBMS	Multimedia Broadcast Multicast Service
MBSFN	Multimedia Broadcast multicast service Single Frequency Network
MCG	Master Cell Group
MCPTT	Mission Critical Push To Talk
MDT	Minimization of Drive Tests
MIB	Master Information Block
MO	Mobile Originating
MPDCCH	MTC Physical Downlink Control Channel
MRB	MBMS Point to Multipoint Radio Bearer
MRO	Mobility Robustness Optimisation
MSI	MCH Scheduling Information
MT	Mobile Terminating
MUST	MultiUser Superposition Transmission
N/A	Not Applicable
NACC	Network Assisted Cell Change
NAICS	Network Assisted Interference Cancellation/Suppression
NAS	Non Access Stratum
NB-IoT	NarrowBand Internet of Things
NPBCH	Narrowband Physical Broadcast channel
NPDCCH	Narrowband Physical Downlink Control channel
NPDSCH	Narrowband Physical Downlink Shared channel
NPRACH	Narrowband Physical Random Access channel
NPSS	Narrowband Primary Synchronization Signal
NPUSCH	Narrowband Physical Uplink Shared channel
NR	NR Radio Access
NRS	Narrowband Reference Signal
NSSS	Narrowband Secondary Synchronization Signal
P2X	Pedestrian-to-Everything
PCCH	Paging Control Channel
PCell	Primary Cell
PDCCH	Physical Downlink Control Channel
PDCP	Packet Data Convergence Protocol
PDU	Protocol Data Unit
PLMN	Public Land Mobile Network
PMK	Pairwise Master Key
ProSe	Proximity based Services
PS	Public Safety (in context of sidelink), Packet Switched (otherwise)
PSCell	Primary Secondary Cell
PSK	Pre-Shared Key
PTAG	Primary Timing Advance Group
PUCCH	Physical Uplink Control Channel
QCI	QoS Class Identifier
QoS	Quality of Service
RACH	Random Access CHannel
RAI	Release Assistance Indication
RAT	Radio Access Technology
RB	Radio Bearer
RCLWI	RAN Controlled LTE-WLAN Integration
RLC	Radio Link Control
RMTC	RSSI Measurement Timing Configuration
RN	Relay Node
RNTI	Radio Network Temporary Identifier
ROHC	RObust Header Compression
RPLMN	Registered Public Land Mobile Network
RRC	Radio Resource Control
RSCP	Received Signal Code Power
RSRP	Reference Signal Received Power
RSRQ	Reference Signal Received Quality
RSSI	Received Signal Strength Indicator
SAE	System Architecture Evolution
SAP	Service Access Point
SC	Sidelink Control
SCell	Secondary Cell
SCG	Secondary Cell Group
SC-MRB	Single Cell MRB
SC-RNTI	Single Cell RNTI
SD-RSRP	Sidelink Discovery Reference Signal Received Power
SFN	System Frame Number
SFTD	SFN and Frame Timing Difference
SI	System Information
SIB	System Information Block
SI-RNTI	System Information RNTI
SL	Sidelink
SLSS	Sidelink Synchronisation Signal
SMC	Security Mode Control
SPS	Semi-Persistent Scheduling
SR	Scheduling Request
SRB	Signalling Radio Bearer
S-RSRP	Sidelink Reference Signal Received Power
SSAC	Service Specific Access Control
SSTD	SFN and Subframe Timing Difference
STAG	Secondary Timing Advance Group
S-TMSI	SAE Temporary Mobile Station Identifier
TA	Tracking Area
TAG	Timing Advance Group
TDD	Time Division Duplex
TDM	Time Division Multiplexing
TM	Transparent Mode
TPC-RNTI	Transmit Power Control RNTI
T-RPT	Time Resource Pattern of Transmission
TTT	Time To Trigger
UE	User Equipment
UICC	Universal Integrated Circuit Card
UL	Uplink
UL-SCH	Uplink Shared Channel
UM	Unacknowledged Mode
UP	User Plane
UTC	Coordinated Universal Time
UTRAN	Universal Terrestrial Radio Access Network
V2X	Vehicle-to-Everything
VoLTE	Voice over Long Term Evolution
WLAN	Wireless Local Area Network
WT	WLAN Termination
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[bookmark: _Toc494149740]5.5.1	Introduction
The UE reports measurement information in accordance with the measurement configuration as provided by E-UTRAN. E-UTRAN provides the measurement configuration applicable for a UE in RRC_CONNECTED by means of dedicated signalling, i.e. using the RRCConnectionReconfiguration or RRCConnectionResume message.
The UE can be requested to perform the following types of measurements:
-	Intra-frequency measurements: measurements at the downlink carrier frequency(ies) of the serving cell(s).
-	Inter-frequency measurements: measurements at frequencies that differ from any of the downlink carrier frequency(ies) of the serving cell(s).
-	Inter-RAT measurements of NR frequencies.
-	Inter-RAT measurements of UTRA frequencies.
-	Inter-RAT measurements of GERAN frequencies.
-	Inter-RAT measurements of CDMA2000 HRPD or CDMA2000 1xRTT or WLAN frequencies.
-	CBR measurements.
The measurement configuration includes the following parameters:
1.	Measurement objects: The objects on which the UE shall perform the measurements.
-	For intra-frequency and inter-frequency measurements a measurement object is a single E-UTRA carrier frequency. Associated with this carrier frequency, E-UTRAN can configure a list of cell specific offsets, a list of 'blacklisted' cells and a list of 'whitelisted' cells. Blacklisted cells are not considered in event evaluation or measurement reporting.
-	For inter-RAT NR measurements a measurement object is a single NR carrier frequency.
-	For inter-RAT UTRA measurements a measurement object is a set of cells on a single UTRA carrier frequency.
-	For inter-RAT GERAN measurements a measurement object is a set of GERAN carrier frequencies.
-	For inter-RAT CDMA2000 measurements a measurement object is a set of cells on a single (HRPD or 1xRTT) carrier frequency.
-	For inter-RAT WLAN measurements a measurement object is a set of WLAN identifiers and optionally a set of WLAN frequencies.
-	For CBR measurements a measurement object is a set of transmission resource pools for V2X sidelink communication.
NOTE 1:	Some measurements using the above mentioned measurement objects, only concern a single cell, e.g. measurements used to report neighbouring cell system information, PCell UE Rx-Tx time difference, or a pair of cells, e.g. SSTD measurements between the PCell and the PSCell, SFTD measurements between the PCell and the NR cell assigned by network.
2.	Reporting configurations: A list of reporting configurations where each reporting configuration consists of the following:
-	Reporting criterion: The criterion that triggers the UE to send a measurement report. This can either be periodical or a single event description.
-	Reporting format: The quantities that the UE includes in the measurement report and associated information (e.g. number of cells to report).
3.	Measurement identities: A list of measurement identities where each measurement identity links one measurement object with one reporting configuration. By configuring multiple measurement identities it is possible to link more than one measurement object to the same reporting configuration, as well as to link more than one reporting configuration to the same measurement object. The measurement identity is used as a reference number in the measurement report.
4.	Quantity configurations: One quantity configuration is configured per RAT type. The quantity configuration defines the measurement quantities and associated filtering used for all event evaluation and related reporting of that measurement type. One filter can be configured per measurement quantity, except for NR where seperate filters can be configured for cell measurement results and RS index measurement results.
5.	Measurement gaps: Periods that the UE may use to perform measurements, i.e. no (UL, DL) transmissions are scheduled.
E-UTRAN only configures a single measurement object for a given frequency (except for WLAN and except for CBR measurements), i.e. it is not possible to configure two or more measurement objects for the same frequency with different associated parameters, e.g. different offsets and/ or blacklists. E-UTRAN may configure multiple instances of the same event e.g. by configuring two reporting configurations with different thresholds.
The UE maintains a single measurement object list, a single reporting configuration list, and a single measurement identities list. The measurement object list includes measurement objects, that are specified per RAT type, possibly including intra-frequency object(s) (i.e. the object(s) corresponding to the serving frequency(ies)), inter-frequency object(s) and inter-RAT objects. Similarly, the reporting configuration list includes E-UTRA and inter-RAT reporting configurations. Any measurement object can be linked to any reporting configuration of the same RAT type. Some reporting configurations may not be linked to a measurement object. Likewise, some measurement objects may not be linked to a reporting configuration.
The measurement procedures distinguish the following types of cells:
1.	The serving cell(s) - these are the PCell and one or more SCells, if configured for a UE supporting CA or DC. Likewise, NR serving cell(s) are the NR SCells, if the UE is configured with EN-DC.
2.	Listed cells - these are cells listed within the measurement object(s) or, for inter-RAT WLAN, the WLANs matching the WLAN identifiers configured in the measurement object or the WLAN the UE is connected to.
3.	Detected cells - these are cells that are not listed within the measurement object(s) but are detected by the UE on the carrier frequency(ies) indicated by the measurement object(s) or, for inter-RAT WLAN, the WLANs not included in the measObjectWLAN but meeting the triggering requirements.
For E-UTRA, the UE measures and reports on the serving cell(s), listed cells, detected cells, transmission resource pools for V2X sidelink communication, and, for RSSI and channel occupancy measurements, the UE measures and reports on any reception on the indicated frequency. For inter-RAT NR, the UE measures and reports on detected cells and, if configured with EN-DC, on NR serving cell(s). For inter-RAT UTRA, the UE measures and reports on listed cells and optionally on cells that are within a range for which reporting is allowed by E-UTRAN. For inter-RAT GERAN, the UE measures and reports on detected cells. For inter-RAT CDMA2000, the UE measures and reports on listed cells. For inter-RAT WLAN, the UE measures and reports on listed cells.
NOTE 2:	For inter-RAT UTRA and CDMA2000, the UE measures and reports also on detected cells for the purpose of SON.
NOTE 3:	This specification is based on the assumption that typically CSG cells of home deployment type are not indicated within the neighbour list. Furthermore, the assumption is that for non-home deployments, the physical cell identity is unique within the area of a large macro cell (i.e. as for UTRAN).
Whenever the procedural specification, other than contained in sub-clause 5.5.2, refers to a field it concerns a field included in the VarMeasConfig unless explicitly stated otherwise i.e. only the measurement configuration procedure covers the direct UE action related to the received measConfig.
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E-UTRAN applies the procedure as follows:
-	to ensure that, whenever the UE has a measConfig, it includes a measObject for each serving frequency;
-	to configure at most one measurement identity using a reporting configuration with the purpose set to reportCGI;
[bookmark: _GoBack]-	for serving frequencies, set the EARFCN within the corresponding measObject according to the band as used for reception/ transmission;
-	to configure at most one measurement identity using a reporting configuration with ul-DelayConfig;
-	to configure at most one measurement identity using a reporting configuration with reportSFTD-Meas;

The UE shall:
1>	if the received measConfig includes the measObjectToRemoveList:
2>	perform the measurement object removal procedure as specified in 5.5.2.4;
1>	if the received measConfig includes the measObjectToAddModList:
2>	perform the measurement object addition/ modification procedure as specified in 5.5.2.5;
1>	if the received measConfig includes the reportConfigToRemoveList:
2>	perform the reporting configuration removal procedure as specified in 5.5.2.6;
1>	if the received measConfig includes the reportConfigToAddModList:
2>	perform the reporting configuration addition/ modification procedure as specified in 5.5.2.7;
1>	if the received measConfig includes the quantityConfig:
2>	perform the quantity configuration procedure as specified in 5.5.2.8;
1>	if the received measConfig includes the measIdToRemoveList:
2>	perform the measurement identity removal procedure as specified in 5.5.2.2;
1>	if the received measConfig includes the measIdToAddModList:
2>	perform the measurement identity addition/ modification procedure as specified in 5.5.2.3;
1>	if the received measConfig includes the measGapConfig or measGapConfigPerCC-List:
2>	perform the measurement gap configuration procedure as specified in 5.5.2.9;
1>	if the received measConfig includes the measGapSharingConfig:
2>	perform the measurement gap sharing configuration procedure as specified in 5.5.2.12;
1>	if the received measConfig includes the s-Measure:
2>	set the parameter s-Measure within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-Measure;
1>	if the received measConfig includes the preRegistrationInfoHRPD:
2>	forward the preRegistrationInfoHRPD to CDMA2000 upper layers;
1>	if the received measConfig includes the speedStatePars:
2>	set the parameter speedStatePars within VarMeasConfig to the received value of speedStatePars;
1>	if the received measConfig includes the allowInterruptions:
2>	set the parameter allowInterruptions within VarMeasConfig to the received value of allowInterruptions;

/*********************************************** Skip unchanged sections *********************************************/ 
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For all measurements, except for UE Rx–Tx time difference measurements, RSSI, UL PDCP Packet Delay per QCI measurement, channel occupancy measurements, CBR measurement, and except for WLAN measurements of Band, Carrier Info, Available Admission Capacity, Backhaul Bandwidth, Channel Utilization, and Station Count, the UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria or for measurement reporting. When performing measurements on NR carriers, the UE derives the cell quality as specified in 5.5.3.3.
The UE shall:
1>	whenever the UE has a measConfig, perform RSRP and RSRQ measurements for each serving cell as follows:
2>	for the PCell, apply the time domain measurement resource restriction in accordance with measSubframePatternPCell, if configured;
2>	if the UE supports CRS based discovery signals measurement:
3>	for each SCell in deactivated state, apply the discovery signals measurement timing configuration in accordance with measDS-Config, if configured within the measObject corresponding to the frequency of the SCell;
1>	if the UE has a measConfig with rs-sinr-Config configured, perform RS-SINR (as indicated in the associated reportConfig) measurements as follows:
2>	perform the corresponding measurements on the frequency indicated in the associated measObject using available idle periods or using autonomous gaps as necessary;
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the purpose for the associated reportConfig is set to reportCGI:
3>	if si-RequestForHO is configured for the associated reportConfig:
4>	perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using autonomous gaps as necessary;
3>	else:
4>	perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using available idle periods or using autonomous gaps as necessary;
NOTE 1:	If autonomous gaps are used to perform measurements, the UE is allowed to temporarily abort communication with all serving cell(s), i.e. create autonomous gaps to perform the corresponding measurements within the limits specified in TS 36.133 [16]. Otherwise, the UE only supports the measurements with the purpose set to reportCGI only if E-UTRAN has provided sufficient idle periods.
3>	try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell;
3>	if an entry in the cellAccessRelatedInfoList includes the selected PLMN, acquire the relevant system information from the concerned cell;
3>	if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is an E-UTRAN cell:
4>	try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;
4>	try to acquire the trackingAreaCode in the concerned cell;
4>	try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;
4>	if cellAccessRelatedInfoList is included, use trackingAreaCode and plmn-IdentityList from the entry of cellAccessRelatedInfoList containing the selected PLMN;
4>	if the includeMultiBandInfo is configured:
5>	try to acquire the freqBandIndicator in the SystemInformationBlockType1of the concerned cell;
5>	try to acquire the list of additional frequency band indicators, as included in the multiBandInfoList, if multiple frequency band indicators are included in the SystemInformationBlockType1of the concerned cell;
5>	try to acquire the freqBandIndicatorPriority, if the freqBandIndicatorPriority is included in the SystemInformationBlockType1of the concerned cell;
NOTE 2:	The 'primary' PLMN is part of the global cell identity.
3>	if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a UTRAN cell:
4>	try to acquire the LAC, the RAC and the list of additional PLMN Identities, if multiple PLMN identities are broadcast in the concerned cell;
4>	try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;
3>	if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a GERAN cell:
4>	try to acquire the RAC in the concerned cell;
3>	if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is typeHRPD:
4>	try to acquire the Sector ID in the concerned cell;
3>	if the cell indicated by the cellForWhichToReportCGI included in the associated measObject is a CDMA2000 cell and the cdma2000-Type included in the measObject is type1XRTT:
4>	try to acquire the BASE ID, SID and NID in the concerned cell;
2>	if the ul-DelayConfig is configured for the associated reportConfig:
3>	ignore the measObject;
3>	configure the PDCP layer to perform UL PDCP Packet Delay per QCI measurement;
2>	else:
3>	if a measurement gap configuration is setup; or
3>	if the UE does not require measurement gaps to perform the concerned measurements:
4>	if s-Measure is not configured; or
4>	if s-Measure is configured and the PCell RSRP, after layer 3 filtering, is lower than this value; or
4>	if the associated measObject concerns NR; or
4>	if measDS-Config is configured in the associated measObject:
5>	if the UE supports CSI-RS based discovery signals measurement; and
5>	if the eventId in the associated reportConfig is set to eventC1 or eventC2, or if reportStrongestCSI-RSs is included in the associated reportConfig:
6>	perform the corresponding measurements of CSI-RS resources on the frequency indicated in the concerned measObject, applying the discovery signals measurement timing configuration in accordance with measDS-Config in the concerned measObject;
6>	if reportCRS-Meas is included in the associated reportConfig, perform the corresponding measurements of neighbouring cells on the frequencies indicated in the concerned measObject as follows:
7>	for neighbouring cells on the primary frequency, apply the time domain measurement resource restriction in accordance with measSubframePatternConfigNeigh, if configured in the concerned measObject;
7>	apply the discovery signals measurement timing configuration in accordance with measDS-Config in the concerned measObject;
5>	else:
6>	perform the corresponding measurements of neighbouring cells on the frequencies and RATs indicated in the concerned measObject as follows:
7>	for neighbouring cells on the primary frequency, apply the time domain measurement resource restriction in accordance with measSubframePatternConfigNeigh, if configured in the concerned measObject; 
7>	if the UE supports CRS based discovery signals measurement, apply the discovery signals measurement timing configuration in accordance with measDS-Config, if configured in the concerned measObject;
4>	if the ue-RxTxTimeDiffPeriodical is configured in the associated reportConfig:
5>	perform the UE Rx–Tx time difference measurements on the PCell;
4>	if the reportSSTD-Meas is set to true or pSCell in the associated reportConfig:
5>	perform SSTD measurements between the PCell and the PSCell;
4>	if the reportSFTD-Meas is set to pSCell in the associated reportConfig:
5>	perform SFTD measurements between the PCell and the PSCell;
4>	if the reportSFTD-Meas is set to nrMeasObj in the associated reportConfig:
5>	perform SFTD measurements between the PCell and the cell indicated by the cellForWhichToReportSFTD in the associated measObject;
4>	if the measRSSI-ReportConfig is configured in the associated reportConfig:
5>	perform the RSSI and channel occupancy measurements on the frequency indicated in the associated measObject;
2>	perform the evaluation of reporting criteria as specified in 5.5.4;
The UE capable of CBR measurement when configured to transmit non-P2X related V2X sidelink communication shall:
1>	if in coverage on the frequency used for V2X sidelink communication transmission as defined in TS 36.304 [4, 11.4]; or
1>	if the concerned frequency is included in v2x-InterFreqInfoList in RRCConnectionReconfiguration or in v2x-InterFreqInfoList within SystemInformationBlockType21:
2>	if the UE is in RRC_IDLE:
3>	if the concerned frequency is the camped frequency:
4>	perform CBR measurement on the pools in v2x-CommTxPoolNormalCommon and v2x-CommTxPoolExceptional if included in SystemInformationBlockType21;
3>	else if v2x-CommTxPoolNormal or v2x-CommTxPoolExceptional is included in v2x-InterFreqInfoList for the concerned frequency within SystemInformationBlockType21:
4>	perform CBR measurement on pools in v2x-CommTxPoolNormal and v2x-CommTxPoolExceptional in v2x-InterFreqInfoList for the concerned frequency in SystemInformationBlockType21;
3>	else if the concerned frequency broadcasts SystemInformationBlockType21:
4>	perform CBR measurement on pools in v2x-CommTxPoolNormalCommon and v2x-CommTxPoolExceptional if included in SystemInformationBlockType21 broadcast on the concerned frequency;
2>	if the UE is in RRC_CONNECTED:
3>	if tx-ResourcePoolToAddList is included in VarMeasConfig:
4>	perform CBR measurements on each resource pool indicated in tx-ResourcePoolToAddList;
3>	if the concerned frequency is the PCell’s frequency:
4>	perform CBR measurement on the pools in v2x-CommTxPoolNormalDedicated or v2x-SchedulingPool if included in RRCConnectionReconfiguration, v2x-CommTxPoolExceptional if included in SystemInformationBlockType21 for the concerned frequency and v2x-CommTxPoolExceptional if included in mobilityControlInfoV2X;
3>	else if v2x-CommTxPoolNormal, v2x-SchedulingPool or v2x-CommTxPoolExceptional is included in v2x-InterFreqInfoList for the concerned frequency within RRCConnectionReconfiguration:
4>	perform CBR measurement on pools in v2x-CommTxPoolNormal, v2x-SchedulingPool, and v2x-CommTxPoolExceptional if included in v2x-InterFreqInfoList for the concerned frequency in RRCConnectionReconfiguration;
3>	else if the concerned frequency broadcasts SystemInformationBlockType21:
4>	perform CBR measurement on pools in v2x-CommTxPoolNormalCommon and v2x-CommTxPoolExceptional if included in SystemInformationBlockType21 for the concerned frequency;
1>	else:
2>	perform CBR measurement on pools in v2x-CommTxPoolList in SL-V2X-Preconfiguration for the concerned frequency;
NOTE 3:	The s-Measure defines when the UE is required to perform measurements. The UE is however allowed to perform measurements also when the PCell RSRP exceeds s-Measure, e.g., to measure cells broadcasting a CSG identity following use of the autonomous search function as defined in TS 36.304 [4].
NOTE 4:	The UE may not perform the WLAN measurements it is configured with e.g. due to connection to another WLAN based on user preferences as specified in TS 23.402 [75] or due to turning off WLAN.
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If security has been activated successfully, the UE shall:
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the corresponding reportConfig includes a purpose set to reportStrongestCellsForSON:
3>	consider any neighbouring cell detected on the associated frequency to be applicable;
2>	else if the corresponding reportConfig includes a purpose set to reportCGI:
3>	consider any neighbouring cell detected on the associated frequency/ set of frequencies (GERAN) which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding measObject within the VarMeasConfig to be applicable;
2>	else if the corresponding reportConfig includes a purpose set to reportLocation:
3>	consider only the PCell to be applicable;
2>	else:
3>	if the corresponding measObject concerns E-UTRA:
4>	if the ue-RxTxTimeDiffPeriodical is configured in the corresponding reportConfig:
5>	consider only the PCell to be applicable;
4>	else if the reportSSTD-Meas is set to true in the corresponding reportConfig:
5>	consider the PSCell to be applicable;
4>	else if the eventA1 or eventA2 is configured in the corresponding reportConfig:
5>	consider only the serving cell to be applicable;
4>	else if eventC1 or eventC2 is configured in the corresponding reportConfig; or if reportStrongestCSI-RSs is included in the corresponding reportConfig:
5>	consider a CSI-RS resource on the associated frequency to be applicable when the concerned CSI-RS resource is included in the measCSI-RS-ToAddModList defined within the VarMeasConfig for this measId;
4>	else if measRSSI-ReportConfig is configured in the corresponding reportConfig:
5>	consider the resource indicated by the rmtc-Config on the associated frequency to be applicable;
4>	else if tx-ResourcePoolToAddList is configured in the measObject:
5>	consider the transmission resource pools indicated by the tx-ResourcePoolToAddList defined within the VarMeasConfig for this measId to be applicable;
4>	else:
5>	if useWhiteCellList is set to TRUE:
6>	consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is included in the whiteCellsToAddModList defined within the VarMeasConfig for this measId;
5>	else:
6>	consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
5>	for events involving a serving cell on one frequency and neighbours on another frequency, consider the serving cell on the other frequency as a neighbouring cell;
4>	if the corresponding reportConfig includes alternativeTimeToTrigger and if the UE supports alternativeTimeToTrigger:
5>	use the value of alternativeTimeToTrigger as the time to trigger instead of the value of timeToTrigger in the corresponding reportConfig for cells included in the altTTT-CellsToAddModList of the corresponding measObject;
3>	else if the corresponding measObject concerns UTRA or CDMA2000:
4>	consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId (i.e. the cell is included in the white-list);
NOTE 0:	The UE may also consider a neighbouring cell on the associated UTRA frequency to be applicable when the concerned cell is included in the csg-allowedReportingCells within the VarMeasConfig for this measId, if configured in the corresponding measObjectUTRA (i.e. the cell is included in the range of physical cell identities for which reporting is allowed).
3>	else if the corresponding measObject concerns GERAN:
4>	consider a neighbouring cell on the associated set of frequencies to be applicable when the concerned cell matches the ncc-Permitted defined within the VarMeasConfig for this measId;
3>	else if the corresponding measObject concerns WLAN:
4>	consider a WLAN on the associated set of frequencies, as indicated by carrierFreq or on all WLAN frequencies when carrierFreq is not present, to be applicable if the WLAN matches all WLAN identifiers of at least one entry within wlan-Id-List for this measId;
3>	else if the corresponding measObject concerns NR:
4>	if the reportSFSTD-Meas is set to pSCell in the corresponding reportConfig:
5>	consider the PSCell to be applicable;
4>	if the reportSFTD-Meas is set to nrMeasObj in the corresponding reportConfig:
5>	consider the cell indicated by the cellForWhichToReportSFTD in the associated measObject to be applicable;
4>	else:
5>	consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
2>	if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	if the UE supports T312 and if useT312 is included for this event and if T310 is running:
4>	if T312 is not running:
5>	start timer T312 with the value configured in the corresponding measObject;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	if the UE supports T312 and if useT312 is included for this event and if T310 is running:
4>	if T312 is not running:
5>	start timer T312 with the value configured in the corresponding measObject;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>		if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	if the UE supports T312 and if useT312 is included for this event and if T310 is running:
4>	if T312 is not running:
5>	start timer T312 with the value configured in the corresponding measObject;
3>	if reportOnLeave is set to TRUE for the corresponding reporting configuration or if a6-ReportOnLeave is set to TRUE for the corresponding reporting configuration:
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
3>	if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running;
2>	if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (i.e. a first CSI-RS resource triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CSI-RS resources not included in the csi-RS-TriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (i.e. a subsequent CSI-RS resource triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more of the CSI-RS resources included in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned CSI-RS resource(s) in the csi-RS-TriggeredList defined within the VarMeasReportList for this measId;
3>	if c1-ReportOnLeave is set to TRUE for the corresponding reporting configuration or if c2-ReportOnLeave is set to TRUE for the corresponding reporting configuration:
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
3>	if the csi-RS-TriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running;
2>	if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable transmission resource pools for all measurements taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first transmission resource pool triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	if the triggerType is set to event and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable transmission resource pools not included in the poolsTriggeredList for all measurements taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent transmission resource pool triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>		if the triggerType is set to event and if the leaving condition applicable for this event is fulfilled for one or more applicable transmission resource pools included in the poolsTriggeredList defined within the VarMeasReportList for this measId for all measurements taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned transmission resource pool(s) from the poolsTriggeredList defined within the VarMeasReportList for this measId;
3>	if the poolsTriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running;
2>	if measRSSI-ReportConfig is included and if a (first) measurement result is available:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	initiate the measurement reporting procedure as specified in 5.5.5 immediately when RSSI sample values are reported by the physical layer after the first L1 measurement duration;
2>	else if the purpose is included and set to reportStrongestCells, reportStrongestCellsForSON, reportLocation or sidelink and if a (first) measurement result is available:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	if the purpose is set to reportStrongestCells and reportStrongestCSI-RSs is not included:
4>	if the triggerType is set to periodical and the corresponding reportConfig includes the ul-DelayConfig:
5>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after a first measurement result is provided by lower layers;
4>	else if the corresponding measurement object concerns WLAN:
5>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell and for the applicable WLAN(s);
4>	else if the reportAmount exceeds 1:
5>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell;
4>	else (i.e. the reportAmount is equal to 1):
5>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the PCell and for the strongest cell among the applicable cells, or becomes available for the pair of PCell and the PSCell in case of SSTD measurements;
3>	else if the purpose is set to reportLocation:
4>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after both the quantity to be reported for the PCell and the location information become available;
3>	else if the purpose is set to sidelink:
4>	initiate the measurement reporting procedure as specified in 5.5.5 immediately after both the quantity to be reported for the PCell and the CBR measurement result become available;
3>	else:
4>	initiate the measurement reporting procedure, as specified in 5.5.5, when it has determined the strongest cells on the associated frequency;
2>	upon expiry of the periodical reporting timer for this measId:
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	if the purpose is included and set to reportCGI and if the UE acquired the information needed to set all fields of cgi-Info for the requested cell:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	stop timer T321;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	upon expiry of the T321 for this measId:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
NOTE 2:	The UE does not stop the periodical reporting with triggerType set to event or to periodical while the corresponding measurement is not performed due to the PCell RSRP being equal to or better than s-Measure or due to the measurement gap not being setup.
NOTE 3:	If the UE is configured with DRX, the UE may delay the measurement reporting for event triggered and periodical triggered measurements until the Active Time, which is defined in TS 36.321 [6].
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Figure 5.5.5-1: Measurement reporting
The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN. The UE shall initiate this procedure only after successful security activation.
For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:
1>	set the measId to the measurement identity that triggered the measurement reporting;
1>	set the measResultPCell to include the quantities of the PCell;
1>	set the measResultServFreqList to include for each E-UTRA SCell that is configured, if any, within measResultSCell the quantities of the concerned SCell, if available according to performance requirements in [16], except if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation;
1>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
2>	for each E-UTRA serving frequency for which measObjectId is referenced in the measIdList, other than the frequency corresponding with the measId that triggered the measurement reporting:
3>	set the measResultServFreqList to include within measResultBestNeighCell the physCellId and the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;
1>	if the triggerType is set to event; and if the corresponding measObject concerns NR; and if eventId is set to eventB1 or eventB2; or
1>	if the triggerType is set to event; and if eventId is set to eventA3 or eventA4 or eventA5:
2>	if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to a value other than reportLocation:
3>	set the measResultServFreqListNR to include for each NR serving frequency, if any, the following:
4>	set measResultSCell to include the available results of the NR serving cell, if meeting performance requirements in [16];
4>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
5>	set measResultBestNeighCell to include the available results of the best non-serving cell, based on RSRP;
5>	for each (serving or neighbouring) cell for which the UE reports results according to the previous, additionally include the following:
6>	if maxRS-IndexReport is configured, set measResultCellRS-Index to include results of up to maxRS-IndexReport beams whose quantity is above threshRS-Index defined in the VarMeasConfig for the corresponding measObject and in order of decreasing quantity, same as used for cell reporting, and as follows:
7>	include ssbIndex;
7>	if reportQuantityRsIndexesNR is configured, for each quantity indicated, include the corresponding measurement result;
1>	if there is at least one applicable neighbouring cell to report:
2>	set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>	if the triggerType is set to event:
4>	include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
3>	else:
4>	include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
NOTE 1:	The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].
3>	for each cell that is included in the measResultNeighCells, include the physCellId;
3>	if the triggerType is set to event; or the purpose is set to reportStrongestCells or to reportStrongestCellsForSON:
4>	for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:
5>	if the measObject associated with this measId concerns E-UTRA:
6>	set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantity, i.e. the best cell is included first;
5>	if the measObject associated with this measId concerns NR:
6>	set the measResultCell to include the quantity(ies) indicated in the reportQuantityCellNR within the concerned reportConfig in order of decreasing quantity according to bN-ThresholdYNR, i.e. the best cell is included first;
6>	if maxRS-IndexReport is configured, set measResultCellRS-Index to include results of up to maxRS-IndexReport beams whose quantity is above threshRS-Index defined in the VarMeasConfig for the corresponding measObject and in order of decreasing quantity, same as used for cell reporting, and as follows:
7>	include ssbIndex;
7>	if reportQuantityRsIndexesNR is configured, for each quantity indicated, include the corresponding measurement result;
5>	if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT includes the reportQuantityUTRA-FDD:
6>	set the measResult to include the quantities indicated by the reportQuantityUTRA-FDD in order of decreasing measQuantityUTRA-FDD within the quantityConfig, i.e. the best cell is included first;
5>	if the measObject associated with this measId concerns UTRA FDD and if ReportConfigInterRAT does not include the reportQuantityUTRA-FDD; or
5>	if the measObject associated with this measId concerns UTRA TDD, GERAN or CDMA2000:
6>	set the measResult to the quantity as configured for the concerned RAT within the quantityConfig in order of either decreasing quantity for UTRA and GERAN or increasing quantity for CDMA2000 pilotStrength, i.e. the best cell is included first;
3>	else if the purpose is set to reportCGI:
4>	if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:
5>		if the includeMultiBandInfo is configured:
6>	include the freqBandIndicator;
6>		if the cell broadcasts the multiBandInfoList, include the multiBandInfoList;
6>	if the cell broadcasts the freqBandIndicatorPriority, include the freqBandIndicatorPriority;
5>	if the cell broadcasts a CSG identity:
6>	include the csg-Identity;
6>	include the csg-MemberStatus and set it to member if the cell is a CSG member cell;
5>	if the si-RequestForHO is configured within the reportConfig associated with this measId:
6>	include the cgi-Info containing all the fields other than the plmn-IdentityList that have been successfully acquired;
6>	include, within the cgi-Info, the field plmn-IdentityList in accordance with the following:
7>	if the cell is a CSG member cell, determine the subset of the PLMN identities, starting from the second entry of PLMN identities in the broadcast information, that meet the following conditions:
a)	equal to the RPLMN or an EPLMN; and
b)	the CSG whitelist of the UE includes an entry comprising of the concerned PLMN identity and the CSG identity broadcast by the cell;
7>	if the subset of PLMN identities determined according to the previous includes at least one PLMN identity, include the plmn-IdentityList and set it to include this subset of the PLMN identities;
7>	if the cell is a CSG member cell, include the primaryPLMN-Suitable if the primary PLMN meets conditions a) and b) specified above;
5>	else:
6>	include the cgi-Info containing all the fields that have been successfully acquired and in accordance with the following:
7>	include in the plmn-IdentityList the list of identities starting from the second entry of PLMN Identities in the broadcast information;
1>	for the cells included according to the previous (i.e. covering the PCell, the SCells, the best non-serving cells on serving frequencies as well as neighbouring EUTRA cells) include results according to the extended RSRQ if corresponding results are available according to the associated performance requirements defined in 36.133 [16];
1>	if there is at least one applicable CSI-RS resource to report:
2>	set the measResultCSI-RS-List to include the best CSI-RS resources up to maxReportCells in accordance with the following:
3>	if the triggerType is set to event:
4>	include the CSI-RS resources included in the csi-RS-TriggeredList as defined within the VarMeasReportList for this measId;
3>	else:
4>	include the applicable CSI-RS resources for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
NOTE 2:	The reliability of the report (i.e. the certainty it contains the strongest CSI-RS resources on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].
3>	for each CSI-RS resource that is included in the measResultCSI-RS-List:
4>	include the measCSI-RS-Id;
4>	include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follow:
5>	set the csi-RSRP-Result to include the quantity indicated in the reportQuantity within the concerned reportConfig in order of decreasing triggerQuantityCSI-RS, i.e. the best CSI-RS resource is included first;
4>	if reportCRS-Meas is included within the associated reportConfig, and the cell indicated by physCellId of this CSI-RS resource is not a serving cell:
5>	set the measResultNeighCells to include the cell indicated by physCellId of this CSI-RS resource, and include the physCellId;
5>	set the rsrpResult to include the RSRP of the concerned cell, if available according to performance requirements in [16];
5>	set the rsrqResult to include the RSRQ of the concerned cell, if available according to performance requirements in [16];
1>	if the ue-RxTxTimeDiffPeriodical is configured within the corresponding reportConfig for this measId;
2>	set the ue-RxTxTimeDiffResult to the measurement result provided by lower layers;
2>	set the currentSFN;
1>	if the measRSSI-ReportConfig is configured within the corresponding reportConfig for this measId:
2>	set the rssi-Result to the average of sample value(s) provided by lower layers in the reportInterval;
2>	set the channelOccupancy to the rounded percentage of sample values which are beyond to the channelOccupancyThreshold within all the sample values in the reportInterval;
1>	if uplink PDCP delay results are available:
2>	set the ul-PDCP-DelayResultList to include the uplink PDCP delay results available;
1>	if the includeLocationInfo is configured in the corresponding reportConfig for this measId or if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation; and detailed location information that has not been reported is available, set the content of the locationInfo as follows:
2>	include the locationCoordinates;
2>	if available, include the gnss-TOD-msec, except if purpose for the reportConfig associated with the measId that triggered the measurement reporting is set to reportLocation;
1>	if the reportSSTD-Meas is set to true or pSCell within the corresponding reportConfig for this measId:
2>	set the measResultSSTD to the measurement results provided by lower layers;
1>	if the reportSFTD-Meas is set to pSCell or nrmeasObj within the corresponding reportConfig for this measId:
2>	set the measResultSFTD to the measurement results provided by lower layers;
1>	if there is at least one applicable transmission resource pool to report:
2>	set the measResultListCBR to include the CBR measurement results in accordance with the following:
3>	if the triggerType is set to event:
4>	include the transmission resource pools included in the poolsTriggeredList as defined within the VarMeasReportList for this measId;
3>	else:
4>	include the applicable transmission resource pools for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
3>	for each transmission resource pool to be reported:
4>	set the poolIdentity to the poolReportId of this transmission resource pool;
4>	if adjacencyPSCCH-PSSCH is set to TRUE for this transmission resource pool:
5>	set the cbr-PSSCH to the CBR measurement result on PSSCH and PSCCH of this transmission resource pool provided by lower layers;
4>	else:
5>	set the cbr-PSSCH to the CBR measurement result on PSSCH of this transmission resource pool provided by lower layers if available;
5>	set the cbr-PSCCH to the CBR measurement result on PSCCH of this transmission resource pool provided by lower layers if available;
1>	increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;
1>	stop the periodical reporting timer, if running;
1>	if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:
2>	start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>	else:
2>	if the triggerType is set to periodical:
3>	remove the entry within the VarMeasReportList for this measId;
3>	remove this measId from the measIdList within VarMeasConfig;
1>	if the measured results are for CDMA2000 HRPD:
2>	set the preRegistrationStatusHRPD to the UE's CDMA2000 upper layer's HRPD preRegistrationStatus;
1>	if the measured results are for CDMA2000 1xRTT:
2>	set the preRegistrationStatusHRPD to FALSE;
1>	if the measured results are for WLAN:
2>	set the measResultListWLAN to include the quantities within the quantityConfigWLAN for up to maxReportCells WLAN(s), determined according to the following:
3>	include WLAN the UE is connected to, if any;
3>	if reportAnyWLAN is set to TRUE:
4>	consider WLAN with any WLAN identifiers to be applicable for measurement reporting;
3>	else:
4>	consider only WLANs which do not match all WLAN identifiers of any entry within wlan-MobilitySet in VarWLAN-MobilityConfig to be applicable for measurement reporting;
3>	include applicable WLAN in order of decreasing WLAN RSSI, i.e. the best WLAN is included first;
2>	for each included WLAN:
3>	set wlan-Identifiers to include all WLAN identifiers that can be acquired for the WLAN measured;
3>	set connectedWLAN to TRUE if the UE is connected to the WLAN measured;
3>	if reportQuantityWLAN exists within the ReportConfigInterRAT within the VarMeasConfig for this measId:
4>	if bandRequestWLAN is set to TRUE:
5>	set bandWLAN to include WLAN band of the WLAN measured;
4>	if carrierInfoRequestWLAN is set to TRUE:
5>	set carrierInfoWLAN to include WLAN carrier information of the WLAN measured if it can be acquired;
4>	if availableAdmissionCapacityRequestWLAN is set to TRUE:
5>	set the measResult to include avaiableAdmissionCapacityWLAN if it can be acquired;
4>	if backhaulDL-BandwidthRequestWLAN is set to TRUE:
5>	set the measResult to include backhaulDL-BandwidthWLAN if it can be acquired;
4>	if backhaulUL-BandwidthRequestWLAN is set to TRUE:
5>	set the measResult to include backhaulUL-BandwidthWLAN if it can be acquired;
4>	if channelUtilizationRequestWLAN is set to TRUE:
5>	set the measResult to include channelUtilizationWLAN if it can be acquired;
4>		if stationCountRequestWLAN is set to TRUE:
5>	set the measResult to include stationCountWLAN if it can be acquired;
1>	submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends;

/******************************** Skip unchanged sections ****************************************/
[bookmark: _Toc494150165]6.3.5	Measurement information elements
[bookmark: _Toc494150185]–	MeasObjectNR
The IE MeasObjectNR specifies information applicable for inter-RAT NR neighbouring cells.
MeasObjectNR information element
-- ASN1START

MeasObjectNR-r15 ::=				SEQUENCE {
	carrierFreq-r15						ARFCN-ValueNR-r15,
	rs-ConfigSSB-r15					RS-ConfigSSB-NR-r15			OPTIONAL,		-- Need OR
	threshRS-Index-r15					ThresholdNR-r15				OPTIONAL,		-- Need OR
	maxRS-IndexCellQual-r15				RS-IndexNR-r15				OPTIONAL,		-- Need OR
	offsetFreq-r15						Q-OffsetRangeInterRAT		DEFAULT 0,
	blackCellsToRemoveList-r15			CellIndexList				OPTIONAL,		-- Need ON
	blackCellsToAddModList-r15			CellsToAddModListNR			OPTIONAL,		-- Need ON
	quantityConfigSet-r15				INTEGER (1.. maxQuantSetsNR-r15),
	cellForWhichToReportSFTD			PhysCellIdNR-r15			OPTIONAL,		-- Need ON
	...
}

RS-ConfigSSB-NR-r15 ::=			SEQUENCE {
	measTimingConfig-r15				MTC-SSB-NR-r15					OPTIONAL,		-- Need OR
	offsetCenterFreq-r15				FreqOffsetNR-r15				OPTIONAL,		-- Need OR
	subcarrierSpacingSSB-r15			ENUMERATED {kHz15, kHz30, kHz120, kHz240}	OPTIONAL,	-- Need OR
	...
}

CellsToAddModListNR ::=			SEQUENCE (SIZE (1..maxCellMeas)) OF CellsToAddModNR-r15

CellsToAddModNR-r15 ::=			SEQUENCE {
	cellIndex-r15						INTEGER (1..maxCellMeas),
	physCellId-r15						PhysCellIdNR-r15
}

MTC-SSB-NR-r15 ::=	SEQUENCE {
	ssb-Timing-r15						INTEGER,	-- FFS actual value range
	ssb-Duration-r15					INTEGER		-- FFS actual value range
}

FreqOffsetNR-r15 ::=					INTEGER	-- FFS actual value range

RS-IndexNR-r15 ::=					INTEGER (1.. maxRS-Index-r15)

-- ASN1STOP

	MeasObjectNR field descriptions

	carrierFreq
Identifies NR carrier frequency for which this configuration is valid. E-UTRAN does not configure more than one measurement object for the same physical frequency regardless of the ARFCN used to indicate this.



–	MeasResults
The IE MeasResults covers measured results for intra-frequency, inter-frequency and inter- RAT mobility.
MeasResults information element
-- ASN1START

MeasResults ::=						SEQUENCE {
	measId								MeasId,
	measResultPCell					SEQUENCE {
		rsrpResult							RSRP-Range,
		rsrqResult							RSRQ-Range
	},
	measResultNeighCells				CHOICE {
		measResultListEUTRA					MeasResultListEUTRA,
		measResultListUTRA					MeasResultListUTRA,
		measResultListGERAN					MeasResultListGERAN,
		measResultsCDMA2000					MeasResultsCDMA2000,
		...,
		measResultNCellListNR-r15		MeasResultCellListNR-r15
	}																		OPTIONAL,
	...,
	[[	measResultForECID-r9				MeasResultForECID-r9			OPTIONAL
	]],
	[[	locationInfo-r10					LocationInfo-r10				OPTIONAL,
		measResultServFreqList-r10			MeasResultServFreqList-r10		OPTIONAL
	]],
	[[	measId-v1250						MeasId-v1250					OPTIONAL,
		measResultPCell-v1250				RSRQ-Range-v1250				OPTIONAL,
		measResultCSI-RS-List-r12			MeasResultCSI-RS-List-r12		OPTIONAL
	]],
	[[	measResultForRSSI-r13				MeasResultForRSSI-r13			OPTIONAL,
		measResultServFreqListExt-r13		MeasResultServFreqListExt-r13	OPTIONAL,
		measResultSSTD-r13					MeasResultSSTD-r13				OPTIONAL,
		measResultPCell-v1310				SEQUENCE {
			rs-sinr-Result-r13					RS-SINR-Range-r13
		}																	OPTIONAL,
		ul-PDCP-DelayResultList-r13			UL-PDCP-DelayResultList-r13		OPTIONAL,
		measResultListWLAN-r13				MeasResultListWLAN-r13			OPTIONAL
	]],
	[[	measResultPCell-v1360				RSRP-Range-v1360				OPTIONAL
	]],
	[[	measResultListCBR-r14				MeasResultListCBR-r14			OPTIONAL,
		measResultListWLAN-r14				MeasResultListWLAN-r14			OPTIONAL
	]],
	[[	measResultServFreqListNR-r15		MeasResultServFreqListNR-r15	OPTIONAL,
		measResultSFTD-r15					MeasResultSFTD-r15				OPTIONAL
	]]
}

MeasResultListEUTRA ::=				SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultEUTRA 

MeasResultEUTRA ::=	SEQUENCE {
	physCellId							PhysCellId,
	cgi-Info							SEQUENCE {
		cellGlobalId						CellGlobalIdEUTRA,
		trackingAreaCode					TrackingAreaCode,
		plmn-IdentityList					PLMN-IdentityList2 				OPTIONAL
	}			 												OPTIONAL,
	measResult							SEQUENCE {
		rsrpResult							RSRP-Range						OPTIONAL,
		rsrqResult							RSRQ-Range						OPTIONAL,
		...,
		[[	additionalSI-Info-r9				AdditionalSI-Info-r9		OPTIONAL
		]],
		[[	primaryPLMN-Suitable-r12			ENUMERATED {true}			OPTIONAL,
			measResult-v1250					RSRQ-Range-v1250			OPTIONAL
		]],
		[[	rs-sinr-Result-r13					RS-SINR-Range-r13			OPTIONAL,
			cgi-Info-v1310						SEQUENCE {				
				freqBandIndicator-r13				FreqBandIndicator-r11		OPTIONAL,
				multiBandInfoList-r13				MultiBandInfoList-r11		OPTIONAL,
				freqBandIndicatorPriority-r13		ENUMERATED {true}			OPTIONAL
			}																OPTIONAL
		]],
		[[
			measResult-v1360					RSRP-Range-v1360					OPTIONAL
		]]
	}
}

[bookmark: OLE_LINK34]MeasResultServFreqListNR-r15 ::=	SEQUENCE (SIZE (1..maxServCell-r13)) OF MeasResultServFreqNR-r15

MeasResultServFreqNR-r15 ::=		SEQUENCE {
	carrierFreq-r15						ARFCN-ValueNR-r15,
	measResultSCell-r15					MeasResultCellNR-r15				OPTIONAL,
	measResultBestNeighCell-r15		MeasResultCellNR-r15				OPTIONAL,
	...
}

MeasResultCellListNR-r15::=		SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCellNR-r15

MeasResultCellNR-r15 ::=			SEQUENCE {
	pci-r15								PhysCellIdNR-r15,
	measResultCell-r15					MeasResultNR-r15,
	measResultRS-IndexList-r15			MeasResultSSB-IndexList-r15				OPTIONAL,
	...
}

MeasResultNR-r15 ::=				SEQUENCE {
	rsrpResult-r15						RSRP-RangeNR-r15						OPTIONAL,
	rsrqResult-r15						RSRQ-RangeNR-r15						OPTIONAL,
	rs-sinr-Result-r15					RS-SINR-RangeNR-r15						OPTIONAL,
	...
}

MeasResultSSB-IndexList-r15::=		SEQUENCE (SIZE (1..maxRS-Index-r15)) OF MeasResultSSB-Index-r15

MeasResultSSB-Index-r15 ::=		SEQUENCE {
	ssb-Index-r15					RS-IndexNR-r15,
	measResultSSB-Index-r15			MeasResultNR-r15,
	...
}

MeasResultServFreqList-r10 ::=	SEQUENCE (SIZE (1..maxServCell-r10)) OF MeasResultServFreq-r10

MeasResultServFreqListExt-r13 ::=	SEQUENCE (SIZE (1..maxServCell-r13)) OF MeasResultServFreq-r13

MeasResultServFreq-r10 ::=			SEQUENCE {
	servFreqId-r10						ServCellIndex-r10,
	measResultSCell-r10					SEQUENCE {
		rsrpResultSCell-r10					RSRP-Range,
		rsrqResultSCell-r10					RSRQ-Range
	}															OPTIONAL,
	measResultBestNeighCell-r10			SEQUENCE {
		physCellId-r10						PhysCellId,
		rsrpResultNCell-r10					RSRP-Range,
		rsrqResultNCell-r10					RSRQ-Range
	}															OPTIONAL,
	...,
	[[	measResultSCell-v1250				RSRQ-Range-v1250	OPTIONAL,
		measResultBestNeighCell-v1250		RSRQ-Range-v1250	OPTIONAL
	]],
	[[	measResultSCell-v1310				SEQUENCE {
			rs-sinr-Result-r13					RS-SINR-Range-r13
		}		OPTIONAL,
		measResultBestNeighCell-v1310		SEQUENCE {
			rs-sinr-Result-r13					RS-SINR-Range-r13
		}		OPTIONAL
	]]
}

MeasResultServFreq-r13 ::=			SEQUENCE {
	servFreqId-r13						ServCellIndex-r13,
	measResultSCell-r13					SEQUENCE {
		rsrpResultSCell-r13					RSRP-Range,
		rsrqResultSCell-r13					RSRQ-Range-r13,
		rs-sinr-Result-r13					RS-SINR-Range-r13	OPTIONAL
	}															OPTIONAL,
	measResultBestNeighCell-r13			SEQUENCE {
		physCellId-r13						PhysCellId,
		rsrpResultNCell-r13					RSRP-Range,
		rsrqResultNCell-r13					RSRQ-Range-r13,
		rs-sinr-Result-r13					RS-SINR-Range-r13	OPTIONAL
	}															OPTIONAL,
	...,
	[[	measResultBestNeighCell-v1360		SEQUENCE {
			rsrpResultNCell-v1360				RSRP-Range-v1360
		}														OPTIONAL
	]]
}

MeasResultCSI-RS-List-r12 ::=	SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCSI-RS-r12

MeasResultCSI-RS-r12 ::=		SEQUENCE {
	measCSI-RS-Id-r12				MeasCSI-RS-Id-r12,
	csi-RSRP-Result-r12				CSI-RSRP-Range-r12,
	...
}

MeasResultListUTRA ::=				SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultUTRA 

MeasResultUTRA ::=	SEQUENCE {
	physCellId							CHOICE {
		fdd									PhysCellIdUTRA-FDD,
		tdd									PhysCellIdUTRA-TDD
	},
	cgi-Info							SEQUENCE {
		cellGlobalId						CellGlobalIdUTRA,
		locationAreaCode					BIT STRING (SIZE (16))			OPTIONAL,
		routingAreaCode						BIT STRING (SIZE (8))			OPTIONAL,
		plmn-IdentityList					PLMN-IdentityList2 				OPTIONAL
	}			 												OPTIONAL,
	measResult							SEQUENCE {
		utra-RSCP							INTEGER (-5..91)				OPTIONAL,
		utra-EcN0							INTEGER (0..49)					OPTIONAL,
		...,
		[[	additionalSI-Info-r9				AdditionalSI-Info-r9				OPTIONAL
		]],
		[[	primaryPLMN-Suitable-r12			ENUMERATED {true}			OPTIONAL
		]]
	}
}

MeasResultListGERAN ::=				SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultGERAN 

MeasResultGERAN ::=	SEQUENCE {
	carrierFreq							CarrierFreqGERAN,
	physCellId							PhysCellIdGERAN,
	cgi-Info							SEQUENCE {
		cellGlobalId						CellGlobalIdGERAN,
		routingAreaCode						BIT STRING (SIZE (8))			OPTIONAL
	}			 															OPTIONAL,
	measResult							SEQUENCE {
		rssi								INTEGER (0..63),
		...
	}
}

MeasResultsCDMA2000 ::=				SEQUENCE {
	preRegistrationStatusHRPD			BOOLEAN,
	measResultListCDMA2000				MeasResultListCDMA2000
}

MeasResultListCDMA2000 ::=			SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultCDMA2000

MeasResultCDMA2000 ::=	SEQUENCE {
	physCellId							PhysCellIdCDMA2000,
	cgi-Info							CellGlobalIdCDMA2000		 		OPTIONAL,
	measResult							SEQUENCE {
		pilotPnPhase						INTEGER	(0..32767)				OPTIONAL,
		pilotStrength						INTEGER (0..63),
		...
	}
}

MeasResultListWLAN-r13 ::=		SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultWLAN-r13

MeasResultListWLAN-r14 ::=		SEQUENCE (SIZE (1..maxWLAN-Id-Report-r14)) OF MeasResultWLAN-r13

MeasResultWLAN-r13 ::=	SEQUENCE {
	wlan-Identifiers-r13					WLAN-Identifiers-r12,
	carrierInfoWLAN-r13						WLAN-CarrierInfo-r13	OPTIONAL,
	bandWLAN-r13							WLAN-BandIndicator-r13	OPTIONAL,
	rssiWLAN-r13							WLAN-RSSI-Range-r13,
	availableAdmissionCapacityWLAN-r13		INTEGER (0..31250)		OPTIONAL,
	backhaulDL-BandwidthWLAN-r13			WLAN-backhaulRate-r12	OPTIONAL,
	backhaulUL-BandwidthWLAN-r13			WLAN-backhaulRate-r12	OPTIONAL,
	channelUtilizationWLAN-r13				INTEGER (0..255)		OPTIONAL,
	stationCountWLAN-r13					INTEGER (0..65535)		OPTIONAL,
	connectedWLAN-r13						ENUMERATED {true}		OPTIONAL,
	...
}

MeasResultListCBR-r14 ::=			SEQUENCE (SIZE (1..maxCBR-Report-r14)) OF MeasResultCBR-r14

MeasResultCBR-r14 ::=	SEQUENCE {
	poolIdentity-r14		SL-V2X-TxPoolReportIdentity-r14,
	cbr-PSSCH-r14			SL-CBR-r14,
	cbr-PSCCH-r14			SL-CBR-r14				OPTIONAL
}

MeasResultForECID-r9 ::=		SEQUENCE {
	ue-RxTxTimeDiffResult-r9				INTEGER (0..4095),
	currentSFN-r9							BIT STRING (SIZE (10))
}

PLMN-IdentityList2 ::=				SEQUENCE (SIZE (1..5)) OF PLMN-Identity

AdditionalSI-Info-r9 ::=			SEQUENCE {
	csg-MemberStatus-r9				ENUMERATED {member}				OPTIONAL,
	csg-Identity-r9						CSG-Identity						OPTIONAL
}
MeasResultForRSSI-r13 ::=			SEQUENCE {
	rssi-Result-r13							RSSI-Range-r13, 
	channelOccupancy-r13					INTEGER (0..100),
	...
}

UL-PDCP-DelayResultList-r13 ::=		SEQUENCE (SIZE (1..maxQCI-r13)) OF UL-PDCP-DelayResult-r13


UL-PDCP-DelayResult-r13 ::=			SEQUENCE {
	qci-Id-r13							ENUMERATED {qci1, qci2, qci3, qci4, spare4, spare3, spare2, spare1},
	excessDelay-r13						INTEGER (0..31),
	...
}

-- ASN1STOP

	MeasResults field descriptions

	availableAdmissionCapacityWLAN
Indicates the available admission capacity of WLAN as defined in IEEE 802.11-2012 [67].

	backhaulDL-BandwidthWLAN
Indicates the backhaul available downlink bandwidth of WLAN, equal to Downlink Speed times Downlink Load defined in Wi-Fi Alliance Hotspot 2.0 [76].

	backhaulUL-BandwidthWLAN
Indicates the backhaul available uplink bandwidth of WLAN, equal to Uplink Speed times Uplink Load defined in Wi-Fi Alliance Hotspot 2.0 [76].

	bandWLAN
Indicates the WLAN band.

	carrierInfoWLAN
Indicates the WLAN channel information.

	cbr-PSSCH
Indicates the CBR measurement results on the PSSCH of the pool indicated by poolIdentity. If adjacencyPSCCH-PSSCH is set to TRUE for the pool indicated by pooIIdentity, this field indicates the CBR measurement of both the PSSCH and PSCCH resources which are measured together.

	cbr-PSCCH
Indicates the CBR measurement results on the PSCCH of the pool indicated by poolIdentity. This field is only included if adjacencyPSCCH-PSSCH is set to FALSE for the pool indicated by pooIIdentity.

	channelOccupancy
Indicates the percentage of samples when the RSSI was above the configured channelOccupancyThreshold for the associated reportConfig.

	channelUtilizationWLAN
Indicates WLAN channel utilization as defined in IEEE 802.11-2012 [67].

	connectedWLAN
Indicates whether the UE is connected to the WLAN for which the measurement results are applicable.

	csg-MemberStatus
Indicates whether or not the UE is a member of the CSG of the neighbour cell.

	currentSFN
Indicates the current system frame number when receiving the UE Rx-Tx time difference measurement results from lower layer.

	excessDelay
Indicates excess queueing delay ratio in UL, according to excess delay ratio measurement report mapping table, as defined in TS 36.314 [71, Table 4.2.1.1.1-1]

	locationAreaCode
A fixed length code identifying the location area within a PLMN, as defined in TS 23.003 [27].

	measId
Identifies the measurement identity for which the reporting is being performed. If the measId-v1250 is included, the measId (i.e. without a suffix) is ignored by eNB.

	measResult
Measured result of an E‑UTRA cell;
Measured result of a UTRA cell;
Measured result of a GERAN cell or frequency;
Measured result of a CDMA2000 cell;
Measured result of a WLAN;
Measured result of UE Rx–Tx time difference; 
Measured result of UE SFN, radio frame and subframe timing difference; or
Measured result of RSSI and channel occupancy.

	measResultCSI-RS-List
Measured results of the CSI-RS resources in discovery signals measurement. 

	measResultListCDMA2000
List of measured results for the maximum number of reported best cells for a CDMA2000 measurement identity.

	measResultListEUTRA
List of measured results for the maximum number of reported best cells for an E‑UTRA measurement identity. For BL UEs or UEs in CE, when operating in CE Mode B, measResult-v1360 is reported if the measured RSRP is less than -140 dBm.

	measResultListGERAN
List of measured results for the maximum number of reported best cells or frequencies for a GERAN measurement identity.

	measResultListUTRA
List of measured results for the maximum number of reported best cells for a UTRA measurement identity.

	measResultListWLAN
List of measured results for the maximum number of reported best WLAN outside the WLAN mobility set and connected WLAN, if any, for a WLAN measurement identity.

	measResultPCell
Measured result of the PCell. For BL UEs or UEs in CE, when operating in CE Mode B, measResultPCell-v1360 is reported if the measured RSRP is less than -140 dBm.

	measResultsCDMA2000
Contains the CDMA2000 HRPD pre-registration status and the list of CDMA2000 measurements.

	MeasResultServFreqList
Measured results of the serving frequencies: the measurement result of each SCell, if any, and of the best neighbouring cell on each serving frequency. For BL UEs or UEs in CE, when operating in CE Mode B, measResultBestNeighCell-v1360 is reported if the measured RSRP is less than -140 dBm.

	pilotPnPhase
Indicates the arrival time of a CDMA2000 pilot, measured relative to the UE’s time reference in units of PN chips, see C.S0005 [25]. This information is used in either SRVCC handover or enhanced 1xRTT CS fallback procedure to CDMA2000 1xRTT.

	pilotStrength
CDMA2000 Pilot Strength, the ratio of pilot power to total power in the signal bandwidth of a CDMA2000 Forward Channel. See C.S0005 [25] for CDMA2000 1xRTT and C.S0024 [26] for CDMA2000 HRPD.

	poolIdentity
The identity of the transmission resource pool which is corresponding to the poolReportId configured in a resource pool for V2X sidelink communication.

	plmn-IdentityList
The list of PLMN Identity read from broadcast information when the multiple PLMN Identities are broadcast.

	preRegistrationStatusHRPD
Set to TRUE if the UE is currently pre-registered with CDMA2000 HRPD. Otherwise set to FALSE. This can be ignored by the eNB for CDMA2000 1xRTT.

	qci-Id
Indicates QCI value for which excessDelay is provided, according to TS 36.314 [71].

	routingAreaCode
The RAC identity read from broadcast information, as defined in TS 23.003 [27].

	rsrpResult
Measured RSRP result of an E‑UTRA cell.
The rsrpResult is only reported if configured by the eNB.

	rsrqResult
Measured RSRQ result of an E‑UTRA cell.
The rsrqResult is only reported if configured by the eNB.

	rssi
GERAN Carrier RSSI. RXLEV is mapped to a value between 0 and 63, TS 45.008 [28]. When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.

	rssi-Result
Measured RSSI result in dBm.

	rs-sinr-Result
Measured RS-SINR result of an E‑UTRA or NR cell. The rs-sinr-Result is only reported if configured by the eNB.

	rssiWLAN
Measured WLAN RSSI result in dBm.

	stationCountWLAN
Indicates the total number stations currently associated with this WLAN as defined in IEEE 802.11-2012 [67].

	ue-RxTxTimeDiffResult
UE Rx-Tx time difference measurement result of the PCell, provided by lower layers. If ue-RxTxTimeDiffPeriodicalTDD-r13 is set to TRUE, the measurement mapping is according to EUTRAN TDD UE Rx-Tx time difference report mapping in TS 36.133 [16] and measurement result includes NTAoffset, else the measurement mapping is according to EUTRAN FDD UE Rx-Tx time difference report mapping in TS 36.133 [16].

	utra-EcN0
According to CPICH_Ec/No in TS 25.133 [29] for FDD. Fourteen spare values. The field is not present for TDD.

	utra-RSCP
According to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. Thirty-one spare values.

	wlan-Identifiers
Indicates the WLAN parameters used for identification of the WLAN for which the measurement results are applicable.



[bookmark: _Toc494150190]–	MeasResultSFTD
The IE MeasResultSFTD consists of SFN and radio frame boundary difference between the PCell and the NR cell assigned by the network as specified in TS 38.215 [X1] and TS 38.133 [X2].
MeasResultSFTD information element
-- ASN1STA

MeasResultSFTD-r15 ::=						SEQUENCE {
	sfn-OffsetResult-r15						INTEGER (0..1023),
	frameBoundaryOffsetResult-r15				INTEGER	-- FFS actual value range
	...
}

-- ASN1STOP

	MeasResultSFTD field descriptions

	sfn-OffsetResult
Indicates the SFN difference between the PCell and the NR cell assigned by the network as an integer value according to TS 38.215 [X1].

	frameBoundaryOffsetResult
Indicates the frame boundary difference between the PCell and the NR cell assigned by the network as an integer value according to TS 38.215 [X1].



–	ReportConfigInterRAT
The IE ReportConfigInterRAT specifies criteria for triggering of an inter-RAT measurement reporting event. The inter-RAT measurement reporting events for NR, UTRAN, GERAN and CDMA2000 are labelled BN with N equal to 1, 2 and so on. The inter-RAT measurement reporting events for WLAN are labelled WN with N equal to 1, 2 and so on.
Event B1:	Neighbour becomes better than absolute threshold;
Event B2:	PCell becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.
Event W1:	WLAN becomes better than a threshold;
Event W2:	All WLAN inside WLAN mobility set become worse than a threshold1 and a WLAN outside WLAN mobility set becomes better than a threshold2;
Event W3:	All WLAN inside WLAN mobility set become worse than a threshold.
The b1 and b2 event thresholds for CDMA2000 are the CDMA2000 pilot detection thresholds are expressed as an unsigned binary number equal to [-2 x 10 log 10 Ec/Io] in units of 0.5dB, see C.S0005 [25] for details.
ReportConfigInterRAT information element
-- ASN1START

ReportConfigInterRAT ::=			SEQUENCE {
	triggerType							CHOICE {
		event								SEQUENCE {
			eventId								CHOICE {
				eventB1								SEQUENCE {
					b1-Threshold						CHOICE {
						b1-ThresholdUTRA					ThresholdUTRA,
						b1-ThresholdGERAN					ThresholdGERAN,
						b1-ThresholdCDMA2000				ThresholdCDMA2000
					}
				},
				eventB2								SEQUENCE {
					b2-Threshold1						ThresholdEUTRA,
					b2-Threshold2						CHOICE {
						b2-Threshold2UTRA					ThresholdUTRA,
						b2-Threshold2GERAN					ThresholdGERAN,
						b2-Threshold2CDMA2000				ThresholdCDMA2000
					}
				},
				...,
				eventW1-r13						SEQUENCE {
					w1-Threshold-r13			WLAN-RSSI-Range-r13
				},
				eventW2-r13						SEQUENCE {
					w2-Threshold1-r13			WLAN-RSSI-Range-r13,
					w2-Threshold2-r13			WLAN-RSSI-Range-r13
				},
				eventW3-r13						SEQUENCE {
					w3-Threshold-r13			WLAN-RSSI-Range-r13
				}
			},
			hysteresis						Hysteresis,
			timeToTrigger					TimeToTrigger
		},
		periodical								SEQUENCE {
			purpose									ENUMERATED {
														reportStrongestCells,
														reportStrongestCellsForSON,
														reportCGI}
		}
	},
	maxReportCells						INTEGER (1..maxCellReport),
	reportInterval						ReportInterval,	
	reportAmount						ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},
	...,
	[[	si-RequestForHO-r9					ENUMERATED {setup}		OPTIONAL	-- Cond reportCGI
	]],
	[[	reportQuantityUTRA-FDD-r10			ENUMERATED {both}		OPTIONAL	-- Need OR
	]],
	[[	includeLocationInfo-r11		 		BOOLEAN					OPTIONAL	-- Need ON
	]],
	[[	b2-Threshold1-v1250					CHOICE {
			release								NULL,
			setup								RSRQ-Range-v1250
		}															OPTIONAL 	-- Need ON
	]],
	[[	reportQuantityWLAN-r13				ReportQuantityWLAN-r13	OPTIONAL	-- Need ON
	]],
	[[	reportAnyWLAN-r14					BOOLEAN					OPTIONAL	-- Need ON
	]],
	[[	b1-ThresholdNR-r15					ThresholdNR-r15			OPTIONAL,	-- Need ON
		b2-Threshold2NR-r15					ThresholdNR-r15			OPTIONAL,	-- Need ON
		reportQuantityCellNR-r15			ReportQuantityNR-r15	OPTIONAL,	-- Need ON
		maxRS-IndexReport-r15				INTEGER (1..maxRS-Index-r15)	OPTIONAL,	-- Need ON,
		reportQuantityRS-IndexNR-r15		ReportQuantityNR-r15	OPTIONAL,	-- Need ON
		reportOnLeave						BOOLEAN						OPTIONAL,	-- Need ON
		reportSFSTD-Meas-r15					CHOICE {
			release								NULL,
			refCell								ENUMERATED {pSCell, nrMeasObjspare}
		}																OPTIONAL		-- Need ON
	]]
}

ThresholdUTRA ::=					CHOICE{
	utra-RSCP							INTEGER (-5..91),
	utra-EcN0							INTEGER (0..49)
}

ThresholdGERAN ::= 				INTEGER (0..63)

ThresholdCDMA2000 ::= 			INTEGER (0..63)

ReportQuantityNR-r15::=						SEQUENCE {
	ss-rsrp										BOOLEAN,
 	ss-rsrq										BOOLEAN,
	ss-sinr										BOOLEAN
}

ReportQuantityWLAN-r13 ::=		SEQUENCE {
	bandRequestWLAN-r13							ENUMERATED {true}	OPTIONAL,	-- Need OR
	carrierInfoRequestWLAN-r13					ENUMERATED {true}	OPTIONAL,	-- Need OR
	availableAdmissionCapacityRequestWLAN-r13	ENUMERATED {true}	OPTIONAL,	-- Need OR
	backhaulDL-BandwidthRequestWLAN-r13			ENUMERATED {true}	OPTIONAL,	-- Need OR
	backhaulUL-BandwidthRequestWLAN-r13			ENUMERATED {true}	OPTIONAL,	-- Need OR
	channelUtilizationRequestWLAN-r13			ENUMERATED {true}	OPTIONAL,	-- Need OR
	stationCountRequestWLAN-r13					ENUMERATED {true}	OPTIONAL,	-- Need OR
	...
}

-- ASN1STOP

	ReportConfigInterRAT field descriptions

	availableAdmissionCapacityRequestWLAN 
The value true indicates that the UE shall include, if available, WLAN Available Admission Capacity in measurement reports.

	backhaulDL-BandwidthRequestWLAN
The value true indicates that the UE shall include, if available, WLAN Backhaul Downlink Bandwidth in measurement reports.

	backhaulUL-BandwidthRequestWLAN 
The value true indicates that the UE shall include, if available, WLAN Backhaul Uplink Bandwidth in measurement reports.

	bandRequestWLAN 
The value true indicates that the UE shall include WLAN band in measurement reports.

	bN-ThresholdM
Threshold to be used in inter RAT measurement report triggering condition for event number bN. If multiple thresholds are defined for event number bN, the thresholds are differentiated by M.

	carrierInfoRequestWLAN
The value true indicates that the UE shall include, if available, WLAN Carrier Information in measurement reports.

	channelUtilizationRequest-WLAN
The value true indicates that the UE shall include, if available, WLAN Channel Utilization in measurement reports.

	eventId
Choice of inter-RAT event triggered reporting criteria.

	maxReportCells
Max number of cells, excluding the serving cell, to include in the measurement report. In case purpose is set to reportStrongestCellsForSON only value 1 applies. For inter-RAT WLAN, it is the maximum number of WLANs to include in the measurement report.

	Purpose
reportStrongestCellsForSON applies only in case reportConfig is linked to a measObject set to measObjectUTRA or measObjectCDMA2000.

	reportAmount
Number of measurement reports applicable for triggerType event as well as for triggerType periodical. In case purpose is set to reportCGI or reportStrongestCellsForSON only value 1 applies. In case reportSFSTD-Meas is configured, only value 1 applies.

	reportAnyWLAN
Indicates UE to report any WLAN AP meeting the triggering requirements, even if it is not included in the corresponding MeasObjectWLAN. 

	reportOnLeave
Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a cell in cellsTriggeredList, as specified in 5.5.4.1. E-UTRAN configures this field only for B1 and B2 events and when the associated measurment object concerns NR.

	reportQuantityUTRA-FDD
The quantities to be included in the UTRA measurement report. The value both means that both the cpich RSCP and cpich EcN0 quantities are to be included in the measurement report.

	reportSFSTD-Meas
If this field is set to pSCell, the UE shall measure SFSTD between the PCell and the PSCell as specified in TS 386.2154 [X148]. E-UTRAN only includes this field when setting triggerType to periodical and purpose to reportStrongestCells. If included, the UE shall ignore the triggerType and maxReportCells fields.

	si-RequestForHO
The field applies to the reportCGI functionality, and when the field is included, the UE is allowed to use autonomous gaps in acquiring system information from the neighbour cell, applies a different value for T321, and includes different fields in the measurement report.

	stationCountRequestWLAN
The value true indicates that the UE shall include, if available, WLAN Station Count in measurement reports.

	b1-ThresholdGERAN, b2-Threshold2GERAN
The actual value is field value – 110 dBm.

	b1-ThresholdUTRA, b2-Threshold2UTRA
utra-RSCP corresponds to CPICH_RSCP in TS 25.133 [29] for FDD and P-CCPCH_RSCP in TS 25.123 [30] for TDD. utra-EcN0 corresponds to CPICH_Ec/No in TS 25.133 [29] for FDD, and is not applicable for TDD.
For utra-RSCP: The actual value is field value – 115 dBm.
For utra-EcN0: The actual value is (field value – 49)/2 dB.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	triggerType
E-UTRAN does not configure the value periodical in case reportConfig is linked to a measObject set to measObjectWLAN.



	Conditional presence
	Explanation

	reportCGI
	The field is optional, need OR, in case purpose is included and set to reportCGI; otherwise the field is not present and the UE shall delete any existing value for this field.
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