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5.4.1
UL Grant reception
Uplink grant is either received dynamically on the PDCCH, in a Random Access Response, or configured semi-persistently by RRC. The MAC entity shall have an uplink grant to transmit on the UL-SCH. To perform the requested transmissions, the MAC layer receives HARQ information from lower layers.
If the MAC entity has a C-RNTI, a Temporary C-RNTI, or CS-RNTI, the MAC entity shall for each PDCCH occasion and for each Serving Cell belonging to a TAG that has a running timeAlignmentTimer and for each grant received for this PDCCH occasion:

1>
if an uplink grant for this Serving Cell has been received on the PDCCH for the MAC entity’s C-RNTI or Temporary C-RNTI; or

1>
if an uplink grant has been received in a Random Access Response:

2>
if the uplink grant is for MAC entity’s C-RNTI and if the previous uplink grant delivered to the HARQ entity for the same HARQ process was either an uplink grant received for the MAC entity’s CS-RNTI or a configured uplink grant:
3>
consider the NDI to have been toggled for the corresponding HARQ process regardless of the value of the NDI;

2>
deliver the uplink grant and the associated HARQ information to the HARQ entity.

1>
else if an uplink grant for this PDCCH occasion has been received for this serving cell on the PDCCH for the MAC entity’s CS-RNTI:
2>
if the NDI in the received HARQ information is 1:
3>
consider the NDI for the corresponding HARQ process not to have been toggled;

3>
stop the ConfiguredGrantTimer for the corresponding HARQ process, if running;

3>
deliver the uplink grant and the associated HARQ information to the HARQ entity;

2>
else if the NDI in the received HARQ information is 0:
3>
if PDCCH contents indicate configured grant Type 2 deactivation:
4>
trigger configured grant confirmation;

3>
else if PDCCH contents indicate configured grant Type 2 activation:
4>
trigger configured grant confirmation;

4>
store the uplink grant for this serving cell and the associated HARQ information as configured uplink grant;

4>
initialise or re-initialise the configured uplink grant for this serving cell to start in the associated PUSCH duration and to recur according to rules in subclause 5.8.2;

4>
set the HARQ Process ID to the HARQ Process ID associated with this PUSCH duration;

4>
consider the NDI bit for the corresponding HARQ process to have been toggled;

4>
stop the ConfiguredGrantTimer for the corresponding HARQ process, if running;

4>
deliver the configured uplink grant and the associated HARQ information to the HARQ entity.

For each Serving Cell and each configured uplink grant, if configured and activated, the MAC entity shall:
21>
set the HARQ Process ID to the HARQ Process ID associated with this PUSCH duration;

21>
if the ConfiguredGrantTimer for the corresponding HARQ process is not running:

32>
consider the NDI bit for the corresponding HARQ process to have been toggled;

32>
deliver the configured uplink grant and the associated HARQ information to the HARQ entity.
NOTE:
For the same serving cell, an uplink grant addressed to C-RNTI shall override a configured uplink grant in case of overlap in time domain, unless the logical channel with the highest priority among those eligible for the dynamic grant is not allowed to use the configured grant.
