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	[bookmark: _Toc510392593]Start of the first change


[bookmark: _Toc517229840]6.1.2	MAC PDU (DL-SCH and UL-SCH except transparent MAC and Random Access Response)
A MAC PDU consists of one or more MAC subPDUs. Each MAC subPDU consists of one of the following:
-	A MAC subheader only (including padding);
-	A MAC subheader and a MAC SDU;
-	A MAC subheader and a MAC CE;
-	A MAC subheader and padding.
The MAC SDUs are of variable sizes.
Each MAC subheader corresponds to either a MAC SDU, a MAC CE, or padding.
A MAC subheader except for fixed sized MAC CE, padding, and a MAC SDU of CCCH of size 48 64 bits consists of the four header fields R/F/LCID/L. A MAC subheader for fixed sized MAC CE, padding, and a MAC SDU of CCCH of size 48 64 bits consists of the two header fields R/LCID.


Figure 6.1.2-1: R/F/LCID/L MAC subheader with 8-bit L field


Figure 6.1.2-2: R/F/LCID/L MAC subheader with 16-bit L field


Figure 6.1.2-3: R/LCID MAC subheader
MAC CEs are placed together. DL MAC subPDU(s) with MAC CE(s) is placed before any MAC subPDU with MAC SDU and MAC subPDU with padding as depicted in Figure 6.1.2-4. UL MAC subPDU(s) with MAC CE(s) is placed after all the MAC subPDU(s) with MAC SDU and before the MAC subPDU with padding in the MAC PDU as depicted in Figure 6.1.2-5. The size of padding can be zero.


Figure 6.1.2-4: Example of a DL MAC PDU


Figure 6.1.2-5: Example of a UL MAC PDU
A maximum of one MAC PDU can be transmitted per TB per MAC entity.

	End of the first change



	Start of the second change



[bookmark: _Toc517229865]6.2.1	MAC subheader for DL-SCH and UL-SCH
The MAC subheader consists of the following fields:
-	LCID: The Logical Channel ID field identifies the logical channel instance of the corresponding MAC SDU or the type of the corresponding MAC CE or padding as described in Tables 6.2.1-1 and 6.2.1-2 for the DL-SCH and UL-SCH respectively. There is one LCID field per MAC subheader. The LCID field size is 6 bits;
-	L: The Length field indicates the length of the corresponding MAC SDU or variable-sized MAC CE in bytes. There is one L field per MAC subheader except for subheaders corresponding to fixed-sized MAC CEs and padding. The size of the L field is indicated by the F field;
-	F: The Format field indicates the size of the Length field. There is one F field per MAC subheader except for subheaders corresponding to fixed-sized MAC CEs and padding. The size of the F field is 1 bit. The value 0 indicates 8 bits of the Length field. The value 1 indicates 16 bits of the Length field;
-	R: Reserved bit, set to zero.
The MAC subheader is octet aligned.
Table 6.2.1-1 Values of LCID for DL-SCH
	Index
	LCID values

	000000
	CCCH

	000001–100000
	Identity of the logical channel

	100001–101110
	Reserved

	101111
	Recommended bit rate

	110000
	SP ZP CSI-RS Resource Set Activation/Deactivation

	110001
	PUCCH spatial relation Activation/Deactivation

	110010
	SP SRS Activation/Deactivation 

	110011
	SP CSI reporting on PUCCH Activation/Deactivation

	110100
	TCI State Indication for UE-specific PDCCH

	110101
	TCI States Activation/Deactivation for UE-specific PDSCH

	110110
	Aperiodic CSI Trigger State Subselection

	110111
	SP CSI-RS / CSI-IM Resource Set Activation/Deactivation

	111000
	Duplication Activation/Deactivation

	111001
	SCell Activation/Deactivation (four octet)

	111010
	SCell Activation/Deactivation (one octet)

	111011
	Long DRX Command

	111100
	DRX Command

	111101
	Timing Advance Command

	111110
	UE Contention Resolution Identity

	111111
	Padding



Table 6.2.1-2 Values of LCID for UL-SCH
	Index
	LCID values

	000000
	CCCH of size other than 48 64 bits

	000001–100000
	Identity of the logical channel

	100001
	CCCH of size 48 64 bits

	100010–110100
	Reserved

	110101
	Recommended bit rate query

	110110
	Multiple Entry PHR (four octet Ci)

	110111
	Configured Grant Confirmation

	111000
	Multiple Entry PHR (one octet Ci)

	111001
	Single Entry PHR

	111010
	C-RNTI

	111011
	Short Truncated BSR

	111100
	Long Truncated BSR

	111101
	Short BSR

	111110
	Long BSR

	111111
	Padding



	End of the  second change
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