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	Reason for change:
	According to the RAN1 agreements, the system information change indication will be always included in the paging DCI. So it is no need to include the system information change indication in the paging message.

RAN1 agreements:

NR supports in one PDCCH containing an indication in paging DCI for simultaneous short messages and scheduling information, where the short messages (w/o PDSCH) can be used for all UEs while the scheduling information is intended for Idle UEs only
o    Replace the existing 1-bit indication in TS38.212 with 2 bits with the following indication:

§  00: Reserved

§  01: Paging scheduling only

§  10: Short Message only

§  11: Paging scheduling and Short Messages

o    Note: The above assumes a single DCI format/structure in which the bit field location is determined based on both paging scheduling and short messages being present. This and other remaining issues related to DCI designs will be finalized in the DCI session.

o    Note: the above support is subject to size-limitations for scheduling information and the actual short messages

o    To send LS to RAN2

	
	

	Summary of change:
	The main changes:

Using the paging DCI instead of paing indication. Paging message will not include the system inforamtion change indciation.

	
	

	Consequences if not approved:
	The text does not align with RAN1 agreements.
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	Other comments:
	


****************************************Begin of the change **************************************
6.1
Reception of system information
The NAS is informed if the cell selection and reselection results in changes in the received NAS system information.

The UE shall monitor the Paging Occasions (POs) as described in chapter 7.1 to receive System Information change notifications in RRC_IDLE and RRC_INACTIVE. The changes in the system information are notified by the network using paging DCI. When the paging DCI notifies system information changes, then the UE shall re-acquire the concerned system information as specified in [3].
****************************************End of the change **************************************

