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Next Modified Subclause
6.3.2
Radio resource control information elements

–
MeasObjectEUTRA

The IE MeasObjectEUTRA specifies information applicable for E‑UTRA cells.

MeasObjectEUTRA information element

-- ASN1START

-- TAG-MEAS-MeasObjectEUTRA-NR-START

MeasObjectEUTRA ::=






SEQUENCE {


carrierFreq








ARFCN-ValueEUTRA,











allowedMeasBandwidth





EUTRA-AllowedMeasBandwidth
    OPTIONAL,


cellsToRemoveListEUTRAN





EUTRA-CellIndexList


OPTIONAL,



cellsToAddModListEUTRAN





EUTRA-CellsToAddModList

    OPTIONAL,


blackCellsToRemoveListEUTRAN



EUTRA-CellIndexList



OPTIONAL,


blackCellsToAddModListEUTRAN



EUTRA-BlackCellsToAddModList
OPTIONAL,




eUTRA-PresenceAntennaPort1




EUTRA-PresenceAntennaPort1 
OPTIONAL,

eUTRA-Q-OffsetRange






EUTRA-Q-OffsetRange 
OPTIONAL,

...

}
EUTRA-CellIndexList ::=





SEQUENCE (SIZE (1..maxCellMeasEUTRA)) OF CellIndexEUTRA
CellIndexEUTRA ::=






INTEGER (1..maxCellMeasEUTRA)

EUTRA-CellsToAddModList ::=



SEQUENCE (SIZE (1.. maxCellMeasEUTRA)) OF CellsToAddModEUTRA
CellsToAddModEUTRA ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeasEUTRA),


physCellId






EUTRA-PhysCellId,


cellIndividualOffset



EUTRA-Q-OffsetRange

}

EUTRA-BlackCellsToAddModList ::=


SEQUENCE (SIZE (1..maxCellMeasEUTRA)) OF BlackCellsToAddModEUTRA
BlackCellsToAddModEUTRA ::=
SEQUENCE {


cellIndex






INTEGER (1..maxCellMeasEUTRA),


physCellIdRange





EUTRA-PhysCellIdRange

}

-- TAG-MEAS-MeasObjectEUTRA-NR-STOP

-- ASN1STOP

Next Modified Subclause

–
MeasObjectNR
	SSB-ToMeasure field descriptions

	longBitmap
bitmap for above 6 GHz

	mediumBitmap
bitmap for 3-6 GHz

	shortBitmap
bitmap for sub 3 GHz



Editor’s Note: FFS Whether alternative TTT is supported in Rel-15 (not applicable for EN-DC).

Editor’s Note: FFS measCycleSCell. (not applicable for EN-DC)

Editor’s Note: FFS reducedMeasPerformance (not applicable for EN-DC).
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–
MeasResults

The IE MeasResults covers measured results for intra-frequency, inter-frequency, and inter-RAT mobility.

MeasResults information element

-- ASN1START

-- TAG-MEAS-RESULTS-START

MeasResults ::=







SEQUENCE {


measId









MeasId,


measResultServingMOList




MeasResultServMOList,


measResultNeighCells





CHOICE {



measResultListNR






MeasResultListNR,


measResultListEUTRA





MeasResultListEUTRA,



...


}





























OPTIONAL,


...

}

MeasResultEUTRA ::=






SEQUENCE {


physCellId







EUTRA-PhysCellId,

 

cgi-Info






SEQUENCE {



cellGlobalId





CellGlobalIdEUTRA,



trackingAreaCode




TrackingAreaCodeEUTRA,



plmn-IdentityList



PLMN-IdentityListEUTRA 


OPTIONAL,


freqBandIndicator



FreqBandIndicatorEUTRA,


multiBandInfoList



MultiFrequencyBandListEUTRA




OPTIONAL,


freqBandIndicatorPriority

ENUMERATED {true}


OPTIONAL

}





























OPTIONAL
}

CellGlobalIdEUTRA ::=




SEQUENCE {


plmn-Identity





PLMN-Identity,


cellIdentity






CellIdentityEUTRA
}

TrackingAreaCodeEUTRA ::=



BIT STRING (SIZE (16))

PLMN-IdentityListEUTRA ::=



SEQUENCE (SIZE (1..5)) OF PLMN-Identity
CellIdentityEUTRA::





BIT STRING (SIZE (28))
FreqBandIndicatorEUTRA ::=




INTEGER (1..maxFBI)
MultiFrequencyBandListEUTRA::= 


SEQUENCE (SIZE (1..maxMultiBands)) OF FreqBandIndicatorEUTRA
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–
ReportConfigToAddModList
The IE ReportConfigToAddModList concerns a list of reporting configurations to add or modify.
ReportConfigToAddModList information element

-- ASN1START

-- TAG-REPORT-CONFIG-TO-ADD-MOD-LIST-START

ReportConfigToAddModList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigToAddMod

ReportConfigToAddMod ::=


SEQUENCE {


reportConfigId





ReportConfigId,


reportConfig





CHOICE {



reportConfigNR





ReportConfigNR,


reportConfigEUTRA




ReportConfigEUTRA,


...


}

}

-- TAG- REPORT-CONFIG-TO-ADD-MOD-LIST-STOP

-- ASN1STOP

Next Modified Subclause

–
ReportConfigEUTRA
ReportConfigNR information element

ReportConfigEUTRA ::=






SEQUENCE {


reportType








CHOICE { 



reportCGI








ReportCGI,



...

}

}

ReportCGI ::=                     SEQUENCE {

    cellForWhichToReportCGI         EUTRA-PhysCellId
}
	CHANGE END


