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	Reason for change:
	For cell management over F1, gNB-CU can activates cells via message gNB-DU Configuration Update ACK in the gNB-DU configuration udpate procedure. And cell deactivation via the message is not yet supported. Nevertheless, gNB-CU may also want to deactivate one or more activated cells, based on cell information updated by the gNB-DU. 

	
	

	Summary of change:
	· To add the IE “Cells to be Deactivated List” in “gNB-DU Configuration Update ACK”



	
	

	Consequences if not approved:
	There are incomplete functions for the cell mangement over F1.

	
	

	Clauses affected:
	9.2.1.8

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Page 1


<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
[bookmark: _Hlk498674159][bookmark: _Toc481568384][bookmark: _Toc483414578][bookmark: _Toc483415256][bookmark: _Toc483418760][bookmark: _Toc491324672][bookmark: _Toc496000304]Next Text Proposal to TS 38.473
[bookmark: _Toc525680172][bookmark: _Toc517021604]9.2.1.8	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
This message is sent by a gNB-CU to a gNB-DU to acknowledge update of information for a TNL association.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0.. 1
	
	List of cells to be activated
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	-

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	-

	>> gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU
	-
	-

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	Cells to be Deactivated List
	
	0.. 1
	
	List of cells to be activated
	YES
	reject

	  >Cells to be      Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	    >> NR CGI
	M
	
	9.3.1.12
	
	-
	-



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU. Value is 512.
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