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1 Introduction
There are two types NAS PDU: UE NAS PDU and PDU Session NAS PDU. In the PDU SESSION RESOUECE SETUP REQUEST message, both types NAS PDU are present.
This paper proposes to remove the UE NAS PDU in the PDU SESSION RESOUECE SETUP REQUEST message.
2 Discussion
In the existing NG AP, both UE NAS PDU and PDU Session NAS PDU are present in the PDU SESSION RESOUECE SETUP REQUEST message. However, how to use the UE NAS PDU is not clear enough if the UE NAS PDU is present in the message. There are three possibilities:
· Possibility 1: the NG RAN node shall always forward the UE NAS PDU to UE regardless whether the PDU Sessions is setup successfully or not. 

· Possibility 2: the NG RAN node shall NOT forward the UE NAS PDU to UE if one of the PDU Sessions is setup unsuccessfully. 

· Possibility 3: the NG RAN node shall NOT forward the UE NAS PDU to UE if all the PDU Sessions are setup unsuccessfully. 

The three possibilities could cause IOT issue if NG-RAN node implement in different ways. In order or avoid this ambiguity, it is proposed to remove the UE NAS PDU in the PDU SESSION RESOUECE SETUP REQUEST message.
Proposal 1 It is proposed to remove UE NAS PDU in the PDU SESSION RESOUECE SETUP REQUEST message.

The corresponding text proposal for TS 38.413 is provided in the Annex.
Annex

9.2.1.1
PDU SESSION RESOURCE SETUP REQUEST

This message is sent by the AMF and is used to request the NG-RAN node to assign resources on Uu and NG-U for one or several PDU session resources.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	RAN Paging Priority
	O 
	
	9.3.3.15
	
	YES
	ignore

	
	
	
	
	
	
	

	PDU Session Resource Setup Request List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Request Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>PDU Session NAS-PDU
	O
	
	NAS-PDU

9.3.3.4
	
	-
	

	>>S-NSSAI 
	M
	
	9.3.1.24
	
	-
	

	>>PDU Session Resource Setup Request Transfer
	M
	
	OCTET STRING
	Containing the PDU Session Resource Setup Request Transfer IE specified in subclause 9.3.4.1.
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.


--------------------------------------------------------Next Change------------------------------------------------------------------------

-- **************************************************************

--

-- PDU SESSION RESOURCE SETUP REQUEST

--

-- **************************************************************

PDUSessionResourceSetupRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceSetupRequestIEs} },


...

}

PDUSessionResourceSetupRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID







PRESENCE mandatory
}|


{ ID id-RANPagingPriority





CRITICALITY ignore
TYPE RANPagingPriority






PRESENCE optional

}|



{ ID id-PDUSessionResourceSetupListSUReq

CRITICALITY reject
TYPE PDUSessionResourceSetupListSUReq

PRESENCE mandatory
},


...

}
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