3GPP TSG-RAN3 Meeting #102
R3-186484
Spokane, US, 12 - 16 Nov 2018

Title: 
(TP for BL CR for TS 38.300): Support of data forwarding for RRC reestablishment UE
Source: 
Huawei

Agenda item:
31.3.4.14
Document for:
Other
1 Introduction

In [1] the support of data forwarding for RRC reestablishment case is discussed. The corresponding stage 2 TP is provided in this document.

2 Reference
[1]   R3-186483, (TP for BL CR for 38.423): Data forwarding for RRC reestablishment UE with context fetch.
3 Annex –Text Proposal to 38.300 BL CR
START OF CHANGE

9.2.3.3

Re-establishment procedure

A UE in RRC_CONNECTED may initiate the re-establishment procedure to continue the RRC connection when a failure condition occurs (e.g. radio link failure, reconfiguration failure, integrity check failure…).

The following figure describes the re-establishment procedure started by the UE:
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Figure 9.2.3.3-1: Re-establishment procedure

1.
The UE re-establishes the connection, providing the UE Identity (PCI+C-RNTI) to the gNB where the trigger for the re-establishment occurred.

2.
If the UE Context is not locally available, the gNB, requests the last serving gNB to provide UE Context data.

3.
The last serving gNB provides UE context data.

4/4a. The gNB continues the re-establishment of the RRC connection. The message is sent on SRB1.

5/5a. The gNB may perform the reconfiguration to re-establish SRB2 and DRBs when the re-establishment procedure is ongoing.

6/7.
If loss of DL user data buffered in the last serving gNB shall be prevented, the gNB provides forwarding addresses, and the SN status to the gNB.
8/9. The gNB performs path switch.

10.
The gNB triggers the release of the UE resources at the last serving gNB.
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