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Introduction
During the past RAN3 meeting, some impact of NPN on E1 was discussed. There is agreement for SNPN in [1] as following “ Over E1, send the list of (PLMN ID, NID)s supported by CU-UP to CU-CP”. Furthermore,at the latest RAN3#106 meeting, there is agreement for NG NPN configuration aspect as following “NGAP shall support signaling multiple SNPN IDs from AMF to RAN; and “Only signaling a single SNPN ID from AMF to RAN is supported in this release”. From the above agreement, if one PLMN operator can provide multiple SNPNs, the NG-RAN shall provide the supported SNPNs per PLMN to AMF, then the AMF can signal one or more SNPN IDs together with the PLMN to RAN. Considering the impact on E1 interface, the gNB-CU-UP shall provide the supported SNPNs per PLMN to gNB-CU-CP.
In this contribution, we provide the the text proposal to capture agreements for NPN support to E1AP based on the BLCR[2].
2 References
[1] R3-194686, “Way Forward with private networks”, Nokia, Nokia Shanghai Bell 
[2] R3-200049, BLCR for TS38.463 on NPN, ZTE

3. 	Text Proposal for TS 38.463

<<<<<<<<<<<<<<<<<<<< START OF CHANGES >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc29460888][bookmark: _Toc29505620][bookmark: _Toc20955462]8.2.3	gNB-CU-UP E1 Setup
[bookmark: _Toc29460889][bookmark: _Toc29505621][bookmark: _Toc20955463]8.2.3.1	General
The purpose of the gNB-CU-UP E1 Setup procedure is to exchange application level data needed for the gNB-CU-UP and the gNB-CU-CP to correctly interoperate on the E1 interface. If the gNB-CU-UP initiates the first TNL association, it shall also initiate the gNB-CU-UP E1 Setup procedure. The procedure uses non-UE associated signalling.
This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received. This procedure also re-initialises the E1AP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do. 
[bookmark: _Toc29505622][bookmark: _Toc20955464][bookmark: _Toc29460890]8.2.3.2	Successful Operation


Figure 8.2.3.2-1: gNB-CU-UP E1 Setup procedure: Successful Operation.
The gNB-CU-UP initiates the procedure by sending a GNB-CU-UP E1 SETUP REQUEST message including the appropriate data to the gNB-CU-CP. The gNB-CU-CP responds with a GNB-CU-UP E1 SETUP RESPONSE message including the appropriate data. 
If the GNB-CU-UP E1 SETUP REQUEST message contains the gNB-CU-UP Name IE the gNB-CU-CP may use this IE as a human readable name of the gNB-CU-UP.
If the Slice Support List IE is contained in the GNB-CU-UP E1 SETUP REQUEST message, the gNB-CU-CP shall store the corresponding information and it may take it into account for bearer context establishment.
If the NR CGI Support List IE is contained in the GNB-CU-UP E1 SETUP REQUEST message, the gNB-CU-CP shall store the corresponding information and it may take it into account for bearer context establishment. 
If the QoS Parameters Support List IE is contained in the GNB-CU-UP E1 SETUP REQUEST message, the gNB-CU-CP shall store the corresponding information and it may take it into account for bearer context establishment. 
The exchanged data shall be stored in respective node and used as long as there is an operational TNL association. When this procedure is finished, the E1 interface is operational and other E1 messages can be exchanged.
If the gNB-CU-UP Capacity IE is contained in the GNB-CU-UP E1 SETUP REQUEST message, the gNB-CU-CP shall take this IE into account.
If the GNB-CU-UP E1 SETUP REQUEST message includes the Transport Network Layer Address Info IE, the gNB-CU-CP shall, if supported, take this IE into account for IPSec tunnel establishment.
If the GNB-CU-UP E1 SETUP RESPONSE message includes the Transport Network Layer Address Info IE, the gNB-CU-UP shall, if supported, take this IE into account for IPSec tunnel establishment.
if the NPN Support IE is present in the Supported PLMNs IE contained in the GNB-CU-UP E1 SETUP REQUEST message, the gNB-CU-CP shall take this IE into account.
<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20955467][bookmark: _Toc29460893][bookmark: _Toc29505625]8.2.4	gNB-CU-CP E1 Setup
[bookmark: _Toc29505626][bookmark: _Toc29460894][bookmark: _Toc20955468]8.2.4.1	General
The purpose of the gNB-CU-CP E1 Setup procedure is to exchange application level data needed for the gNB-CU-CP and the gNB-CU-UP to correctly interoperate on the E1 interface. If the gNB-CU-CP initiates the first TNL association, it shall also initiate the gNB-CU-CP E1 Setup procedure.The procedure uses non-UE associated signalling.
This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received. This procedure also re-initialises the E1AP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do. 
[bookmark: _Toc29460895][bookmark: _Toc20955469][bookmark: _Toc29505627]8.2.4.2	Successful Operation


Figure 8.2.4.2-1: gNB-CU-CP E1 Setup procedure: Successful Operation.
The gNB-CU-CP initiates the procedure by sending a GNB-CU-CP E1 SETUP REQUEST message including the appropriate data to the gNB-CU-UP. The gNB-CU-UP responds with a GNB-CU-CP E1 SETUP RESPONSE message including the appropriate data. 
If the GNB-CU-CP E1 SETUP REQUEST message contains the gNB-CU-CP Name IE the gNB-CU-UP may use this IE as a human readable name of the gNB-CU-CP.
The exchanged data shall be stored in respective node and used as long as there is an operational TNL association. When this procedure is finished, the E1 interface is operational and other E1 messages can be exchanged.
If the gNB-CU-UP Capacity IE is contained in the GNB-CU-CP E1 SETUP RESPONSE message, the gNB-CU-CP shall take this IE into account.
If the GNB-CU-CP E1 SETUP REQUEST message includes the Transport Network Layer Address Info IE, the gNB-CU-UP shall, if supported, take this IE into account for IPSec tunnel establishment.
If the GNB-CU-CP E1 SETUP RESPONSE message includes the Transport Network Layer Address Info IE, the gNB-CU-CP shall, if supported, take this IE into account for IPSec tunnel establishment.
if the NPN Support IE is present in the Supported PLMNs IE contained in the GNB-CU-CP E1 SETUP RESPONSE message, the gNB-CU-CP shall take this IE into account.

<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc29460898][bookmark: _Toc20955472][bookmark: _Toc29505630]8.2.5	gNB-CU-UP Configuration Update 
[bookmark: _Toc20955473][bookmark: _Toc29460899][bookmark: _Toc29505631]8.2.5.1	General
The purpose of the gNB-CU-UP Configuration Update procedure is to update application level configuration data needed for the gNB-CU-UP and the gNB-CU-CP to interoperate correctly on the E1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.
[bookmark: _Toc20955474][bookmark: _Toc29505632][bookmark: _Toc29460900]8.2.5.2	Successful Operation


Figure 8.2.5.2-1: gNB-CU-UP Configuration Update procedure: Successful Operation.
The gNB-CU-UP initiates the procedure by sending a GNB-CU-UP CONFIGURATION UPDATE message to the gNB-CU-CP including an appropriate set of updated configuration data that it has just taken into operational use. The gNB-CU-CP responds with GNB-CU-UP CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall interpret that the corresponding configuration data is not changed and shall continue to operate with the existing related configuration data.
If the Supported PLMNs IE is included in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall overwrite the whole list of information and store the corresponding information.
-	If the Slice Support List IE is contained in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall store the corresponding information and replace any existing information.
-	If the NR CGI Support List IE is contained in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall store the corresponding information and replace any existing information.
-	If the QoS Parameters Support List IE is contained in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall store the corresponding information and replace any existing information.
-	If the NPN Support IE is contained in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall store the corresponding information and replace any existing information.
The updated configuration data shall be stored in both nodes and used as long as there is an operational TNL association or until any further update is performed.
If the gNB-CU-UP Capacity IE is contained in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall take this IE into account.
[bookmark: _Hlk4773197][bookmark: _Hlk5782134]If the gNB-CU-UP ID IE is included in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall associate the TNLA to the E1 interface instance using the gNB-CU-UP ID.
If the GNB-CU-UP CONFIGURATION UPDATE message includes gNB-CU-UP TNLA To Remove List IE, and the Endpoint IP address IE and the Port Number IE for both TNL endpoints of the TNL association(s) are included in the gNB-CU-UP TNLA To Remove List IE, the gNB-CU-CP shall, if supported, consider that the TNL association(s) indicated by both received TNL endpoints will be removed by the gNB-CU-UP. If the Endpoint IP address IE, or the Endpoint IP address IE and the Port Number IE for one or both of the TNL endpoints is included in the gNB-CU-UP TNLA To Remove List IE in GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall, if supported, consider that the TNL association(s) indicated by the received endpoint IP address(es) will be removed by the gNB-CU-UP.
If the GNB-CU-UP CONFIGURATION UPDATE message includes the Transport Network Layer Address Info IE, the gNB-CU-CP shall, if supported, take this IE into account for IPSec tunnel establishment.
<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc29505714][bookmark: _Toc29460982][bookmark: _Toc20955547]9.2.1.4	GNB-CU-UP E1 SETUP REQUEST
This message is sent by the gNB-CU-UP to transfer information for a TNL association.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-UP ID 
	M
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
	YES
	ignore

	CN Support  
	M
	
	ENUMERATED (EPC. 5GC, both, …)
	
	YES
	reject

	Supported PLMNs
	
	1..<maxnoofSPLMNs>
	
	Supported PLMNs
	YES

	reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	9.3.1.8
	Supported S-NSSAIs per PLMN. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Parameters Support List
	O
	
	9.3.1.37
	Supported QoS parameters per PLMN.
	-
	-

	>NPN Support
	O
	
	9.3.1.Y
	Together with the PLMN, identifies  SNPNs supported by the gNB-CU-UP.
	-
	-

	gNB-CU-UP Capacity
	O
	
	9.3.1.56
	
	YES
	ignore

	Transport Network Layer Address Info
	O
	
	9.3.2.7
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 12.



<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20955551][bookmark: _Toc29505718][bookmark: _Toc29460986]9.2.1.8	GNB-CU-CP E1 SETUP RESPONSE
This message is sent by the gNB-CU-UP to transfer information for a TNL association.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-UP ID 
	M
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
	YES
	ignore

	CN Support  
	M
	
	ENUMERATED (EPC. 5GC, both, …)
	
	YES
	reject

	Supported PLMNs
	
	1..<maxnoofSPLMNs>
	
	Supported PLMNs
	YES

	reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	9.3.1.8
	Supported S-NSSAIs per PLMN. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Parameters Support List
	O
	
	9.3.1.37
	Supported QoS parameters per PLMN.
	-
	-

	>NPN support
	O
	
	9.3.1.Y
	Together with the PLMN, identifies  SNPNs supported by the gNB-CU-UP.
	-
	-

	gNB-CU-UP Capacity
	O
	
	9.3.1.56
	
	YES
	ignore

	Transport Network Layer Address Info
	O
	
	9.3.2.7
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 12.



<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc29505720][bookmark: _Toc20955553][bookmark: _Toc29460988]9.2.1.10	GNB-CU-UP CONFIGURATION UPDATE
This message is sent by the gNB-CU-UP to transfer updated information for a TNL association.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.53
	
	YES
	reject

	gNB-CU-UP ID 
	O
	
	9.3.1.15
	
	YES
	reject

	gNB-CU-UP Name 
	O
	
	PrintableString(SIZE(1..150,…))
	Human readable name of the gNB-CU-UP.
	YES
	ignore

	Supported PLMNs
	
	0..<maxnoofSPLMNs>
	
	Supported PLMNs
	YES

	reject

	>PLMN Identity
	M
	
	9.3.1.7
	
	-
	-

	>Slice Support List
	O
	
	9.3.1.8
	Supported S-NSSAIs per PLMN. 
	-
	-

	>NR CGI Support List
	O
	
	9.3.1.36
	Supported cells.
	-
	-

	>QoS Parameters Support List
	O
	
	9.3.1.37
	Supported QoS parameters per PLMN.
	-
	-

	>NPN Support
	O
	
	9.3.1.Y
	Together with the PLMN, identifies  SNPNs supported by the gNB-CU-UP.
	-
	-

	gNB-CU-UP Capacity
	O
	
	9.3.1.56
	
	YES
	ignore

	gNB-CU-UP TNLA To Remove List
	
	0..1
	
	
	YES
	reject

	>gNB-CU-UP TNLA To Remove Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	-
	-

	>>TNLA Transport Layer Address
	M
	
	CP Transport Layer Information
9.3.2.2
	Transport Layer Address of the gNB-CU-UP.
	-
	-

	>>TNLA Transport Layer Address gNB-CU-CP
	O
	
	CP Transport Layer Information
9.3.2.2
	Transport Layer Address of the gNB-CU-CP.
	-
	-

	Transport Network Layer Address Info
	O
	
	9.3.2.7
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofSPLMNs
	Maximum no. of Supported PLMN Ids. Value is 12.

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU-UP and the gNB-CU-CP. Value is 32.



<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>


9.3.1.X	NID
This IE is used to identify (together with a PLMN identifier) a Standalone Non-Public Network.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NID
	M
	
	OCTET STRING (SIZE(7))
	Editor’s Note: Coding and semantics are FFS.



<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>

9.3.3.Y	NPN Support
This IE lists the Non-Public Networks supported by a node (in e.g. a TAI or a PLMN).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE NPN Support
	M
	
	
	

	>SNPN
	
	
	
	

	>>NID Support List
	M
	1..<maxnoofNIDsupported>
	
	

	>>>NID
	M
	
	9.3.3.X
	



	Range bound
	Explanation

	maxnoofNIDsupported
	Maximum no. of NIDs supported. Value is FFS.





	
<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc29505858][bookmark: _Toc29461126][bookmark: _Toc20955683]9.4.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for E1AP
--
-- **************************************************************

E1AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	GNB-CU-CP-UE-E1AP-ID,
	GNB-CU-UP-UE-E1AP-ID,
	UE-associatedLogicalE1-ConnectionItem,
	GNB-CU-UP-ID,
	GNB-CU-UP-Name,
	GNB-CU-CP-Name,
	CNSupport,
	PLMN-Identity,
	Slice-Support-List,
	NR-CGI-Support-List,
	NPN-Support,
	QoS-Parameters-Support-List,
	SecurityInformation,
	BitRate,
	BearerContextStatusChange,
	DRB-To-Setup-List-EUTRAN,
	DRB-Setup-List-EUTRAN,
	DRB-Failed-List-EUTRAN,
	DRB-To-Modify-List-EUTRAN,
	DRB-Modified-List-EUTRAN,
	DRB-Failed-To-Modify-List-EUTRAN,
	DRB-To-Remove-List-EUTRAN,
	DRB-Required-To-Remove-List-EUTRAN,
	DRB-Required-To-Modify-List-EUTRAN,
	DRB-Confirm-Modified-List-EUTRAN,
	DRB-To-Setup-Mod-List-EUTRAN,
	DRB-Setup-Mod-List-EUTRAN,
	DRB-Failed-Mod-List-EUTRAN,
	PDU-Session-Resource-To-Setup-List,
	PDU-Session-Resource-Setup-List,
	PDU-Session-Resource-Failed-List,
	PDU-Session-Resource-To-Modify-List,
	PDU-Session-Resource-Modified-List,
	PDU-Session-Resource-Failed-To-Modify-List,
	PDU-Session-Resource-To-Remove-List,
	PDU-Session-Resource-Required-To-Modify-List,
	PDU-Session-Resource-Confirm-Modified-List,
	PDU-Session-Resource-To-Setup-Mod-List,
	PDU-Session-Resource-Setup-Mod-List,
	PDU-Session-Resource-Failed-Mod-List,
	PDU-Session-To-Notify-List,
	DRB-Status-Item,
	DRB-Activity-Item,
	Data-Usage-Report-List,
	TimeToWait,
	ActivityNotificationLevel,
	ActivityInformation,
	New-UL-TNL-Information-Required,
	GNB-CU-CP-TNLA-Setup-Item,
	GNB-CU-CP-TNLA-Failed-To-Setup-Item,
	GNB-CU-CP-TNLA-To-Add-Item,
	GNB-CU-CP-TNLA-To-Remove-Item,
	GNB-CU-CP-TNLA-To-Update-Item,
	GNB-CU-UP-TNLA-To-Remove-Item,
	TransactionID,
	Inactivity-Timer,
	DRBs-Subject-To-Counter-Check-List-EUTRAN,
	DRBs-Subject-To-Counter-Check-List-NG-RAN,
	PPI,
	GNB-CU-UP-Capacity,
	GNB-CU-UP-OverloadInformation,
	DataDiscardRequired,
	PDU-Session-Resource-Data-Usage-List,
	RANUEID,
	GNB-DU-ID,
	TraceID,
	TraceActivation,
	SubscriberProfileIDforRFP,
	AdditionalRRMPriorityIndex,
	RetainabilityMeasurementsInfo,
	Transport-Layer-Address-Info

	
<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>

-- **************************************************************
--
-- GNB-CU-UP E1 Setup Request
--
-- **************************************************************

GNB-CU-UP-E1SetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {GNB-CU-UP-E1SetupRequestIEs} },
	...
}

GNB-CU-UP-E1SetupRequestIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID						CRITICALITY reject	TYPE TransactionID					PRESENCE mandatory	}|
	{ ID id-gNB-CU-UP-ID						CRITICALITY reject	TYPE GNB-CU-UP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-CU-UP-Name						CRITICALITY ignore	TYPE GNB-CU-UP-Name					PRESENCE optional	}|
	{ ID id-CNSupport							CRITICALITY reject	TYPE CNSupport						PRESENCE mandatory	}|
	{ ID id-SupportedPLMNs						CRITICALITY reject	TYPE SupportedPLMNs-List			PRESENCE mandatory	}|
	{ ID id-gNB-CU-UP-Capacity					CRITICALITY ignore	TYPE GNB-CU-UP-Capacity			   PRESENCE optional	}|
	{ ID id-Transport-Layer-Address-Info	CRITICALITY ignore	TYPE Transport-Layer-Address-Info	PRESENCE optional	},
	...
} 

SupportedPLMNs-List	::=	SEQUENCE (SIZE (1..maxnoofSPLMNs)) OF SupportedPLMNs-Item 

SupportedPLMNs-Item ::= SEQUENCE {
	pLMN-Identity					PLMN-Identity,
	slice-Support-List				Slice-Support-List												OPTIONAL,
	nR-CGI-Support-List				NR-CGI-Support-List												OPTIONAL,
	qoS-Parameters-Support-List		QoS-Parameters-Support-List										OPTIONAL,
	nPN-Support                     NPN-Support                                                  OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { SupportedPLMNs-ExtIEs } }		OPTIONAL,       
	...
}

SupportedPLMNs-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955684][bookmark: _Toc29505859][bookmark: _Toc29461127]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-CommonNetworkInstance,
	id-SNSSAI,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-DRB-QoS,
	id-endpoint-IP-Address-and-Port,
	id-NetworkInstance,
	id-QoSFlowMappingIndication,
	id-TNLAssociationTransportLayerAddressgNBCUUP,
	id-Cause,
	maxnoofErrors,
	maxnoofSliceItems,
	maxnoofEUTRANQOSParameters,
	maxnoofNGRANQOSParameters,
	maxnoofDRBs,
	maxnoofPDUSessionResource,
	maxnoofQoSFlows,
	maxnoofUPParameters,
	maxnoofCellGroups,
	maxnooftimeperiods,
	maxnoofNRCGI,
	maxnoofTLAs,
	maxnoofGTPTLAs,
    maxnoofNIDsupported

<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>

-- N

NID	::= OCTET STRING (SIZE (7)) (FFS)

NPN-Support ::= CHOICE {
	sNPN		        SNPN,
	choice-extension	ProtocolIE-SingleContainer	{{NPN-Support-ExtIEs}}
}

NPN-Support-ExtIEs E1AP-PROTOCOL-IES ::= {
	...
}
SNPN ::= SEQUENCE (SIZE(1..maxnoofNIDsupported)) OF NID-Support-List


NID-Support-List ::= SEQUENCE {
	nID	                    NID,
	iE-Extensions			ProtocolExtensionContainer { { NID-Support-List-ExtIEs } }	OPTIONAL
}

NID-Support-List-ExtIEs	E1AP-PROTOCOL-EXTENSION ::= {
	...
}

<<<<<<<<<<<<<<<<<<<< NEXT CHANGE >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc29505861][bookmark: _Toc29461129][bookmark: _Toc20955686]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************


E1AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID

FROM E1AP-CommonDataTypes;

-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxnoofErrors								INTEGER ::= 256
maxnoofSPLMNs								INTEGER ::= 12
maxnoofSliceItems							INTEGER ::= 1024
maxnoofIndividualE1ConnectionsToReset		INTEGER ::= 65536
maxnoofEUTRANQOSParameters					INTEGER ::= 256
maxnoofNGRANQOSParameters					INTEGER ::= 256
maxnoofDRBs									INTEGER	::= 32
maxnoofNRCGI								INTEGER	::= 512
maxnoofPDUSessionResource					INTEGER	::= 256
maxnoofQoSFlows								INTEGER	::= 64
maxnoofUPParameters							INTEGER	::= 8
maxnoofCellGroups							INTEGER	::= 4
maxnooftimeperiods							INTEGER	::= 2
maxnoofTNLAssociations						INTEGER ::= 32
maxnoofTLAs									INTEGER ::= 16
maxnoofGTPTLAs								INTEGER ::= 16
maxnoofNIDsupported                         INTEGER ::= (FFS）


<<<<<<<<<<<<<<<<<<<< END OF  CHANGES >>>>>>>>>>>>>>>>>>>>
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