3GPP TSG-RAN WG3 #107

















R3-200781
24 February-6 March 2020
Online
Agenda item:

19.5
Source:
Intel Corporation

Title:
(TP for BL CR 38.473) Positioning measurements
Document for:

Discussion 
1 Introduction
This is the TP for BL CR to TS 38.473 introducing positioning measurements IEs, as discussed in [1]. 
Note: the TP is only for the first proposal in [1].

2 TP for 38.474
9.2.x.6
POSITIONING MEASUREMENT REPORT [FFS]
This message is sent by the gNB-DU to report the results of the requested positioning measurements.
Direction: gNB-DU ( gNB-CU.
Editor’s note: message contents are FFS pending RAN1 and RAN2 progress. TRP-specific IEs can be added to the message. . It is FFS if the Measurement Result List IE is coded explicitly in F1AP or defined as e.g. an octet string / container. Transaction ID is missing.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	Measurement Result List
	
	1
	
	
	YES
	reject

	>Measurement Result List Item
	
	1..<maxnoMeas>
	
	
	EACH
	

	>>LMF UE Measurement ID
	M
	
	INTEGER (1..15,…)
	
	-
	-

	>>Measurement Result
	M
	
	OCTET STRING
	Includes the Measurement Result Item IE as defined in TS 38.455.
	-
	-


	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measurements that can be reported with one message. Value is 64.
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