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1. Introduction
The intention of this paper is to collect company views on the following CB.
CB: # 99_Email099-IIoT_HLmulticonn_st2
-  Remove FFS; Clarify the NG-RAN node eliminates the duplicated packets per Qos flow; clean up descriptions? (HW)
- if agreeable, revise as needed; go for agreement
(HW)
Summary of offline disc R3-201181
[bookmark: OLE_LINK2][bookmark: OLE_LINK1]2. Discussion
2.1 TS 38.300
In both R3-201052 and R3-200988, the following FFS is suggested to be removed. 
· Editor’s note: FFS whether redundant data forwarding tunnel is needed during mobility.
This is related to the discussion in CB#101. So whether to remove this note is dependent on the final conclusion of CB#101. 
[Rapporteur]: Remove the editor’s notes in BL CR for TS 38.300 (To be confirmed based on CB#101). 
	Huawei
	Ok, wait to see. 

	
	



There are also minor changes in R3-201052 as follows. So companies can provide views whether to have this changes, or any other changes are needed. 
	For downlink, the NG-RAN node eliminates the duplicated packets per QoS flow. For uplink the NG-RAN node replicates the packet and transmits them via the two NG-U tunnels. The indicator per QoS flow for redundant transmission is transferred to the target NG-RAN node in case of handover.


[Rapporteur]: Agree the above changes for TS 38.300. 
	Huawei
	No strong view on the “per QoS flow”. We would prefer to change “NG” to “NG-U” since “NG-U” is already used many places in TS 38.300

	
	



2.2 TS 37.340
One CR paper for TS 37.340 is provided in R3-201053. Companies can provide input below whether to have some descriptions for TS 37.340, and in which way they should be specified. 
[Rapporteur]:  Add descriptions on Higher Layer Multi-Connectivity into TS 37.340. 
	Huawei
	We prefer to have at least some descriptions in TS 37.340 to support both solution 1 and solution 4. We have provided our paper in R3-201053. 

	
	




3. Summary
[bookmark: _GoBack]It seems that in CB#101, it is agreed that for solution 4, the duplication transmission is not needed during the handover procedure. Hence the editor’s note “FFS whether redundant data forwarding tunnel is needed during mobility” can be removed from the BL CR for TS 38.300. 
On the higher layer multi-connectivity for TS 37.340, since no comments are received, this can be discussed at the next meetings. 
Hence the following proposals are made:
Proposal 1: Agree the R3-201052 for TS 38.300.
Proposal 2: Further discuss whether/how to capture the higher-layer multi-connectivity into TS 37.340. 
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