3GPP TSG-RAN WG3 Meeting#107bis-e	R3-201689
E-Meeting, 20th – 30th April 2020

Title:	[Draft] Reply LS on Rel-16 NB-IoT enhancements
Response to:	LS on Rel-16 NB-IoT enhancements (R2-2001815, C1-201024)
Release:	Release 16
Work Item:	NB_IOTenh3
[bookmark: _GoBack]
Source:	Huawei [will be RAN3]	Comment by Huawei: to be removed before LS is sent
To:	SA2, RAN2, CT1
Cc:	RAN, CT, SA

Contact Person:	
Name:	Yan Wang
Tel. Number:	
E-mail Address:	wangyan7 at Huawei dot com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 	

Attachments:	none


1. Overall Description:
RAN3 thanks for the LS “Reply LS on Rel-16 NB-IoT enhancements”. 

RAN3 has discussed the support of UE specific DRX for NB-IoT in both EPS and 5GS, agreed to introduce NB-IoT Paging DRX IE in PAGING message in both S1AP and NGAP specifications.

About the question from CT1, RAN3 would like to provide answer as below:
· Question to RAN3: When the UE is accessing via NB-IoT, is the legacy MME is mandated to provide the stored UE specific DRX value, that was requested by the UE over NAS, in the S1 paging message to the eNB?
· RAN3 Answer: it is up to MME implementation, RAN3 specification said that the Paging DRX IE may be included in the PAGING message, and if present the eNB shall use it according to TS 36.304.

2. Actions:
To SA2, RAN2, CT1 group.
ACTION: 	RAN3 would like to ask recipient groups to take the above into account.

3. Date of Next RAN3 Meetings:
RAN3#108-e	25-29 May 2020	E-Meeting
RAN3#109	24-28 Aug 2020	Toulouse, FR
