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Beginning of Text Proposal for TS 38.413 
[bookmark: _Toc20954563][bookmark: _Toc29902568][bookmark: _Toc29906572][bookmark: _Toc36553354][bookmark: _Toc36555081][bookmark: _Toc20955354][bookmark: _Toc29503807][bookmark: _Toc29504391][bookmark: _Toc29504975]9.3.1.127	SgNB UE X2AP ID
This information element uniquely identifies an UE over the X2 interface within an en-gNB.
The usage of this IE is defined in TS 37.340 [32xx].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SgNB UE X2AP ID
	M
	
	INTEGER (0.. 232 -1)
	



[bookmark: _Toc36553355][bookmark: _Toc36555082]9.3.1.128	SRVCC Operation Possible
This element indicates that both UE and AMF are SRVCC-capable. NG-RAN behaviour on receipt of this IE is specified in TS 23.216 [31].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SRVCC oOperation pPossible
	M
	
	ENUMERATED (Possible, not Possible, …) 
	The value "Possible" indicates that UE and AMF are SRVCC capable.



[bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977]Next Change
9.4.5	Information Element Definitions
** UNCHANGED TEXT SKIPPED **

QosMonitoringRequest ::= ENUMERATED {ul, dl, both, ...}

** UNCHANGED TEXT SKIPPED

RIMInformationTransfer ::= SEQUENCE {
	targetRANNodeID				TargetRANNodeID,
	sourceRANNodeID				SourceRANNodeID,
	rIMInformation				RIMInformation,
	iE-Extensions				ProtocolExtensionContainer { {RIMInformationTransfer-ExtIEs} }	OPTIONAL,
	...
}

RIMInformationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


RIMInformation	::= SEQUENCE		{
	targetgNBSetID			GNBSetID,
	rIM-RSDetection			ENUMERATED	{rs-detected, rs-disappeared, ...},
	iE-Extensions			ProtocolExtensionContainer { {RIMInformation-ExtIEs} }	OPTIONAL,
	...
}

RIMInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


