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1 Introduction
In this contribution, we provide the corresponding TP based on the BLCR [1] to TS38.463 for PDCP DL duplication,  the change in TP is via yellowed highlight.
2 References
[1] R3-201468, Introduction of NR_IIOT support to 38.463, ZTE
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[bookmark: _Toc20955495]8.3.1.2	Successful Operation

<Unchanged Text Omitted>
For each requested DRB, if the PDCP Duplication IE is included and the Additional PDCP multiplication Information IE is not included in the PDCP Configuration IE contained in the BEARER CONTEXT SETUP REQUEST message, and one cell group is included in Cell Group Information IE, then the gNB-CU-UP shall include two UP Transport Layer Information IEs in the BEARER CONTEXT SETUP RESPONSE message to support packet duplication for intra-gNB-DU CA. The first UP Transport Layer Information IE of the two UP Transport Layer Information IEs is for the primary path. If Duplication Activation IE is included in the UE CONTEXT SETUP REQUEST message, gNB-CU-UP should take it into account when activing/deactiving CA based DL PDCP duplication.

For each requested DRB, if the PDCP Duplication IE and the Additional PDCP multiplication Information IE is included in the PDCP Configuration IE contained in the BEARER CONTEXT SETUP REQUEST message, and one cell group is included in Cell Group Information IE, then the gNB-CU-UP shall include the same number of UP Transport Layer Information IEs indicated by the Additional PDCP multiplication Information IE in the BEARER CONTEXT SETUP RESPONSE message to support packet duplication for intra-gNB-DU CA. If Duplication Activation IE is included in the UE CONTEXT SETUP REQUEST message, gNB-CU-UP should take it into account when deactiving CA based DL PDCP duplication, and when activing the corresponding number of RLC eneities indicated by the Minimum Number of Activated RLC IE and Maximum Number of Activated RLC IE contained in the BEARER CONTEXT SETUP REQUEST message. 
<Unchanged Text Omitted>
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[bookmark: _Toc20955500]8.3.2.2	Successful Operation

<Unchanged Text Omitted>
For each requested DRB, if the PDCP Duplication IE is included in the PDCP Configuration IE contained in the BEARER CONTEXT MODIFICATION REQUEST message, and one cell group is included in Cell Group Information IE, then the gNB-CU-CP shall include two or more UP Transport Layer Information IEs in the BEARER CONTEXT MODIFICATION REQUEST message, and the gNB-CU-UP shall also include two or more UP Transport Layer Information IEs in the BEARER CONTEXT MODIFICATION RESPONSE message to support packet duplication for intra-gNB-DU CA. The first UP Transport Layer Information IE of thesethe two UP Transport Layer Information IEs is for the primary path.
For a certain DRB which was allocated with two or more GTP-U tunnels, if such DRB is modified and given one GTP-U tunnel via the Bearer Context Modification (gNB-CU-CP initiated) procedure, i.e. only one UP Transport Layer Information per Cell Group ID is present in DL UP Parameters IE for the concerned DRB, then the gNB-CU-UP shall consider that PDCP duplication is deconfigured for this DRB. If such Bearer Context Modification (gNB-CU-CP initiated) procedure occurs, the Duplication Activation IE, the Minimum Number of Activated RLC IE and  the Maximum Number of Activated RLC IE shall not be included for the concerned DRB.
<Unchanged Text Omitted>
Next of Text Proposal for TS 38.463 

[bookmark: _Toc29461057][bookmark: _Toc20955619][bookmark: _Toc29505789]9.3.1.38	PDCP Configuration 
This IE carries the PDCP configuration.
	IE/Group Name

	Presence
	Range
	IE type and reference
	Semantics description

	PDCP SN UL Size
	M
	
	PDCP SN Size
9.3.1.61
	Indicates the PDCP SN UL size in bits. For more information see PDCP-Config IE in TS 38.331 [10]. 
Is ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.

	PDCP SN DL Size
	M
	
	PDCP SN Size
9.3.1.61
	Indicates the PDCP SN DL size in bits. For more information see PDCP-Config IE in TS 38.331 [10]. 
Is ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.

	RLC mode
	M
	
	ENUMERATED (RLC-TM, RLC-AM, RLC-UM-Bidirectional, RLC-UM-Unidirectional-UL, RLC-UM-Unidirectional-DL, …)
	Indicates the RLC mode for the DRB. For more information see PDCP-Config IE in TS 38.331 [10]. 
Is ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.

	ROHC Parameters
	O
	
	9.3.1.40
	

	T-Reordering Timer
	O
	
	9.3.1.41
	

	Discard Timer
	O
	
	9.3.1.42
	

	UL Data Split Threshold
	O
	
	9.3.1.43
	

	PDCP Duplication 
	O
	
	ENUMERATED (True, …)
	Indicates whether PDCP duplication is to be configured for the DRB.

	PDCP Re-establishment
	O
	
	ENUMERATED (true,…)
	Indicates PDCP entity re-establishment to be triggered as defined in TS 38.323 [17]

	PDCP Data Recovery
	O
	
	ENUMERATED (true,…)
	Indicates PDCP data recovery to be triggered as defined in TS 38.323 [17]

	Duplication Activation
	O
	
	ENUMERATED (
Active, Inactive, …) 
	Information on the initial state of  DL PDCP duplication

	Out Of Order Delivery
	O
	
	ENUMERATED (true,…)
	Indicates whether or not outOfOrderDelivery specified in TS 38.323 [17] is configured. Out of order delivery is configured only when the radio bearer is established.

	Additional PDCP multiplication Information
	O
	
	ENUMERATED (three, four, …)
	Indicates the additional number of PDCP multiplication configured for the DRB

	Minimum Number of  Activated RLC 
	O
	
	INTEGER (1.. maxnoofDupRLCs, ...)
	The minimum number of the RLC entity could be activated for DL PDCP duplication.

	 Maximum Number of  Activated RLC
	O
	
	INTEGER (1.. maxnoofDupRLCs, ...)
	The maximum number of the RLC entity could be activated for DL PDCP duplication.




	Range bound
	Explanation

	maxnoofDupRLCs
	Maximum no of RLC entity for duplication. Value is 4.
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-CommonNetworkInstance,
	id-SNSSAI,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-DRB-QoS,
	id-endpoint-IP-Address-and-Port,
	id-NetworkInstance,
	id-QoSFlowMappingIndication,
	id-TNLAssociationTransportLayerAddressgNBCUUP,
	id-Cause,
	id-RedundantCommonNetworkInstance,
	id-redundant-nG-UL-UP-TNL-Information,
	id-redundant-nG-DL-UP-TNL-Information,
	id-RedundantQosFlowIndicator,
	id-TSCTrafficCharacteristics,
	id-ExtendedPacketDelayBudget,
	id-CNPacketDelayBudgetDownlink,
id-CNPacketDelayBudgetUplink,
id-AdditionalPDCPmultiplicationInformation,

id-Minnum-of-activatedRLC,
id-Maxnum-of-activatedRLC,
	maxnoofErrors,
	maxnoofSliceItems,
	maxnoofEUTRANQOSParameters,
	maxnoofNGRANQOSParameters,
	maxnoofDRBs,
	maxnoofPDUSessionResource,
	maxnoofQoSFlows,
	maxnoofUPParameters,
	maxnoofCellGroups,
	maxnooftimeperiods,
	maxnoofNRCGI,
	maxnoofTLAs,
	maxnoofGTPTLAs,
	maxnoofDupRLCs

FROM E1AP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage

FROM E1AP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-SingleContainer{},	
	E1AP-PROTOCOL-EXTENSION,
	E1AP-PROTOCOL-IES

<Skip unchanged part>

-- M

MaxDataBurstVolume  ::= INTEGER (0..4095, ..., 4096.. 2000000) 

MaximumIPdatarate ::= SEQUENCE {
	maxIPrate			MaxIPrate,
	iE-Extensions		ProtocolExtensionContainer { {MaximumIPdatarate-ExtIEs} }	OPTIONAL,
	...
}

MaximumIPdatarate-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

MaxIPrate ::= ENUMERATED {
	bitrate64kbs,
	max-UErate,
	...
}

Maxnum-of-activatedRLC ::= INTEGER (0.. maxnoofDupRLCs)
Minnum-of-activatedRLC ::= INTEGER (0.. maxnoofDupRLCs)

MaxPacketLossRate ::= INTEGER (0..1000, ...)

MRDC-Data-Usage-Report-Item ::= SEQUENCE {
	startTimeStamp				OCTET STRING (SIZE(4)),
	endTimeStamp				OCTET STRING (SIZE(4)),
	usageCountUL				INTEGER (0..18446744073709551615),
	usageCountDL				INTEGER (0..18446744073709551615),
	iE-Extensions				ProtocolExtensionContainer { { MRDC-Data-Usage-Report-Item-ExtIEs} } OPTIONAL,
...
}

MRDC-Data-Usage-Report-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

MRDC-Usage-Information ::= SEQUENCE {
	data-Usage-per-PDU-Session-Report		Data-Usage-per-PDU-Session-Report			OPTIONAL,
	data-Usage-per-QoS-Flow-List			Data-Usage-per-QoS-Flow-List				OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { MRDC-Usage-Information-ExtIEs} } OPTIONAL,
...
}

MRDC-Usage-Information-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

<Skip unchanged part>
-- P

PacketDelayBudget ::= INTEGER (0..1023, ...) 

PacketErrorRate ::= SEQUENCE {
	pER-Scalar			PER-Scalar,
	pER-Exponent		PER-Exponent,
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

PER-Scalar ::= INTEGER (0..9, ...)
PER-Exponent ::= INTEGER (0..9, ...)

PDCP-Configuration	::=	SEQUENCE {
	
	pDCP-SN-Size-UL							PDCP-SN-Size,
	pDCP-SN-Size-DL							PDCP-SN-Size,
	rLC-Mode								RLC-Mode,
	rOHC-Parameters							ROHC-Parameters			OPTIONAL,
	t-ReorderingTimer						T-ReorderingTimer		OPTIONAL,
	discardTimer							DiscardTimer			OPTIONAL,
	uLDataSplitThreshold					ULDataSplitThreshold	OPTIONAL,
	pDCP-Duplication						PDCP-Duplication		OPTIONAL,
	pDCP-Reestablishment					PDCP-Reestablishment	OPTIONAL,
	pDCP-DataRecovery						PDCP-DataRecovery		OPTIONAL,
	duplication-Activation				Duplication-Activation		OPTIONAL,
	outOfOrderDelivery						OutOfOrderDelivery		OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer	{ { PDCP-Configuration-ExtIEs } }	OPTIONAL,
	...
}

PDCP-Configuration-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalPDCPmultiplicationInformation		CRITICALITY ignore	EXTENSION AdditionalPDCPmultiplicationInformation 	PRESENCE optional	}|
	{ ID id-Minnum-of-activatedRLC						CRITICALITY ignore	EXTENSION Minnum-of-activatedRLC 							PRESENCE optional	}|
	{ ID id-Maxnum-of-activatedRLC						CRITICALITY ignore	EXTENSION Maxnum-of-activatedRLC 							PRESENCE optional	},
	...
}

[bookmark: _Toc20955686]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

<Skip unchanged part>

-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxnoofErrors								INTEGER ::= 256
maxnoofSPLMNs								INTEGER ::= 12
maxnoofSliceItems							INTEGER ::= 1024
maxnoofIndividualE1ConnectionsToReset		INTEGER ::= 65536
maxnoofEUTRANQOSParameters					INTEGER ::= 256
maxnoofNGRANQOSParameters					INTEGER ::= 256
maxnoofDRBs									INTEGER	::= 32
maxnoofNRCGI								INTEGER	::= 512
maxnoofPDUSessionResource					INTEGER	::= 256
maxnoofQoSFlows								INTEGER	::= 64
maxnoofUPParameters							INTEGER	::= 8
maxnoofCellGroups							INTEGER	::= 4
maxnooftimeperiods							INTEGER	::= 2
maxnoofTNLAssociations						INTEGER ::= 32
maxnoofTLAs									INTEGER ::= 16
maxnoofGTPTLAs								INTEGER ::= 16
maxnoofDupRLCs								INTEGER ::= 4


-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause														ProtocolIE-ID ::= 0
id-CriticalityDiagnostics										ProtocolIE-ID ::= 1
id-gNB-CU-CP-UE-E1AP-ID 										ProtocolIE-ID ::= 2
id-gNB-CU-UP-UE-E1AP-ID											ProtocolIE-ID ::= 3
id-ResetType													ProtocolIE-ID ::= 4
id-UE-associatedLogicalE1-ConnectionItem						ProtocolIE-ID ::= 5
id-UE-associatedLogicalE1-ConnectionListResAck					ProtocolIE-ID ::= 6
id-gNB-CU-UP-ID													ProtocolIE-ID ::= 7
id-gNB-CU-UP-Name												ProtocolIE-ID ::= 8
id-gNB-CU-CP-Name												ProtocolIE-ID ::= 9
id-CNSupport													ProtocolIE-ID ::= 10
id-SupportedPLMNs												ProtocolIE-ID ::= 11
id-TimeToWait													ProtocolIE-ID ::= 12
id-SecurityInformation											ProtocolIE-ID ::= 13
id-UEDLAggregateMaximumBitRate									ProtocolIE-ID ::= 14
id-System-BearerContextSetupRequest								ProtocolIE-ID ::= 15
id-System-BearerContextSetupResponse							ProtocolIE-ID ::= 16
id-BearerContextStatusChange									ProtocolIE-ID ::= 17
id-System-BearerContextModificationRequest						ProtocolIE-ID ::= 18
id-System-BearerContextModificationResponse						ProtocolIE-ID ::= 19
id-System-BearerContextModificationConfirm						ProtocolIE-ID ::= 20
id-System-BearerContextModificationRequired						ProtocolIE-ID ::= 21
id-DRB-Status-List												ProtocolIE-ID ::= 22
id-ActivityNotificationLevel									ProtocolIE-ID ::= 23
id-ActivityInformation											ProtocolIE-ID ::= 24
id-Data-Usage-Report-List										ProtocolIE-ID ::= 25
id-New-UL-TNL-Information-Required								ProtocolIE-ID ::= 26
id-GNB-CU-CP-TNLA-To-Add-List									ProtocolIE-ID ::= 27
id-GNB-CU-CP-TNLA-To-Remove-List								ProtocolIE-ID ::= 28
id-GNB-CU-CP-TNLA-To-Update-List								ProtocolIE-ID ::= 29
id-GNB-CU-CP-TNLA-Setup-List									ProtocolIE-ID ::= 30
id-GNB-CU-CP-TNLA-Failed-To-Setup-List							ProtocolIE-ID ::= 31
id-DRB-To-Setup-List-EUTRAN										ProtocolIE-ID ::= 32
id-DRB-To-Modify-List-EUTRAN									ProtocolIE-ID ::= 33
id-DRB-To-Remove-List-EUTRAN									ProtocolIE-ID ::= 34
id-DRB-Required-To-Modify-List-EUTRAN							ProtocolIE-ID ::= 35
id-DRB-Required-To-Remove-List-EUTRAN							ProtocolIE-ID ::= 36
id-DRB-Setup-List-EUTRAN										ProtocolIE-ID ::= 37
id-DRB-Failed-List-EUTRAN										ProtocolIE-ID ::= 38
id-DRB-Modified-List-EUTRAN										ProtocolIE-ID ::= 39
id-DRB-Failed-To-Modify-List-EUTRAN								ProtocolIE-ID ::= 40
id-DRB-Confirm-Modified-List-EUTRAN								ProtocolIE-ID ::= 41
id-PDU-Session-Resource-To-Setup-List							ProtocolIE-ID ::= 42
id-PDU-Session-Resource-To-Modify-List							ProtocolIE-ID ::= 43
id-PDU-Session-Resource-To-Remove-List							ProtocolIE-ID ::= 44
id-PDU-Session-Resource-Required-To-Modify-List					ProtocolIE-ID ::= 45
id-PDU-Session-Resource-Setup-List								ProtocolIE-ID ::= 46
id-PDU-Session-Resource-Failed-List								ProtocolIE-ID ::= 47
id-PDU-Session-Resource-Modified-List							ProtocolIE-ID ::= 48
id-PDU-Session-Resource-Failed-To-Modify-List					ProtocolIE-ID ::= 49
id-PDU-Session-Resource-Confirm-Modified-List					ProtocolIE-ID ::= 50
id-DRB-To-Setup-Mod-List-EUTRAN									ProtocolIE-ID ::= 51
id-DRB-Setup-Mod-List-EUTRAN									ProtocolIE-ID ::= 52
id-DRB-Failed-Mod-List-EUTRAN									ProtocolIE-ID ::= 53
id-PDU-Session-Resource-Setup-Mod-List							ProtocolIE-ID ::= 54
id-PDU-Session-Resource-Failed-Mod-List							ProtocolIE-ID ::= 55
id-PDU-Session-Resource-To-Setup-Mod-List						ProtocolIE-ID ::= 56
id-TransactionID												ProtocolIE-ID ::= 57
id-Serving-PLMN													ProtocolIE-ID ::= 58
id-UE-Inactivity-Timer											ProtocolIE-ID ::= 59
id-System-GNB-CU-UP-CounterCheckRequest							ProtocolIE-ID ::= 60
id-DRBs-Subject-To-Counter-Check-List-EUTRAN					ProtocolIE-ID ::= 61
id-DRBs-Subject-To-Counter-Check-List-NG-RAN					ProtocolIE-ID ::= 62
id-PPI															ProtocolIE-ID ::= 63
id-gNB-CU-UP-Capacity											ProtocolIE-ID ::= 64
id-GNB-CU-UP-OverloadInformation								ProtocolIE-ID ::= 65
id-UEDLMaximumIntegrityProtectedDataRate						ProtocolIE-ID ::= 66
id-PDU-Session-To-Notify-List									ProtocolIE-ID ::= 67
id-PDU-Session-Resource-Data-Usage-List							ProtocolIE-ID ::= 68
id-SNSSAI														ProtocolIE-ID ::= 69
id-DataDiscardRequired											ProtocolIE-ID ::= 70
id-OldQoSFlowMap-ULendmarkerexpected							ProtocolIE-ID ::= 71
id-DRB-QoS														ProtocolIE-ID ::= 72
id-GNB-CU-UP-TNLA-To-Remove-List								ProtocolIE-ID ::= 73
id-endpoint-IP-Address-and-Port									ProtocolIE-ID ::= 74
id-TNLAssociationTransportLayerAddressgNBCUUP					ProtocolIE-ID ::= 75
id-RANUEID														ProtocolIE-ID ::= 76
id-GNB-DU-ID													ProtocolIE-ID ::= 77
id-CommonNetworkInstance										ProtocolIE-ID ::= 78
id-NetworkInstance												ProtocolIE-ID ::= 79
id-QoSFlowMappingIndication										ProtocolIE-ID ::= 80
id-TraceActivation												ProtocolIE-ID ::= 81
id-TraceID														ProtocolIE-ID ::= 82
id-SubscriberProfileIDforRFP									ProtocolIE-ID ::= 83
id-AdditionalRRMPriorityIndex									ProtocolIE-ID ::= 84
id-RetainabilityMeasurementsInfo								ProtocolIE-ID ::= 85
id-Transport-Layer-Address-Info									ProtocolIE-ID ::= 86
id-RedundantCommonNetworkInstance								ProtocolIE-ID ::= xx
id-redundant-nG-UL-UP-TNL-Information							ProtocolIE-ID ::= xx
id-redundant-nG-DL-UP-TNL-Information							ProtocolIE-ID ::= xx
id-RedundantQosFlowIndicator									ProtocolIE-ID ::= xx
id-TSCTrafficCharacteristics									ProtocolIE-ID ::= xx
id-CNPacketDelayBudgetDownlink									ProtocolIE-ID ::= xx
id-CNPacketDelayBudgetUplink									ProtocolIE-ID ::= xx
id-ExtendedPacketDelayBudget									ProtocolIE-ID ::= xx
id-AdditionalPDCPAdditionalPDCPmultiplicationInformation		ProtocolIE-ID ::= xx
id-Minnum-of-activatedRLC										ProtocolIE-ID ::= xx
id-Maxnum-of-activatedRLC										ProtocolIE-ID ::= xx


END
-- ASN1STOP
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