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----Start of the first change----
[bookmark: _Toc13759166]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
ACL	Access Control List
BBF	Broadband Forum
CCO	Cell Change Order
CDMA	Code Division Multiple Access
//skip the unchanged part
TEID	Tunnel Endpoint Identifier
UE	User Equipment
UE-AMBR	UE-Aggregate Maximum Bitrate
UL	Uplink
UTDOA	Uplink Time Difference of Arrival
V2X	Vehicle-to-Everything
WUS	Wake-Up Signal
----Start of the Next change----
[bookmark: _Toc20953483][bookmark: _Toc29390012]8.7.3	S1 Setup 
[bookmark: _Toc20953484][bookmark: _Toc29390013]8.7.3.1	General
The purpose of the S1 Setup procedure is to exchange application level data needed for the eNB and the MME to correctly interoperate on the S1 interface. This procedure shall be the first S1AP procedure triggered after the TNL association has become operational. The procedure uses non-UE associated signalling.
This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received and clears MME overload state information at the eNB. If the eNB and MME do not agree on retaining the UE Contexts this procedure also re-initialises the E-UTRAN S1AP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do. If the eNB initiating the S1 Setup procedure supports a CSG cell, the procedure shall report the CSG ID(s) of the supported CSGs.
[bookmark: _Toc20953485][bookmark: _Toc29390014]8.7.3.2	Successful Operation


Figure 8.7.3.2-1: S1 Setup procedure: Successful Operation.
The eNB initiates the procedure by sending a S1 SETUP REQUEST message including the appropriate data to the MME. The MME responds with a S1 SETUP RESPONSE message including the appropriate data.
The exchanged data shall be stored in respective node and used for the duration of the TNL association. When this procedure is finished, the S1 interface is operational and other S1 messages can be exchanged.
If the eNB initiating the S1 SETUP procedure supports one (or more) CSG cell(s), the S1 SETUP REQUEST message shall contain the CSG ID(s) of the supported CSG(s).
If the S1 SETUP REQUEST message contains the eNB Name IE the MME may use this IE as a human readable name of the eNB.
If the S1 SETUP RESPONSE message contains the MME Name IE the eNB may use this IE as a human readable name of the MME.
If the MME Relay Support Indicator IE is included in the S1 SETUP RESPONSE message, the eNB shall consider this information when selecting an appropriate MME for the Relay Node.
If the UE Retention Information IE set to “ues-retained“ was included in the S1 SETUP REQUEST message, then the MME may accept the proposal to retain the existing UE related contexts and signalling connections by including the UE Retention Information IE set to “ues-retained“ in the S1 SETUP RESPONSE message.
If the NB-IoT Default Paging DRX IE is included in the S1 SETUP REQUEST message, the MME will take it into account as specified in TS36.300 [14].
If the Connected en-gNB List IE is included in the S1 SETUP REQUEST message, the MME shall take it into account as specified in TS 36.300 [14].
If the S1 SETUP RESPONSE message contains the ServedDCNs IE then the eNB shall, if supported, use it as defined in TS 23.401 [11]..
If the WUS NumPOs IE is included in the S1 SETUP REQUEST message, the MME shall, if supported, take it into account for paging strategy as specified in TS 23.401 [11].
If the NB-IoT WUS NumPOs IE is included in the S1 SETUP REQUEST message, the MME shall, if supported, take it into account for paging strategy as specified in TS 23.401 [11].
[bookmark: _Toc20953486][bookmark: _Toc29390015]8.7.3.3	Unsuccessful Operation


Figure 8.7.3.3-1: S1 Setup procedure: Unsuccessful Operation.
If the MME cannot accept the setup, it should respond with a S1 SETUP FAILURE and appropriate cause value.
If the S1 SETUP FAILURE message includes the Time To Wait IE, the eNB shall wait at least for the indicated time before reinitiating the S1 setup towards the same MME.
[bookmark: _Toc20953487][bookmark: _Toc29390016]8.7.3.4	Abnormal Conditions
If the eNB initiates the procedure by sending a S1 SETUP REQUEST message including the PLMN Identity IEs and none of the PLMNs provided by the eNB is identified by the MME, then the MME shall reject the eNB S1 Setup Request procedure with the appropriate cause value, e.g., “Unknown PLMN”.
[bookmark: _Toc20953488][bookmark: _Toc29390017]8.7.4	eNB Configuration Update 
[bookmark: _Toc20953489][bookmark: _Toc29390018]8.7.4.1	General
The purpose of the eNB Configuration Update procedure is to update application level configuration data needed for the eNB and the MME to interoperate correctly on the S1 interface. This procedure does not affect existing UE-related contexts, if any.
[bookmark: _Toc20953490][bookmark: _Toc29390019]8.7.4.2	Successful Operation


Figure 8.7.4.2-1: ENB Configuration Update procedure: Successful Operation.
The eNB initiates the procedure by sending an ENB CONFIGURATION UPDATE message to the MME including an appropriate set of updated configuration data that it has just taken into operational use. The MME responds with ENB CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If information element(s) is/are not included in the ENB CONFIGURATION UPDATE message, the MME shall interpret that the corresponding configuration data is/are not changed and shall continue to operate the S1 with the existing related configuration data.
If the supported TA(s) is/are to be updated, the whole list of supported TAs, including those that are not to be updated, shall be included in the Supported TAs IE. The MME shall overwrite the whole list of TAs.
If the supported CSG ID(s) is/are to be updated, the whole list of supported CSG IDs, including those that are not to be updated, shall be included in the CSG Id List IE. The MME shall overwrite the whole list of CSG Ids.
If the ENB CONFIGURATION UPDATE message contains the eNB Name IE, the MME may use this IE as a human readable name of the eNB.
If the Default Paging DRX IE is included, the MME shall overwrite any previously stored default paging DRX value for the eNB.
If the NB-IoT Default Paging DRX IE is included in the ENB CONFIGURATION UPDATE message, the MME shall overwrite any previously stored NB-IoT default paging DRX value for the eNB.
If the Connected en-gNB to be Added List IE is included in the ENB CONFIGURATION UPDATE message, the MME shall replace, if applicable, any previously received information for the concerned en-gNBs and take it into account as specified in TS 36.300 [14].
If the Connected en-gNB to be Removed List IE is included in the ENB CONFIGURATION UPDATE message, the MME shall remove any stored information for the concerned en-gNBs.
The updated configuration data shall be stored in both the eNB and the MME and used for the duration of the TNL association or until any further update is triggered by the eNB.
The eNB may initiate a further eNB Configuration Update procedure only after a previous eNB Configuration Update procedure has been completed.
If the WUS NumPOs IE is included in the ENB CONFIGURATION UPDATE message, the MME shall overwrite any previously stored WUS NumPOs value for the eNB.
If the NB-IoT WUS NumPOs IE is included in the ENB CONFIGURATION UPDATE message, the MME shall overwrite any previously stored NB-IoT WUS NumPOs value for the eNB.
----Start of the Next change----
[bookmark: _Toc13759353]8.9	UE Capability Info Indication
[bookmark: _Toc20953514][bookmark: _Toc29390043]8.9.1	General
The purpose of the UE Capability Info Indication procedure is to enable the eNB to provide to the MME UE capability-related information.
[bookmark: _Toc20953515][bookmark: _Toc29390044]8.9.2	Successful Operation


Figure 8.9.2-1: UE Capability Info Indication procedure. Successful operation.
The eNB controlling a UE-associated logical S1-connection initiates the procedure by sending a UE CAPABILITY INFO INDICATION message to the MME including the UE capability information. The UE CAPABILITY INFO INDICATION message may also include paging specific UE capability information within the UE Radio Capability for Paging IE. The UE capability information received by the MME shall replace previously stored corresponding UE capability information in the MME for the UE, as described in TS 23.401 [11]. 
If UE CAPABILITY INFO INDICATION message contains the LTE-M indication IE, the MME shall, if supported, use it according to TS 23.401 [11].
If the UE indicates the support for UE Application Layer Measurement, the eNB shall if supported include the UE Application Layer Measurement Capability IE in the UE CAPABILITY INFO INDICATION message. The MME shall, if supported, store and use thie information when initiating UE Application Layer Measurement.
If UE CAPABILITY INFO INDICATION message contains the WUS Supporting IE, the MME shall, if supported, use it according to TS 23.401 [11].
----Start of the Next change----
[bookmark: _Toc20953660][bookmark: _Toc29390189]9.1.8.4	S1 SETUP REQUEST
This message is sent by the eNB to transfer information for a TNL association.
Direction: eNB  MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.1.37
	
	YES
	reject

	eNB Name
	O
	
	PrintableString(SIZE(1..150,…))
	
	YES
	ignore

	Supported TAs
	
	1..<maxnoofTACs>
	
	Supported TAs in the eNB.
	GLOBAL
	reject

	>TAC
	M
	
	9.2.3.7

	Broadcast TAC.
	-
	

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs.
	-
	

	>>PLMN Identity
	M
	
	9.2.3.8
	
	
	

	>RAT-Type
	O
	
	9.2.1.117
	RAT-Type associated with the TAC of the indicated PLMN(s).
	YES
	reject

	Default Paging DRX
	M
	
	9.2.1.16
	
	YES
	ignore

	CSG Id List
	
	0..1
	
	
	GLOBAL
	reject

	>CSG Id
	
	1 .. <maxnoofCSGIds>
	9.2.1.62
	
	
	

	UE Retention Information
	O
	
	9.2.1.112
	
	YES
	ignore

	NB-IoT Default Paging DRX
	O
	
	9.2.1.114
	
	YES
	ignore

	Connected en-gNB List
	
	<0.. maxnoofConnecteden-gNBs>
	
	
	GLOBAL
	ignore

	>en-gNB ID
	M
	
	9.2.1.37a
	
	
	

	>Supported TAs
	
	1..<maxnoofTACs>
	
	Supported (EPS) TAs in the en-gNB.
	-
	

	>>Configured TAC
	M
	
	TAC
9.2.3.7
	This information is used as specified in TS 36.300 [14].
	-
	

	>>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs.
	-
	

	>>>PLMN Identity
	M
	
	9.2.3.8
	
	
	

	WUS NumPOs
	O
	
	9.2.1.xxx
NumPOs
	
	YES
	ignore

	NB-IoT WUS NumPOs
	O
	
	9.2.1.xxx
NumPOs
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 6.

	maxnoofCSGIds
	Maximum no. of CSG Ids within the CSG Id List. Value is 256.

	maxnoofConnecteden-gNBs
	Maximum no. of en-gNBs connected to the eNB. Value is 256.



----Start of the Next change----
[bookmark: _Toc13759503]9.1.8.7	ENB CONFIGURATION UPDATE
This message is sent by the eNB to transfer updated information for a TNL association.
Direction: eNB  MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	eNB Name
	O
	
	PrintableString(SIZE(1..150,…))
	
	YES
	ignore

	Supported TAs
	
	0..<maxnoofTACs>
	
	Supported TAs in the eNB.
	GLOBAL
	reject

	>TAC
	M
	
	9.2.3.7
	Broadcast TAC.
	-
	

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs.
	-
	

	>>PLMN Identity
	M
	
	9.2.3.8
	
	-
	

	>RAT-Type
	O
	
	9.2.1.117
	RAT Type associated with the TAC of the indicated PLMN(s).
	YES
	reject

	CSG Id List
	
	0..1
	
	
	GLOBAL
	reject

	>CSG Id
	
	1 .. <maxnoofCSGId>
	9.2.1.62
	
	-
	

	Default Paging DRX
	O
	
	9.2.1.16
	
	YES
	ignore

	NB-IoT Default Paging DRX
	O
	
	9.2.1.114
	
	YES
	ignore

	Connected en-gNB To Be Added List
	
	<0.. maxnoofConnecteden-gNBs>
	
	
	GLOBAL
	ignore

	>en-gNB ID
	M
	
	9.2.1.37a
	
	
	

	>Supported TAs
	
	1..<maxnoofTACs>
	
	Supported TAs in the en-gNB.
	-
	

	>>Configured TAC
	M
	
	TAC
9.2.3.7

	
	-
	

	>>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs.
	-
	

	>>>PLMN Identity
	M
	
	9.2.3.8
	
	
	

	Connected en-gNB To Be Removed List
	
	<0.. maxnoofConnecteden-gNBs>
	
	
	GLOBAL
	ignore

	>en-gNB ID
	M
	
	9.2.1.37a
	
	
	

	>Supported TAs
	
	1..<maxnoofTACs>
	
	Supported TAs in the en-gNB.
	-
	

	>>Configured TAC
	M
	
	TAC
9.2.3.7

	
	-
	

	>>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs.
	-
	

	>>>PLMN Identity
	M
	
	9.2.3.8
	
	
	

	WUS NumPOs
	O
	
	9.2.1.xxx
NumPOs
	
	YES
	ignore

	NB-IoT WUS NumPOs
	O
	
	9.2.1.xxx
NumPOs
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 6.

	maxnoofCSGIds
	Maximum no. of CSG Ids within the CSG Id List. Value is 256.

	maxnoofConnecteden-gNBs
	Maximum no. of en-gNBs connected to the eNB. Value is 256.


----Start of the Next change----
[bookmark: _Toc13759514]9.1.10	UE CAPABILITY INFO INDICATION
This message is sent by the eNB to provide UE Radio Capability information to the MME.
Direction: eNB  MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	UE Radio Capability
	M
	
	9.2.1.27
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.2.1.98
	
	YES
	ignore

	UE Application Layer Measurement Capability
	O
	
	BIT STRING (SIZE(8))
	Each bit in the bitmap indicates an UE Application layer measurement capability, refer to TS 25.331[10].

Bit 0 = QoE Measurement for streaming service

Bit 1 = QoE Measurement for MTSI service

Value ‘1’ indicates “Capable” and value ‘0’ indicates “not Capable”.

Unused bits are reserved for future use.
	YES
	ignore

	LTE-M Indication
	O
	
	9.2.1.135
	
	YES
	ignore

	WUS supporting
	O
	
	ENUMERATED (true, ...)
	Indicates whether the UE supports WUS for paging.
	YES
	ignore



----Start of the Next change----
[bookmark: _Toc20953814][bookmark: _Toc29390992][bookmark: _Toc36551729]9.2.1.106	Recommended Cells for Paging
This IE contains the recommended cells for paging.
This IE is transparent to the EPC.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Recommended Cell List
	
	1
	
	

	>Recommended Cell Item IEs
	
	1 .. <maxnoofRecommendedCells>
	
	Includes visited and non-visited cells, where visited cells are listed in the order the UE visited them with the most recent cell being the first in the list. Non-visited cells are included immediately after the visited cell they are associated with.

	>>E-UTRAN CGI
	M
	
	9.2.1.38
	

	>>Time Stayed in Cell 
	O
	
	INTEGER (0..4095)
	This is included for visited cells and indicates the time a UE stayed in a cell in seconds. If the UE stays in a cell more than 4095 seconds, this IE is set to 4095. 



	Range bound
	Explanation

	maxnoofRecommendedCells
	Maximum no. of recommended Cells, the maximum value is 16.


----Start of the Next change----
9.2.1.xxx	NumPOs
This IE is used to indicate the number of onsecutive Paging Occasions (PO) mapped to one WUS, applicable to UEs configured to use extended DRX, see TS 36.304 [20]
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NumPOs
	M
	
	ENUMERATED(n1, n2, n4, …)
	Value n1 corresponds to 1 PO, value n2 corresponds to 2 POs and so on.





----Start of the Next change----
[bookmark: _Toc13759756]9.3.3	PDU Definitions
-- **************************************************************
--
-- PDU definitions for S1AP.
--
-- **************************************************************

S1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	
	UEAggregateMaximumBitrate,
	BearerType,
//skip the unchanged part
	LTE-M-Indication,
[bookmark: _Hlk511819198]	AerialUEsubscriptionInformation,
	PendingDataIndication,
	WarningAreaCoordinates,
	Subscription-Based-UE-DifferentiationInfo,
	PSCellInformation,
	NR-CGI,
	ConnectedengNBList,
	EN-DCSONConfigurationTransfer,
	TimeSinceSecondaryNodeRelease,
	NumPOs,
	WUS-Supporting




FROM S1AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
//skip the unchanged part
	id-LTE-M-Indication,
	id-PendingDataIndication,
	id-WarningAreaCoordinates,
	id-Subscription-Based-UE-DifferentiationInfo,
	id-PSCellInformation,
	id-ConnectedengNBList,
	id-ConnectedengNBToAddList,
	id-ConnectedengNBToRemoveList,
	id-EN-DCSONConfigurationTransfer-ECT,
	id-EN-DCSONConfigurationTransfer-MCT,
	id-TimeSinceSecondaryNodeRelease,
	id-WUS-NumPOs,
	id-NB-IoT-WUS-NumPOs,
	id-WUS-Supporting



FROM S1AP-Constants;

-- **************************************************************
--
-- Common Container Lists
--
-- **************************************************************

E-RAB-IE-ContainerList			{ S1AP-PROTOCOL-IES      : IEsSetParam }	::= ProtocolIE-ContainerList     { 1, maxnoofE-RABs,   {IEsSetParam} }
E-RAB-IE-ContainerPairList		{ S1AP-PROTOCOL-IES-PAIR : IEsSetParam }	::= ProtocolIE-ContainerPairList { 1, maxnoofE-RABs,   {IEsSetParam} }
ProtocolError-IE-ContainerList	{ S1AP-PROTOCOL-IES      : IEsSetParam }	::= ProtocolIE-ContainerList     { 1, maxnoofE-RABs,   {IEsSetParam} }
//skip the unchanged part
-- **************************************************************
--
-- S1 SETUP ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- S1 Setup Request
--
-- **************************************************************

S1SetupRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {S1SetupRequestIEs} },
	...
}

S1SetupRequestIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-Global-ENB-ID				CRITICALITY reject	TYPE Global-ENB-ID				PRESENCE mandatory}|
	{ ID id-eNBname						CRITICALITY ignore	TYPE ENBname					PRESENCE optional}|
	{ ID id-SupportedTAs				CRITICALITY reject	TYPE SupportedTAs				PRESENCE mandatory}|
	{ ID id-DefaultPagingDRX			CRITICALITY ignore	TYPE PagingDRX					PRESENCE mandatory}|
	{ ID id-CSG-IdList					CRITICALITY reject	TYPE CSG-IdList					PRESENCE optional}|
	{ ID id-UE-RetentionInformation		CRITICALITY ignore	TYPE UE-RetentionInformation	PRESENCE optional}|
	{ ID id-NB-IoT-DefaultPagingDRX		CRITICALITY ignore	TYPE NB-IoT-DefaultPagingDRX	PRESENCE optional}|
	{ ID id-ConnectedengNBList			CRITICALITY ignore	TYPE ConnectedengNBList			PRESENCE optional}|
	{ ID id-WUS-NumPOs					CRITICALITY ignore	TYPE NumPOs						PRESENCE optional}|
	{ ID id-NB-IoT-WUS-NumPOs			CRITICALITY ignore	TYPE NumPOs						PRESENCE optional},
	...
}

//skip the unchanged part
-- **************************************************************
--
-- ENB CONFIGURATION UPDATE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- eNB Configuration Update 
--
-- **************************************************************

ENBConfigurationUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {ENBConfigurationUpdateIEs} },
	...
}

ENBConfigurationUpdateIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-eNBname						CRITICALITY ignore	TYPE ENBname					PRESENCE optional}|
	{ ID id-SupportedTAs				CRITICALITY reject	TYPE SupportedTAs				PRESENCE optional}|
	{ ID id-CSG-IdList					CRITICALITY reject	TYPE CSG-IdList					PRESENCE optional}|
	{ ID id-DefaultPagingDRX			CRITICALITY ignore	TYPE PagingDRX					PRESENCE optional}|
	{ ID id-NB-IoT-DefaultPagingDRX		CRITICALITY ignore	TYPE NB-IoT-DefaultPagingDRX	PRESENCE optional}|
	{ ID id-ConnectedengNBToAddList		CRITICALITY ignore	TYPE ConnectedengNBList			PRESENCE optional}|
	{ ID id-ConnectedengNBToRemoveList	CRITICALITY ignore	TYPE ConnectedengNBList			PRESENCE optional}|
	{ ID id-WUS-NumPOs					CRITICALITY ignore	TYPE NumPOs						PRESENCE optional}|
	{ ID id-NB-IoT-WUS-NumPOs			CRITICALITY ignore	TYPE NumPOs						PRESENCE optional},
	...
}
//skip the unchanged part
-- **************************************************************
--
-- UE CAPABILITY INFO INDICATION ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- UE Capability Info Indication
--
-- **************************************************************

UECapabilityInfoIndication ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { UECapabilityInfoIndicationIEs} },
	...
}

UECapabilityInfoIndicationIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-MME-UE-S1AP-ID				CRITICALITY reject	TYPE MME-UE-S1AP-ID					PRESENCE mandatory}|
	{ ID id-eNB-UE-S1AP-ID				CRITICALITY reject	TYPE ENB-UE-S1AP-ID					PRESENCE mandatory}|
	{ ID id-UERadioCapability			CRITICALITY ignore	TYPE UERadioCapability				PRESENCE mandatory}|
	{ ID id-UERadioCapabilityForPaging	CRITICALITY ignore	TYPE UERadioCapabilityForPaging		PRESENCE optional}|
	{ ID id-UE-Application-Layer-Measurement-Capability		CRITICALITY ignore	TYPE UE-Application-Layer-Measurement-Capability							PRESENCE optional}|
	{ ID id-LTE-M-Indication				CRITICALITY ignore	TYPE LTE-M-Indication				PRESENCE optional}|
	{ ID id-WUS-Supporting					CRITICALITY ignore	TYPE WUS-Supporting					PRESENCE optional},
	...
}
----Start of the Next Change----
[bookmark: _Toc13759757]9.3.4	Information Element Definitions
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

S1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-E-RABInformationListItem,
	id-E-RABItem,
	id-Bearers-SubjectToStatusTransfer-Item,
	id-Time-Synchronisation-Info,
//skip the unchanged part
-- N

NAS-PDU ::=  OCTET STRING

NASSecurityParametersfromE-UTRAN ::= OCTET STRING

NASSecurityParameterstoE-UTRAN ::= OCTET STRING

NB-IoT-DefaultPagingDRX ::= ENUMERATED {
	v128,
	v256,
	v512,
	v1024,
	...
	}

NB-IoT-Paging-eDRXInformation ::= SEQUENCE { 
	nB-IoT-paging-eDRX-Cycle		NB-IoT-Paging-eDRX-Cycle,
	nB-IoT-pagingTimeWindow			NB-IoT-PagingTimeWindow			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { NB-IoT-Paging-eDRXInformation-ExtIEs} } OPTIONAL,
	...
}

NB-IoT-Paging-eDRXInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

NB-IoT-Paging-eDRX-Cycle ::= ENUMERATED{hf2, hf4, hf6, hf8, hf10, hf12, hf14, hf16, hf32, hf64, hf128, hf256, hf512, hf1024, ...}

NB-IoT-PagingTimeWindow ::= ENUMERATED{s1, s2, s3, s4, s5, s6, s7, s8, s9, s10, s11, s12, s13, s14, s15, s16, ...}

NB-IoT-UEIdentityIndexValue ::= BIT STRING (SIZE (12))

NextPagingAreaScope ::= ENUMERATED {
	same,
	changed,
	...
}


NRCellIdentity ::= BIT STRING (SIZE(36))

NR-CGI ::= SEQUENCE {
	pLMNIdentity		PLMNidentity,
	nRCellIdentity		NRCellIdentity,
	iE-Extensions		ProtocolExtensionContainer { {NR-CGI-ExtIEs} } OPTIONAL,
	...
}

NR-CGI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}


NRencryptionAlgorithms ::= BIT STRING (SIZE (16,...))
NRintegrityProtectionAlgorithms ::= BIT STRING (SIZE (16,...))

NRrestrictioninEPSasSecondaryRAT ::= ENUMERATED {
	nRrestrictedinEPSasSecondaryRAT,
	...
}

NRrestrictionin5GS ::= ENUMERATED {
	nRrestrictedin5GS,
	...
}

NRUESecurityCapabilities ::= SEQUENCE {
	nRencryptionAlgorithms				NRencryptionAlgorithms,
	nRintegrityProtectionAlgorithms		NRintegrityProtectionAlgorithms,
	iE-Extensions						ProtocolExtensionContainer { { NRUESecurityCapabilities-ExtIEs} }	OPTIONAL,
...
}

NRUESecurityCapabilities-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

NumberofBroadcastRequest ::= INTEGER (0..65535)

NumberOfBroadcasts ::= INTEGER (0..65535)

NumPOs ::= ENUMERATED{n1, n2, n4, ...}

-- O
OldBSS-ToNewBSS-Information		::= OCTET STRING
-- This is a dummy IE used only as a reference to the actual definition in relevant specification.

//skip the unchanged part
-- W

WarningAreaCoordinates ::= OCTET STRING (SIZE(1..1024))

WarningAreaList ::= CHOICE {
	cellIDList						ECGIList,
	trackingAreaListforWarning		TAIListforWarning,
	emergencyAreaIDList				EmergencyAreaIDList,
	...
}


WarningType ::= OCTET STRING (SIZE (2))

WarningSecurityInfo ::= OCTET STRING (SIZE (50))


WarningMessageContents ::= OCTET STRING (SIZE(1..9600))

WLANMeasurementConfiguration ::= SEQUENCE {
	wlanMeasConfig             WLANMeasConfig,
	wlanMeasConfigNameList		WLANMeasConfigNameList            OPTIONAL,
	wlan-rssi                  ENUMERATED {true, ...}            OPTIONAL,
	wlan-rtt                   ENUMERATED {true, ...}            OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { WLANMeasurementConfiguration-ExtIEs } } OPTIONAL,
	...
}

WLANMeasurementConfiguration-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

WLANMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofWLANName)) OF WLANName

WLANMeasConfig::= ENUMERATED {setup,...}

WLANName ::= OCTET STRING (SIZE (1..32))   

WUS-Supporting ::= ENUMERATED{true, ...}

-- X


X2TNLConfigurationInfo ::= SEQUENCE {
	eNBX2TransportLayerAddresses	ENBX2TLAs,
	iE-Extensions					ProtocolExtensionContainer { { X2TNLConfigurationInfo-ExtIEs} } OPTIONAL,
	...
}
----Start of the Next Change----
[bookmark: _Toc13759759]9.3.6	Constant Definitions
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

S1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	ProcedureCode,
	ProtocolIE-ID

FROM S1AP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-HandoverPreparation						ProcedureCode ::= 0
id-HandoverResourceAllocation				ProcedureCode ::= 1
id-HandoverNotification						ProcedureCode ::= 2
id-PathSwitchRequest						ProcedureCode ::= 3
id-HandoverCancel							ProcedureCode ::= 4
id-E-RABSetup								ProcedureCode ::= 5
id-E-RABModify								ProcedureCode ::= 6
//skip the unchanged part
id-ConnectedengNBToRemoveList						ProtocolIE-ID ::= 293
id-EN-DCSONConfigurationTransfer-ECT				ProtocolIE-ID ::= 294
id-EN-DCSONConfigurationTransfer-MCT				ProtocolIE-ID ::= 295
id-IMSvoiceEPSfallbackfrom5G						ProtocolIE-ID ::= 296
id-TimeSinceSecondaryNodeRelease					ProtocolIE-ID ::= 297
[bookmark: _GoBack]id-RequestTypeAdditionalInfo						ProtocolIE-ID ::= 298
id-WUS-NumPOs										ProtocolIE-ID ::= aaa
id-NB-IoT-WUS-NumPOs								ProtocolIE-ID ::= bbb
id-WUS-Supporting									ProtocolIE-ID ::= ccc

END
----End of the changes----
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