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Skip Unchanged part
9.1.2.34
EN-DC CONFIGURATION UPDATE

This message is sent by an initiating node to a peer neighbouring node, both nodes able to interact for EN-DC, to transfer updated information for a TNL association.

Direction: eNB ( en-gNB, en-gNB ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	CHOICE Initiating NodeType
	M
	
	
	
	
	

	>eNB
	
	
	
	
	
	

	>>Cell Assistance Information
	O
	
	9.2.115
	
	YES
	ignore

	>>Served E-UTRA Cells To Add
	
	0 .. <maxCellineNB>
	
	
	GLOBAL
	reject

	>>>Served E-UTRA Cell Information
	M
	
	Served Cell Information 9.2.8
	
	–
	

	>>>NR Neighbour Information
	O
	
	9.2.98
	NR neighbours


	YES
	ignore

	>>Served E-UTRA Cells To Modify
	
	0 .. <maxCellineNB>
	
	Complete list of modified cells served by the eNB
	GLOBAL
	reject

	>>>Old ECGI
	M
	
	ECGI

9.2.14
	Old E-UTRAN Cell Global Identifier
	–
	

	>>>Served E-UTRA Cell Information
	M
	
	Served Cell Information 9.2.8
	
	–
	

	>>>NR Neighbour Information
	O
	
	9.2.98
	NR neighbours


	YES
	ignore

	>>Served E-UTRA Cells To Delete
	
	0 .. <maxCellineNB>
	
	Complete list of deleted cells served by the eNB
	GLOBAL
	reject

	>>>Old ECGI
	M
	
	ECGI

9.2.14
	Old E-UTRAN Cell Global Identifier of the cell to be deleted
	-
	

	>en-gNB
	
	
	
	
	
	

	>>Served NR Cells To Add
	
	0 .. <maxCellinengNB>
	
	
	GLOBAL
	reject

	>>>Served NR Cell Information
	M
	
	9.2.110
	
	–
	

	>>>NR Neighbour Information
	O
	
	9.2.98
	NR neighbours


	YES
	ignore

	>>Served NR Cells To Modify
	
	0 .. <maxCellinengNB>
	
	
	GLOBAL
	reject

	>>>Old NR-CGI
	M
	
	NR CGI

9.2.111
	
	-
	

	>>>Served NR Cell Information
	M
	
	9.2.110
	
	–
	

	>>>NR Deactivation Indication
	O
	
	ENUMERATED(deactivated,

…)
	Indicates that the concerned NR cell is switched off for energy saving reasons.
If this IE is not included, indicates that the concerned cell is activated.
	YES
	ignore

	>>>NR Neighbour Information
	O
	
	9.2.98
	NR neighbours


	YES
	ignore

	>>Served NR Cells To Delete
	
	0 .. <maxCellinengNB>
	
	
	GLOBAL
	reject

	>>>Old NR-CGI
	M
	
	NR CGI

9.2.111
	
	-
	

	Interface Instance Indication
	O
	
	9.2.143
	
	YES
	reject

	TNL Transport Layer Address info
	O
	
	9.2.149
	
	YES
	ignore

	TNLA To Add List 
	
	0..1
	
	
	YES
	ignore

	>TNLA To Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	-
	-

	>>TNLA Transport Layer Information
	M
	
	9.2.150
	CP Transport Layer Information of the en-gNB
	-
	-

	>>TNLA Usage
	M
	
	9.2.151
	
	-
	-

	TNLA To Update List 
	
	0..1
	
	
	YES
	ignore

	>TNLA To Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	-
	-

	>>TNLA Transport Layer Information
	M
	
	9.2.150
	CP Transport Layer Information of the en-gNB
	-
	-

	>>TNLA Usage
	O
	
	9.2.151
	
	-
	-

	TNLA To Remove List 
	
	0..1
	
	
	YES
	ignore

	>TNLA To Remove Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	-
	-

	>>TNLA Transport Layer Information
	M
	
	9.2.150
	CP Transport Layer Information of the en-gNB
	-
	-


9.3.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Skip Unchanged part
-- **************************************************************

--

-- EN-DC CONFIGURATION UPDATE

--

-- **************************************************************

ENDCConfigurationUpdate ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ENDCConfigurationUpdate-IEs}},


...

}

ENDCConfigurationUpdate-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-InitiatingNodeType-EndcConfigUpdate


CRITICALITY reject
TYPE InitiatingNodeType-EndcConfigUpdate


PRESENCE mandatory}|


{ ID id-InterfaceInstanceIndication




CRITICALITY reject 
TYPE InterfaceInstanceIndication





PRESENCE optional}|


{ ID id-TNLConfigurationInfo





CRITICALITY ignore
TYPE TNLConfigurationInfo







PRESENCE optional
}|


{ ID id-TNLA-To-Add-List







CRITICALITY ignore
TYPE TNLA-To-Add-List









PRESENCE optional }|


{ ID id-TNLA-To-Remove-List






CRITICALITY ignore
TYPE TNLA-To-Remove-List








PRESENCE optional }|


{ ID id-TNLA-To-Update-List






CRITICALITY ignore
TYPE TNLA-To-Update-List








PRESENCE optional },


...

}

