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1. Introduction
This paper contains the TP for LTE_feMob-Core BL CR for TS 36.413 as discussed in [1].
[bookmark: _Toc423019950][bookmark: _Toc423020279][bookmark: _Toc423020296]2. Reference
 [1] R3-201873	(TP for NR_Mob_enh BL CR for TS 38.413): Left issues for DAPS handover
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[bookmark: _Toc5691800]8.4.x	Handover Success
[bookmark: _Toc5691801]8.4.x.1	General
The Handover Success procedure is used during a DAPS Handover, to inform the source eNB that the UE has successfully accessed the target eNB.
The procedure uses UE-associated signalling.
[bookmark: _Toc5691802]8.4.x.2	Successful Operation



Figure 8.4.x.2-1: Handover Success, successful operation

[bookmark: _Hlk34124824]The MME initiates the procedure by sending the HANDOVER SUCCESS message to the source eNB.

[bookmark: _Toc5691803]8.4.x.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc5691804]8.4.x.4	Abnormal Conditions
If the HANDOVER SUCCESS message refers to a context that does not exist, the source eNB shall ignore the message.
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9.2.1.y	DAPS Response Information
The DAPS Response Indicator IE indicates that the per E-RAB response to a requested DAPS Handover.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DAPS Response Information List
	
	
	
	

	>DAPS Response Information Item
	
	1 .. <maxnoof E-RABs>
	
	

	>>E-RAB ID
	M
	
	9.2.1.2
	

	>>DAPS Response Indicator
	M
	
	ENUMERATED (DAPS HO accepted, fallback to legacy HO, fallback to rel14 MBB, …)
	Indicates if the DAPS Handover is accepted






	Next change
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9.3.4	Information Element Definitions
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

S1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-E-RABInformationListItem,
	id-E-RABItem,
	id-Bearers-SubjectToStatusTransfer-Item,
	id-Time-Synchronisation-Info,
	id-x2TNLConfigurationInfo,
	id-eNBX2ExtendedTransportLayerAddresses,
	id-MDTConfiguration,
	id-Time-UE-StayedInCell-EnhancedGranularity,
	id-HO-Cause,
	id-M3Configuration,
	id-M4Configuration,
	id-M5Configuration,
	id-MDT-Location-Info,
	id-SignallingBasedMDTPLMNList,
	id-MobilityInformation,
	id-ULCOUNTValueExtended,
	id-DLCOUNTValueExtended,
	id-ReceiveStatusOfULPDCPSDUsExtended,
	id-eNBIndirectX2TransportLayerAddresses,
	id-Muting-Availability-Indication,
	id-Muting-Pattern-Information,
	id-NRrestrictioninEPSasSecondaryRAT,
	id-NRrestrictionin5GS,
	id-Synchronisation-Information,
	id-uE-HistoryInformationFromTheUE,
	id-LoggedMBSFNMDT,
	id-SON-Information-Report,
	id-RecommendedCellItem,
	id-RecommendedENBItem,
	id-ProSeUEtoNetworkRelaying,
	id-ULCOUNTValuePDCP-SNlength18,
	id-DLCOUNTValuePDCP-SNlength18,
	id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,
	id-M6Configuration,
	id-M7Configuration,
	id-RAT-Type,
	id-extended-e-RAB-MaximumBitrateDL,
	id-extended-e-RAB-MaximumBitrateUL,
	id-extended-e-RAB-GuaranteedBitrateDL,
	id-extended-e-RAB-GuaranteedBitrateUL,
	id-extended-uEaggregateMaximumBitRateDL,
	id-extended-uEaggregateMaximumBitRateUL,
	id-SecondaryRATDataUsageReportItem,
	id-E-RABUsageReportItem,
	id-UEAppLayerMeasConfig,
	id-serviceType,
	id-UnlicensedSpectrumRestriction, 
	id-CNTypeRestrictions,
	id-DownlinkPacketLossRate,
	id-UplinkPacketLossRate,
	id-BluetoothMeasurementConfiguration,
	id-WLANMeasurementConfiguration,
	id-LastNG-RANPLMNIdentity,
	id-PSCellInformation,
	id-IMSvoiceEPSfallbackfrom5G,
	id-RequestTypeAdditionalInfo,
	id-DAPSInfo,
	id-DAPSResponseInformation-List,
	maxnoofCSGs,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofPLMNsPerMME,
	maxnoofTACs,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofForbLACs,
	maxnoofForbTACs,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellID,
	maxnoofDCNs,
	maxnoofEmergencyAreaID,
	maxnoofTAIforWarning,
	maxnoofCellinTAI,
	maxnoofCellinEAI,
	maxnoofeNBX2TLAs,
	maxnoofeNBX2ExtTLAs,
	maxnoofeNBX2GTPTLAs,
	maxnoofRATs,
	maxnoofGroupIDs,
	maxnoofMMECs,
	maxnoofTAforMDT,
	maxnoofCellIDforMDT,
	maxnoofMDTPLMNs,
	maxnoofCellsforRestart,
	maxnoofRestartTAIs,
	maxnoofRestartEmergencyAreaIDs,
	maxnoofMBSFNAreaMDT,
	maxEARFCN,
	maxnoofCellsineNB,
	maxnoofRecommendedCells,
	maxnoofRecommendedENBs,
	maxnooftimeperiods,
	maxnoofCellIDforQMC,
	maxnoofTAforQMC,
	maxnoofPLMNforQMC,
	maxnoofBluetoothName,
	maxnoofWLANName,
	maxnoofConnectedengNBs




FROM S1AP-Constants


//////////////////////////////////////////////////////////////////////// unchange skipped ///////////////////////////////////////////////////////////////////////
-- D

DataCodingScheme ::= BIT STRING (SIZE (8))

DAPSInfo ::= SEQUENCE {
	DAPSIndicator				ENUMERATED {DAPS-HO-required, ...},
	iE-Extensions				ProtocolExtensionContainer { {DAPSInfo-ExtIEs} } OPTIONAL,
	...
}

DAPSInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}











DAPSResponseInformation-List	::= SEQUENCE (SIZE (1..maxnoofE-RABs)) OF DAPSResponseInformation–Item

DAPSResponseInformation-Item	::= SEQUENCE {
	e-RAB-ID					E-RAB-ID,
	dapsresponseindicator	ENUMERATED {dapshoaccepted, fallback-to-legacy-HO,fallback-to-rel14-MBB,...},
	iE-Extension				ProtocolExtensionContainer { { DAPSResponseInformation-Item-ExtIEs } }	OPTIONAL,
	...
}



DAPSResponseInformation-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}


///////////////////////////////////////////////////////////////////////unchange skiped /////////////////////////////////////////////////////////////////////

-- T

TAC ::= OCTET STRING (SIZE (2))

TAIBasedMDT ::= SEQUENCE {
	tAIListforMDT			TAIListforMDT,
	iE-Extensions			ProtocolExtensionContainer { {TAIBasedMDT-ExtIEs} } OPTIONAL,
	...
}

TAIBasedMDT-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

TAIListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF TAI

TAIListforWarning ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI

TAI ::= SEQUENCE {
	pLMNidentity			PLMNidentity,
	tAC						TAC,
	iE-Extensions			ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL,
	...
}

TAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

TAI-Broadcast ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI-Broadcast-Item

TAI-Broadcast-Item ::= SEQUENCE {
	tAI					TAI,
	completedCellinTAI	CompletedCellinTAI,
	iE-Extensions		ProtocolExtensionContainer { {TAI-Broadcast-Item-ExtIEs} } OPTIONAL,
	...
}

TAI-Broadcast-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

TAI-Cancelled ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI-Cancelled-Item

TAI-Cancelled-Item ::= SEQUENCE {
	tAI					TAI,
	cancelledCellinTAI	CancelledCellinTAI,
	iE-Extensions		ProtocolExtensionContainer { {TAI-Cancelled-Item-ExtIEs} } OPTIONAL,
	...
}

TAI-Cancelled-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

TABasedMDT ::= SEQUENCE {
	tAListforMDT		TAListforMDT,
	iE-Extensions		ProtocolExtensionContainer { {TABasedMDT-ExtIEs} } OPTIONAL,
	...
}

TABasedMDT-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

TAListforMDT ::= SEQUENCE (SIZE(1..maxnoofTAforMDT)) OF TAC

TABasedQMC ::= SEQUENCE {
	tAListforQMC		TAListforQMC,
	iE-Extensions		ProtocolExtensionContainer { {TABasedQMC-ExtIEs} } OPTIONAL,
	...
}

TABasedQMC-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

TAListforQMC ::= SEQUENCE (SIZE(1..maxnoofTAforQMC)) OF TAC

TAIBasedQMC ::= SEQUENCE {
	tAIListforQMC		TAIListforQMC,
	iE-Extensions		ProtocolExtensionContainer { {TAIBasedQMC-ExtIEs} } OPTIONAL,
	...
}

TAIBasedQMC-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

TAIListforQMC ::= SEQUENCE (SIZE(1..maxnoofTAforQMC)) OF TAI

CompletedCellinTAI ::= SEQUENCE (SIZE(1..maxnoofCellinTAI)) OF CompletedCellinTAI-Item

CompletedCellinTAI-Item ::= SEQUENCE{
	eCGI				EUTRAN-CGI,
	iE-Extensions		ProtocolExtensionContainer { {CompletedCellinTAI-Item-ExtIEs} } OPTIONAL,
	...
}

CompletedCellinTAI-Item-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

TBCD-STRING ::= OCTET STRING (SIZE (3))

TargetID ::= CHOICE {
	targeteNB-ID		TargeteNB-ID,
	targetRNC-ID		TargetRNC-ID,
	cGI					CGI,
	...,
	targetgNgRanNode-ID		TargetNgRanNode-ID
}

TargeteNB-ID ::= SEQUENCE {
	global-ENB-ID		Global-ENB-ID,
	selected-TAI		TAI,
	iE-Extensions		ProtocolExtensionContainer { {TargeteNB-ID-ExtIEs} } OPTIONAL,
	...
}

TargeteNB-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

TargetRNC-ID ::= SEQUENCE {
	lAI					LAI,
	rAC					RAC 		OPTIONAL,
	rNC-ID				RNC-ID,
	extendedRNC-ID		ExtendedRNC-ID		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {TargetRNC-ID-ExtIEs} } OPTIONAL,
	...
	}


TargetRNC-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

TargetNgRanNode-ID ::= SEQUENCE {
	global-RAN-NODE-ID		Global-RAN-NODE-ID,
	selected-TAI		FiveGSTAI,
	iE-Extensions		ProtocolExtensionContainer { { TargetNgRanNode-ID-ExtIEs} } OPTIONAL,
	...
}

TargetNgRanNode-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

Global-RAN-NODE-ID::= CHOICE {
	gNB		GNB,
	ng-eNB		NG-eNB,
	...
}

GNB ::= SEQUENCE {
	global-gNB-ID		Global-GNB-ID,
	iE-Extensions		ProtocolExtensionContainer { {GNB-ExtIEs} } OPTIONAL,
	...
}

GNB-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

Global-GNB-ID ::= SEQUENCE {
	pLMN-Identity		PLMNidentity,
	gNB-ID				GNB-Identity,
	iE-Extensions		ProtocolExtensionContainer { { Global-GNB-ID-ExtIEs} } OPTIONAL,
	...
}

Global-GNB-ID-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-Identity ::= CHOICE {
	gNB-ID		GNB-ID,
	...
}

NG-eNB ::= SEQUENCE {
	global-ng-eNB-ID		Global-ENB-ID,
	iE-Extensions		ProtocolExtensionContainer { { NG-eNB-ExtIEs} } OPTIONAL,
	...
}

NG-eNB-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

GNB-ID ::= BIT STRING (SIZE(22..32))

TargeteNB-ToSourceeNB-TransparentContainer		::= SEQUENCE {
	rRC-Container		RRC-Container,
	iE-Extensions		ProtocolExtensionContainer { {TargeteNB-ToSourceeNB-TransparentContainer-ExtIEs} } OPTIONAL,
	...
}

TargeteNB-ToSourceeNB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DAPSResponseInformation-List						CRITICALITY reject	EXTENSION DAPSResponseInformation-List	PRESENCE optional},
	...
}



///////////////////////////////////////////////////////////////////////unchange skiped /////////////////////////////////////////////////////////////////////

-- U

/////////////////////////////////////////////////////////////// unchange skiped ////////////////////////////////////////////////////////////////////
id-EDT-Session										ProtocolIE-ID ::= 281
id-CNTypeRestrictions								ProtocolIE-ID ::= 282
id-PendingDataIndication							ProtocolIE-ID ::= 283
id-BluetoothMeasurementConfiguration				ProtocolIE-ID ::= 284
id-WLANMeasurementConfiguration						ProtocolIE-ID ::= 285
id-WarningAreaCoordinates							ProtocolIE-ID ::= 286
id-NRrestrictionin5GS								ProtocolIE-ID ::= 287
id-PSCellInformation								ProtocolIE-ID ::= 288
id-LastNG-RANPLMNIdentity							ProtocolIE-ID ::= 290
id-ConnectedengNBList								ProtocolIE-ID ::= 291
id-ConnectedengNBToAddList							ProtocolIE-ID ::= 292
id-ConnectedengNBToRemoveList						ProtocolIE-ID ::= 293
id-EN-DCSONConfigurationTransfer-ECT				ProtocolIE-ID ::= 294
id-EN-DCSONConfigurationTransfer-MCT				ProtocolIE-ID ::= 295
id-IMSvoiceEPSfallbackfrom5G						ProtocolIE-ID ::= 296
id-TimeSinceSecondaryNodeRelease					ProtocolIE-ID ::= 297
id-RequestTypeAdditionalInfo						ProtocolIE-ID ::= 298
id-DAPSInfo											ProtocolIE-ID ::= XXX
id-DAPSResponseInformation-List						ProtocolIE-ID ::= YYY

END

	End of changes
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