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Introduction

In this paper, we provide further analysis on the left open issues of NG interface for NPN. 
Discussion
the CAG List from NG-RAN node to 5GC
According to R3-201167, the summary of email discussion on NPN NG configuration, the below question was raised and no convergence reached in last e-meeting.
Question 1: do we need to send the CAG List from NG-RAN node to 5GC (per NG-RAN node or per NG-RAN node/TAI)? 

	Company
	answer
	Detailed answer

	Nokia
	Yes
	We think that this is quite useful to limit the signaling over the NG interface.

Indeed, the AMF is aware of the Allowed PNI-NPN List for the UE. Let us take an example: 

The UE is allowed CAG1, CAG2,

At the time of paging the registration area comprises 20 NG-RAN nodes,

Among these 20 NG-RAN nodes only 15 have cells supporting CAG1 or CAG2.

If the AMF is made aware in the NG SETUP REQUEST of the CAG support of the NG-RAN nodes it can save 5 NG Paging messages.

The example above is of course to be multiplied by the number of UEs (N) and number of occurrences of paging for the UE. It can immediately be seen that this number is very large. 



	ZTE
	Yes
	Similar view as NN, it is beneficial to let the AMF knows the CAG list supported by the NG-RAN node.

	LG
	No
	There is no need to send the CAG list from the NG-RAN to 5GC by using NG setup procedure. For the NG paging, the RAN3 already agreed that the allowed CAG list is included into the NG Paging message. Based on this information, the NG-RAN can decide whether to page the UE.

	Huawei
	Yes
	Agree to Nokia that it is useful for paging optimization, but as we explained for Question 3, CAG List per cell from NG-RAN node to 5GC is needed.

	CATT
	No
	CAG List per cell is used for access control which could be included in initial UE message.For paging,we don't think it is critical to reduce the paging message in NG interface.

	Samsung
	No
	

	Qualcomm
	No
	This is not essential functionality and could be considered in a later release if there is enough justification based on deployments. Note that if specific CAG(s) are mostly supported in a TA, then the reduction is minor if any. If CAGs and TAs are highly uncorrelated, then likely there will also be a mix of non-CAG cells in eNBs/TAs, in which case there is no saving.

	NEC
	No
	

	Deutsche Telekom
	Yes
	Similar view as Huawei. 

	Ericsson
	No
	Same view as Qualcomm, this would be only beneficial for CAG-only UEs. And even then the TA list of such UEs would be very limited, I suppose. Let’s consider this in a later release, if at all.


On our understanding, the CAG List sent from NG-RAN node to 5GC has the following benefits:

- It can help AMF acknowledge the CAG list supported by the NG-RAN node, which can be used for node-level paging optimization,  for those UEs under the CAG which is not supported by the NG-RAN node, the AMF just not sends the paging messages towards such NG-RAN node.

- There is no need to let the AMF knows the cell level CAG ID supported list for paging optimization, usually, the cell-level paging optimization is performed at the NG-RAN node, rather than AMF.
Proposal 1: Sending CAG ID list from NG-RAN per node to 5GC via NG SETUP REQUEST message and RAN CONFIGURATION UPDATE message.  

The length of NID
CT4 has approved to reduce size of NID to 44 bits, the corresponding CR is C4-200337.

The NID can be assigned using the following assignment models:

a)
Self-assignment: NIDs are chosen individually by SNPNs at deployment time; this assignment model is encoded by setting the assignment mode to value 1.

b)
Coordinated assignment: NIDs are assigned using one of the following two options:

-
option 1: the NID assigned such that it is globally unique independent of the PLMN ID used. Option 1 of this assignment model is encoded by setting the assignment mode to value 0.

-
option 2: the NID assigned such that the combination of the NID and the PLMN ID is globally unique. Option 2 of this assignment model is encoded by setting the assignment mode to value 2.

The left FFS on NID length can be removed.
Proposal 2: Removing the FFS on NID and updating the semantic description accordingly.

The corresponding TP is provided as below.
References

R3-201167 

TP for NPN BL CR of TS38.413:

8.7
Interface Management Procedures

8.7.1
NG Setup

8.7.1.1
General

The purpose of the NG Setup procedure is to exchange application level data needed for the NG-RAN node and the AMF to correctly interoperate on the NG-C interface. This procedure shall be the first NGAP procedure triggered after the TNL association has become operational. The procedure uses non-UE associated signalling.

This procedure erases any existing application level configuration data in the two nodes, replaces it by the one received and clears AMF overload state information at the NG-RAN node. If the NG-RAN node and AMF do not agree on retaining the UE contexts this procedure also re-initialises the NGAP UE-related contexts (if any) and erases all related signalling connections in the two nodes like an NG Reset procedure would do.

8.7.1.2
Successful Operation
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Figure 8.7.1.2-1: NG setup: successful operation

The NG-RAN node initiates the procedure by sending an NG SETUP REQUEST message including the appropriate data to the AMF. The AMF responds with an NG SETUP RESPONSE message including the appropriate data.

If the UE Retention Information IE set to “ues-retained“ is included in the NG SETUP REQUEST message, the AMF may accept the proposal to retain the existing UE related contexts and signalling connections by including the UE Retention Information IE set to “ues-retained“ in the NG SETUP RESPONSE message.

The AMF shall include the Backup AMF Name IE, if available, in the Served GUAMI List IE in the NG SETUP RESPONSE message. The NG-RAN node shall, if supported, consider the AMF as indicated by the Backup AMF Name IE when performing AMF reselection, as specified in TS 23.501 [9].

If the GUAMI Type IE is included in the NG SETUP RESPONSE message, the NG-RAN node shall store the received value and use it for further AMF selection as defined in TS 23.501 [9].

If the NPN Support IE is included within a Broadcast PLMN Item IE in the NG SETUP REQUEST message, the AMF shall consider that the NG-RAN node supports the indicated NPNs in the corresponding tracking area.

If the NPN Support IE is included within a PLMN Support Item IE in the NG SETUP RESPONSE message, the NG-RAN shall consider that the AMF supports the corresponding SNPN.  
If the Support CSG ID List IE is included in the NG SETUP REQUEST message, the AMF shall consider that the NG-RAN node supports the corresponding CAG ID(s).
>>>> NEXT CHANGE <<<<
8.7.2
RAN Configuration Update

8.7.2.1
General

The purpose of the RAN Configuration Update procedure is to update application level configuration data needed for the NG-RAN node and the AMF to interoperate correctly on the NG-C interface. This procedure does not affect existing UE-related contexts, if any.

8.7.2.2
Successful Operation

/***unchanged text omitted***/
If the RAN CONFIGURATION UPDATE message includes NG-RAN TNL Association to Remove List IE, and the Endpoint IP Address IE and the Port Number IE for both TNL endpoints of the TNL association(s) are included in the NG-RAN TNL Association to Remove List IE, the AMF shall, if supported, consider that the TNL association(s) indicated by both received TNL endpoints will be removed by the NG-RAN node. If the Endpoint IP Address IE, or the Endpoint IP Address IE and the Port Number IE for one or both of the TNL endpoints is included in the NG-RAN TNL Association to Remove List IE in RAN CONFIGURATION UPDATE message, the AMF shall, if supported, consider that the TNL association(s) indicated by the received endpoint IP address(es) will be removed by the NG-RAN node.

If the NPN Support IE is included within a Broadcast PLMN Item IE in the RAN CONFIGURATION UPDATE message, the AMF shall consider that the NG-RAN node supports the indicated NPNs in the corresponding tracking area.
If the Support CSG ID List IE is included in the RAN CONFIGURATION UPDATE message, the AMF shall overwrite the previously stored CAG ID(s).
>>>> NEXT CHANGE <<<<
9.2.6.1
NG SETUP REQUEST

This message is sent by the NG-RAN node to transfer application layer information for an NG-C interface instance.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Global RAN Node ID
	M
	
	9.3.1.5
	
	YES
	reject

	RAN Node Name
	O
	
	PrintableString

(SIZE(1..150, …))
	
	YES
	ignore

	Supported TA List
	
	1
	
	Supported TAs in the NG-RAN node.
	YES
	reject

	>Supported TA Item
	
	1..<maxnoofTACs>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	Broadcast TAC
	-
	

	>>Broadcast PLMN List
	
	1
	
	
	-
	

	>>>Broadcast PLMN Item
	
	1..<maxnoofBPLMNs>
	
	
	-
	

	>>>>PLMN Identity
	M
	
	9.3.3.5
	Broadcast PLMN
	-
	

	>>>>TAI Slice Support List
	M
	
	Slice Support List

9.3.1.17
	Supported S-NSSAIs per TA.
	-
	

	>>>>NPN Support
	O
	
	9.3.3.Y3
	Together with the PLMN, identifies a SNPN supported in the TAI.
	YES
	reject

	Default Paging DRX
	M
	
	Paging DRX

9.3.1.90
	
	YES
	ignore

	UE Retention Information
	O
	
	9.3.1.117
	
	YES
	ignore

	Support CAG ID List
	
	0..1
	
	Supported CAG ID list in the NG-RAN node.
	YES
	ignore

	> CAG ID List Item
	
	1 .. <maxnoofCAGIds>
	
	
	-
	

	>>CAG ID
	M
	
	9.3.3.Y2
	
	-
	


	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.

	maxnoofCAGIds
	Maximum no. of Support CAG IDs. Value is 256.


>>>> NEXT CHANGE <<<<
9.2.6.4
RAN CONFIGURATION UPDATE

This message is sent by the NG-RAN node to transfer updated application layer information for an NG-C interface instance.

Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	RAN Node Name
	O
	
	PrintableString

(SIZE(1..150, …))
	
	YES
	ignore

	Supported TA List
	
	0..1
	
	Supported TAs in the NG-RAN node.
	YES
	reject

	>Supported TA Item
	
	1..<maxnoofTACs>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	Broadcast TAC
	-
	

	>>Broadcast PLMN List
	
	1
	
	
	-
	

	>>>Broadcast PLMN Item
	
	1..<maxnoofBPLMNs>
	
	
	-
	

	>>>>PLMN Identity
	M
	
	9.3.3.5
	Broadcast PLMN
	-
	

	>>>>TAI Slice Support List
	M
	
	Slice Support List

9.3.1.17
	Supported S-NSSAIs per TA.
	-
	

	>>>>NPN Support
	O
	
	9.3.3.Y3
	Together with the PLMN, identifies a SNPN supported in the TAI.
	YES
	reject

	Default Paging DRX
	O
	
	Paging DRX

9.3.1.90
	
	YES
	ignore

	Global RAN Node ID
	O
	
	9.3.1.5
	
	YES
	ignore

	NG-RAN TNL Association to Remove List 
	
	0..1
	
	
	YES
	reject

	>NG-RAN TNL Association to Remove Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>TNL Association Transport Layer Address 
	M
	
	CP Transport Layer Information

9.3.2.6
	Transport layer address of the NG-RAN node.
	-
	

	>>TNL Association Transport Layer Address at AMF
	O
	
	CP Transport Layer Information

9.3.2.6
	Transport layer address of the AMF.
	-
	

	Support CAG ID List
	
	0..1
	
	Supported CAG ID list in the NG-RAN node.
	YES
	ignore

	> CAG ID List Item
	
	1 .. <maxnoofCAGIds>
	
	
	-
	

	>> CAG ID
	M
	
	9.3.3.Y2
	
	-
	


	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the NG-RAN node and the AMF. Value is 32.

	maxnoofCAGIds
	Maximum no. of Support CAG IDs. Value is 256.


>>>> NEXT CHANGE <<<<

9.3.3.Y1
NID

This IE is used to identify (together with a PLMN identifier) a Stand-Alone Non-Public Network.


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NID
	M
	
	BIT STRING (SIZE(44))

	



Defined in TS 23.003.


>>>> NEXT CHANGE <<<<

9.4.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,


AMF-TNLAssociationToAddList,


AMF-TNLAssociationToRemoveList,


AMF-TNLAssociationToUpdateList,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,


CellIDListForRestart,


CNAssistedRANTuning,


ConcurrentWarningMessageInd,


CoreNetworkAssistanceInformationForInactive,


CPTransportLayerInformation,

CriticalityDiagnostics,


DataCodingScheme,


DirectForwardingPathAvailability,


EmergencyAreaIDListForRestart,


EmergencyFallbackIndicator,


EN-DCSONConfigurationTransfer,


EUTRA-CGI,


FiveG-S-TMSI,


GlobalRANNodeID,


GUAMI,


HandoverFlag,


HandoverType,


IMSVoiceSupportIndicator,


IndexToRFSP,


InfoOnRecommendedCellsAndRANNodesForPaging,


LocationReportingRequestType,


MaskedIMEISV,


MessageIdentifier,


MobilityRestrictionList,


NAS-PDU,


NASSecurityParametersFromNGRAN,

NewSecurityContextInd,


NGRAN-CGI,


NGRAN-TNLAssociationToRemoveList,


NGRANTraceID,


NPN-AccessInformation,


NR-CGI,


NRPPa-PDU,


NumberOfBroadcastsRequested,


OverloadResponse,


OverloadStartNSSAIList,


PagingDRX,


PagingOrigin,


PagingPriority,


PDUSessionAggregateMaximumBitRate,


PDUSessionResourceAdmittedList,


PDUSessionResourceFailedToModifyListModCfm,


PDUSessionResourceFailedToModifyListModRes,


PDUSessionResourceFailedToSetupListCxtFail,

PDUSessionResourceFailedToSetupListCxtRes,


PDUSessionResourceFailedToSetupListHOAck,


PDUSessionResourceFailedToSetupListPSReq,


PDUSessionResourceFailedToSetupListSURes,


PDUSessionResourceHandoverList,


PDUSessionResourceListCxtRelCpl,


PDUSessionResourceListCxtRelReq,


PDUSessionResourceListHORqd,


PDUSessionResourceModifyListModCfm,


PDUSessionResourceModifyListModInd,


PDUSessionResourceModifyListModReq,


PDUSessionResourceModifyListModRes,


PDUSessionResourceNotifyList,

PDUSessionResourceReleasedListNot,


PDUSessionResourceReleasedListPSAck,


PDUSessionResourceReleasedListPSFail,


PDUSessionResourceReleasedListRelRes,


PDUSessionResourceSecondaryRATUsageList,


PDUSessionResourceSetupListCxtReq,


PDUSessionResourceSetupListCxtRes,


PDUSessionResourceSetupListHOReq,


PDUSessionResourceSetupListSUReq,


PDUSessionResourceSetupListSURes,

PDUSessionResourceSwitchedList,

PDUSessionResourceToBeSwitchedDLList,

PDUSessionResourceToReleaseListHOCmd,


PDUSessionResourceToReleaseListRelCmd,


PLMNSupportList,


PWSFailedCellIDList,


RANNodeName,


RANPagingPriority,


RANStatusTransfer-TransparentContainer,


RAN-UE-NGAP-ID,


RedirectionVoiceFallback,


RelativeAMFCapacity,


RepetitionPeriod,


ResetType,

RoutingID,


RRCEstablishmentCause,

RRCInactiveTransitionReportRequest,


RRCState,


SecurityContext,

SecurityKey,


SerialNumber,


ServedGUAMIList,


SliceSupportList,


S-NSSAI,


SONConfigurationTransfer,


SourceToTarget-TransparentContainer,


SourceToTarget-AMFInformationReroute,


SupportedTAList,


TAIListForPaging,


TAIListForRestart,


TargetID,


TargetToSource-TransparentContainer, 


TargettoSource-Failure-TransparentContainer,


TimeToWait,


TNLAssociationList,


TraceActivation,


TrafficLoadReductionIndication,

TransportLayerAddress,


UEAggregateMaximumBitRate,


UE-associatedLogicalNG-connectionList,


UEContextRequest,


UE-NGAP-IDs,


UEPagingIdentity,


UEPresenceInAreaOfInterestList,


UERadioCapability,


UERadioCapabilityForPaging,


UERetentionInformation,


UESecurityCapabilities,


UnavailableGUAMIList,


UserLocationInformation,


WarningAreaCoordinates,

WarningAreaList,


WarningMessageContents,


WarningSecurityInfo,


WarningType,


RIMInformationTransfer

FROM NGAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


NGAP-PRIVATE-IES,


NGAP-PROTOCOL-EXTENSION,


NGAP-PROTOCOL-IES,


NGAP-PROTOCOL-IES-PAIR

FROM NGAP-Containers


id-AllowedNSSAI,


id-AMFName,


id-AMFOverloadResponse,


id-AMFSetID,


id-AMF-TNLAssociationFailedToSetupList,


id-AMF-TNLAssociationSetupList,


id-AMF-TNLAssociationToAddList,


id-AMF-TNLAssociationToRemoveList,


id-AMF-TNLAssociationToUpdateList,


id-AMFTrafficLoadReductionIndication,


id-AMF-UE-NGAP-ID,


id-AssistanceDataForPaging,


id-BroadcastCancelledAreaList,


id-BroadcastCompletedAreaList,


id-CancelAllWarningMessages,


id-Cause,


id-CellIDListForRestart,


id-CNAssistedRANTuning,

id-ConcurrentWarningMessageInd,


id-CoreNetworkAssistanceInformationForInactive,


id-CriticalityDiagnostics,


id-DataCodingScheme,


id-DefaultPagingDRX,


id-DirectForwardingPathAvailability,


id-EmergencyAreaIDListForRestart,


id-EmergencyFallbackIndicator,


id-ENDC-SONConfigurationTransferDL,


id-ENDC-SONConfigurationTransferUL,


id-EUTRA-CGI,


id-FiveG-S-TMSI,


id-GlobalRANNodeID,


id-GUAMI,


id-HandoverFlag,


id-HandoverType,


id-IMSVoiceSupportIndicator,


id-IndexToRFSP,


id-InfoOnRecommendedCellsAndRANNodesForPaging,


id-LocationReportingRequestType,


id-MaskedIMEISV,


id-MessageIdentifier,


id-MobilityRestrictionList,


id-NAS-PDU,


id-NASC,


id-NASSecurityParametersFromNGRAN,


id-NewAMF-UE-NGAP-ID,


id-NewGUAMI,


id-NewSecurityContextInd,

id-NGAP-Message,


id-NGRAN-CGI,


id-NGRAN-TNLAssociationToRemoveList,


id-NGRANTraceID,


id-NPN-AccessInformation,


id-NR-CGI,


id-NRPPa-PDU,


id-NumberOfBroadcastsRequested,


id-OldAMF,


id-OverloadStartNSSAIList,

id-PagingDRX,


id-PagingOrigin,


id-PagingPriority,


id-PDUSessionResourceAdmittedList,


id-PDUSessionResourceFailedToModifyListModCfm,


id-PDUSessionResourceFailedToModifyListModRes,


id-PDUSessionResourceFailedToSetupListCxtFail,


id-PDUSessionResourceFailedToSetupListCxtRes,


id-PDUSessionResourceFailedToSetupListHOAck,


id-PDUSessionResourceFailedToSetupListPSReq,


id-PDUSessionResourceFailedToSetupListSURes,


id-PDUSessionResourceHandoverList,


id-PDUSessionResourceListCxtRelCpl,

id-PDUSessionResourceListCxtRelReq,

id-PDUSessionResourceListHORqd,

id-PDUSessionResourceModifyListModCfm,


id-PDUSessionResourceModifyListModInd,


id-PDUSessionResourceModifyListModReq,


id-PDUSessionResourceModifyListModRes,


id-PDUSessionResourceNotifyList,


id-PDUSessionResourceReleasedListNot,


id-PDUSessionResourceReleasedListPSAck,


id-PDUSessionResourceReleasedListPSFail,


id-PDUSessionResourceReleasedListRelRes,


id-PDUSessionResourceSecondaryRATUsageList,


id-PDUSessionResourceSetupListCxtReq,


id-PDUSessionResourceSetupListCxtRes,


id-PDUSessionResourceSetupListHOReq,


id-PDUSessionResourceSetupListSUReq,


id-PDUSessionResourceSetupListSURes,


id-PDUSessionResourceSwitchedList,

id-PDUSessionResourceToBeSwitchedDLList,

id-PDUSessionResourceToReleaseListHOCmd,


id-PDUSessionResourceToReleaseListRelCmd,


id-PLMNSupportList,


id-PWSFailedCellIDList,


id-RANNodeName,


id-RANPagingPriority,


id-RANStatusTransfer-TransparentContainer,


id-RAN-UE-NGAP-ID, 


id-RedirectionVoiceFallback,


id-RelativeAMFCapacity,


id-RepetitionPeriod,


id-ResetType,


id-RoutingID,


id-RRCEstablishmentCause,

id-RRCInactiveTransitionReportRequest,


id-RRCState,


id-SecurityContext,

id-SecurityKey,


id-SerialNumber,


id-ServedGUAMIList,


id-SliceSupportList,


id-SONConfigurationTransferDL,


id-SONConfigurationTransferUL,


id-SourceAMF-UE-NGAP-ID,


id-SourceToTarget-TransparentContainer,


id-SourceToTarget-AMFInformationReroute,


id-SupportedTAList,


id-TAIListForPaging,


id-TAIListForRestart,


id-TargetID,


id-TargetToSource-TransparentContainer, 


id-TargettoSource-Failure-TransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-TraceCollectionEntityIPAddress,


id-UEAggregateMaximumBitRate,


id-UE-associatedLogicalNG-connectionList,


id-UEContextRequest,


id-UE-NGAP-IDs,


id-UEPagingIdentity,


id-UEPresenceInAreaOfInterestList,


id-UERadioCapability,


id-UERadioCapabilityForPaging,


id-UERetentionInformation,


id-UESecurityCapabilities,


id-UnavailableGUAMIList,


id-UserLocationInformation,


id-WarningAreaCoordinates,

id-WarningAreaList,


id-WarningMessageContents,


id-WarningSecurityInfo,


id-WarningType,


id-RIMInformationTransfer

// skip unchanged text same section //
-- **************************************************************

--

-- INTERFACE MANAGEMENT ELEMENTARY PROCEDURES

--

-- **************************************************************

-- **************************************************************

--

-- NG Setup Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- NG SETUP REQUEST

--

-- **************************************************************

NGSetupRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {NGSetupRequestIEs} },


...

}

NGSetupRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-GlobalRANNodeID


CRITICALITY reject
TYPE GlobalRANNodeID


PRESENCE mandatory
}|


{ ID id-RANNodeName



CRITICALITY ignore
TYPE RANNodeName



PRESENCE optional}|


{ ID id-SupportedTAList


CRITICALITY reject
TYPE SupportedTAList


PRESENCE mandatory
}|


{ ID id-DefaultPagingDRX

CRITICALITY ignore
TYPE PagingDRX




PRESENCE mandatory
}|


{ ID id-UERetentionInformation
CRITICALITY ignore
TYPE UERetentionInformation

PRESENCE optional
}|


{ ID id-SupportCAGList
          CRITICALITY ignore
TYPE SupportCAGList       

PRESENCE optional
},


...

}

-- **************************************************************

--

-- RAN Configuration Update Elementary Procedure

--

-- **************************************************************

-- **************************************************************

--

-- RAN CONFIGURATION UPDATE 

--

-- **************************************************************

RANConfigurationUpdate ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {RANConfigurationUpdateIEs} },


...

}

RANConfigurationUpdateIEs NGAP-PROTOCOL-IES ::= {


{ ID id-RANNodeName







CRITICALITY ignore
TYPE RANNodeName








PRESENCE optional
}|


{ ID id-SupportedTAList






CRITICALITY reject
TYPE SupportedTAList







PRESENCE optional
}|


{ ID id-DefaultPagingDRX





CRITICALITY ignore
TYPE PagingDRX









PRESENCE optional
}|


{ ID id-GlobalRANNodeID






CRITICALITY ignore
TYPE GlobalRANNodeID







PRESENCE optional
}|


{ ID id-NGRAN-TNLAssociationToRemoveList

CRITICALITY reject
TYPE NGRAN-TNLAssociationToRemoveList


PRESENCE optional
}|


{ ID id-SupportCAGList
                             CRITICALITY ignore
TYPE SupportCAGList       

PRESENCE optional
},


...

}

>>>> NEXT CHANGE <<<<
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-AdditionalDLForwardingUPTNLInformation,


id-AdditionalULForwardingUPTNLInformation,


id-AdditionalDLQosFlowPerTNLInformation,


id-AdditionalDLUPTNLInformationForHOList,


id-AdditionalNGU-UP-TNLInformation,


id-AdditionalUL-NGU-UP-TNLInformation,


id-Cause,


id-CNTypeRestrictionsForEquivalent,


id-CNTypeRestrictionsForServing,


id-CommonNetworkInstance,


id-DataForwardingNotPossible,


id-DataForwardingResponseERABList,


id-DirectForwardingPathAvailability,


id-DL-NGU-UP-TNLInformation,


id-EndpointIPAddressAndPort,


id-GUAMIType,


id-LastEUTRAN-PLMNIdentity,


id-LocationReportingAdditionalInfo,


id-MaximumIntegrityProtectedDataRate-DL,


id-NetworkInstance,


id-NPN-MobilityInformation,


id-NPN-PagingAssistanceInformation,


id-NPN-Support,


id-OldAssociatedQosFlowList-ULendmarkerexpected,


id-PDUSessionAggregateMaximumBitRate,


id-PDUSessionResourceFailedToSetupListCxtFail,


id-PDUSessionResourceReleaseResponseTransfer,


id-PDUSessionType,


id-PSCellInformation,


id-QosFlowAddOrModifyRequestList,


id-QosFlowSetupRequestList,


id-QosFlowToReleaseList,


id-SCTP-TLAs,


id-SecondaryRATUsageInformation,


id-SecurityIndication,


id-SecurityResult,


id-S-NSSAI,
id-SupportCAGList,

id-TNLAssociationTransportLayerAddressNGRAN,


id-UL-NGU-UP-TNLInformation,


id-UL-NGU-UP-TNLModifyList,


id-ULForwarding,


id-ULForwardingUP-TNLInformation,


maxnoofAllowedAreas,


maxnoofAllowedCAGsperPLMN,

maxnoofAllowedS-NSSAIs,


maxnoofBPLMNs,


maxnoofCAGSperCell,

maxnoofCellIDforWarning,


maxnoofCellinAoI,


maxnoofCellinEAI,


maxnoofCellsingNB,


maxnoofCellsinngeNB,


maxnoofCellinTAI,


maxnoofCellsinUEHistoryInfo,


maxnoofCellsUEMovingTrajectory,

maxnoofDRBs,


maxnoofEmergencyAreaID,


maxnoofEAIforRestart,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofE-RABs,


maxnoofErrors,


maxnoofForbTACs,

maxnoofMultiConnectivity,


maxnoofMultiConnectivityMinusOne,

maxnoofNGConnectionsToReset,


maxnoofNIDsupported,


maxnoofPDUSessions,


maxnoofPLMNs,


maxnoofQosFlows,


maxnoofRANNodeinAoI,


maxnoofRecommendedCells,


maxnoofRecommendedRANNodes,

maxnoofAoI,

maxnoofServedGUAMIs,


maxnoofSliceItems,

maxnoofTACs,


maxnoofTAIforInactive,


maxnoofTAIforPaging,


maxnoofTAIforRestart,


maxnoofTAIforWarning,


maxnoofTAIinAoI,


maxnoofTimePeriods,


maxnoofTNLAssociations,

maxnoofXnExtTLAs,


maxnoofXnGTP-TLAs,


maxnoofXnTLAs,
     maxnoofCAGs
FROM NGAP-Constants

// skip unchanged text same section //
AllocationAndRetentionPriority-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Allowed-CAG-List-per-PLMN ::= SEQUENCE (SIZE(1..maxnoofAllowedCAGsperPLMN)) OF CAG-ID

AllowedNSSAI ::= SEQUENCE (SIZE(1..maxnoofAllowedS-NSSAIs)) OF AllowedNSSAI-Item

AllowedNSSAI-Item ::= SEQUENCE {


s-NSSAI



S-NSSAI,


iE-Extensions

ProtocolExtensionContainer { {AllowedNSSAI-Item-ExtIEs} } OPTIONAL,


...

}

AllowedNSSAI-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Allowed-PNI-NPN-List ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF Allowed-PNI-NPN-Item

Allowed-PNI-NPN-Item ::= SEQUENCE {


pLMNIdentity



PLMNIdentity,


pNI-NPN-restricted


ENUMERATED {restricted, not-restricted, ...},


allowed-CAG-List-per-PLMN
Allowed-CAG-List-per-PLMN,


iE-Extensions


ProtocolExtensionContainer { {Allowed-PNI-NPN-Item-ExtIEs} } OPTIONAL,


...

}

Allowed-PNI-NPN-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AllowedTACs ::= SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC

// skip unchanged text same section //
AssistanceDataForPaging ::= SEQUENCE {


assistanceDataForRecommendedCells

AssistanceDataForRecommendedCells


OPTIONAL,


pagingAttemptInformation



PagingAttemptInformation




OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {AssistanceDataForPaging-ExtIEs} } OPTIONAL,


...

}

AssistanceDataForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ID id-NPN-PagingAssistanceInformation
CRITICALITY ignore
EXTENSION NPN-PagingAssistanceInformation

PRESENCE optional},


...

}

// skip unchanged text same section //
BroadcastPLMNItem ::= SEQUENCE {


pLMNIdentity


PLMNIdentity,


tAISliceSupportList

SliceSupportList,


iE-Extensions

ProtocolExtensionContainer { {BroadcastPLMNItem-ExtIEs} } OPTIONAL,


...

}

BroadcastPLMNItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ID id-NPN-Support
CRITICALITY reject
EXTENSION NPN-Support

PRESENCE optional},


...

}

-- C

CAG-ID ::= BIT STRING (SIZE(32))

CancelAllWarningMessages ::= ENUMERATED {


true,


...

}

// skip unchanged text same section //
CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

Cell-CAGInformation ::= SEQUENCE {


nR-CGI



NR-CGI,


cellCAGList


CellCAGList,


iE-Extensions

ProtocolExtensionContainer { {Cell-CAGInformation-ExtIEs} } OPTIONAL,


...

}

Cell-CAGInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

CellCAGList ::= SEQUENCE (SIZE(1..maxnoofCAGSperCell)) OF CAG-ID

CellIDBroadcastEUTRA ::= SEQUENCE (SIZE(1..maxnoofCellIDforWarning)) OF CellIDBroadcastEUTRA-Item

// skip unchanged text same section //
MobilityRestrictionList ::= SEQUENCE {


servingPLMN




PLMNIdentity,


equivalentPLMNs



EquivalentPLMNs










OPTIONAL,


rATRestrictions



RATRestrictions










OPTIONAL,


forbiddenAreaInformation
ForbiddenAreaInformation







OPTIONAL, 


serviceAreaInformation

ServiceAreaInformation








OPTIONAL, 


iE-Extensions

ProtocolExtensionContainer { {MobilityRestrictionList-ExtIEs} }
OPTIONAL,


...

}

MobilityRestrictionList-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-LastEUTRAN-PLMNIdentity

CRITICALITY ignore
EXTENSION PLMNIdentity

PRESENCE optional

}|


{ ID id-CNTypeRestrictionsForServing

CRITICALITY ignore
EXTENSION CNTypeRestrictionsForServing

PRESENCE optional}|


{ ID id-CNTypeRestrictionsForEquivalent

CRITICALITY ignore
EXTENSION CNTypeRestrictionsForEquivalent

PRESENCE optional}|


{ ID id-NPN-MobilityInformation



CRITICALITY reject
EXTENSION NPN-MobilityInformation



PRESENCE optional},


...

}

// skip unchanged text same section //
NGRANTraceID ::= OCTET STRING (SIZE(8)) 

NID ::= OCTET STRING (SIZE(44)) 

NID-SupportList ::= SEQUENCE (SIZE(1..maxnoofNIDsupported)) OF NID

NonDynamic5QIDescriptor ::= SEQUENCE {


fiveQI





FiveQI,


priorityLevelQos


PriorityLevelQos









OPTIONAL,


averagingWindow



AveragingWindow










OPTIONAL,


maximumDataBurstVolume

MaximumDataBurstVolume








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {NonDynamic5QIDescriptor-ExtIEs} }
OPTIONAL,


...

}

NonDynamic5QIDescriptor-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

NotAllowedTACs ::= SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC

NotificationCause ::= ENUMERATED {


fulfilled,


not-fulfilled,


...

}

NotificationControl ::= ENUMERATED {


notification-requested,


...

}

NPN-AccessInformation ::= CHOICE {


pNI-NPN-Access-Information

CellCAGList,


sNPN-Access-Information


SNPN-ID,


choice-Extensions



ProtocolIE-SingleContainer { {NPN-AccessInformation-ExtIEs} }

}

NPN-AccessInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

NPN-MobilityInformation ::= CHOICE {


sNPN-MobilityInformation

SNPN-MobilityInformation,


pNI-NPN-MobilityInformation

PNI-NPN-MobilityInformation,


choice-Extensions



ProtocolIE-SingleContainer { {NPN-MobilityInformation-ExtIEs} }

}

NPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
NPN-PagingAssistanceInformation ::= CHOICE {


pNI-NPN-PagingAssistance

Allowed-PNI-NPN-List,


choice-Extensions



ProtocolIE-SingleContainer { {NPN-PagingAssistanceInformation-ExtIEs} }

}

NPN-PagingAssistanceInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
NPN-Support ::= CHOICE {


sNPN




NID-SupportList,


choice-Extensions

ProtocolIE-SingleContainer { {NPN-Support-ExtIEs} }

}

NPN-Support-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
NRCellIdentity ::= BIT STRING (SIZE(36))

// skip unchanged text same section //
PLMNSupportItem ::= SEQUENCE {


pLMNIdentity


PLMNIdentity,


sliceSupportList

SliceSupportList,


iE-Extensions

ProtocolExtensionContainer { {PLMNSupportItem-ExtIEs} } OPTIONAL,


...

}

PLMNSupportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

-- This IE (NPN-Support) may include one SNPN (NID) only in this version of the specification --


{ID id-NPN-Support
CRITICALITY reject
EXTENSION NPN-Support

PRESENCE optional},


...

}

PNI-NPN-MobilityInformation ::= SEQUENCE {


allowed-PNI-NPI-List

Allowed-PNI-NPN-List,


iE-Extensions



ProtocolExtensionContainer { {PNI-NPN-MobilityInformation-ExtIEs} }
OPTIONAL,


...

}

PNI-NPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

S-NSSAI ::= SEQUENCE {


sST




SST,


sD




SD












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { S-NSSAI-ExtIEs} }
OPTIONAL,


...

}

PortNumber ::= OCTET STRING (SIZE(2))

// skip unchanged text same section //
SliceSupportItem ::= SEQUENCE {


s-NSSAI



S-NSSAI,


iE-Extensions

ProtocolExtensionContainer { {SliceSupportItem-ExtIEs} }
OPTIONAL,


...

}

SliceSupportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SNPN-ID ::= SEQUENCE {


pLMNIdentity

PLMNIdentity,


nID




NID,


iE-Extensions

ProtocolExtensionContainer { {SNPN-ID-ExtIEs} } OPTIONAL,


...

}

SNPN-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SNPN-MobilityInformation ::= SEQUENCE {


serving-NID

NID,


iE-Extensions

ProtocolExtensionContainer { {SNPN-MobilityInformation-ExtIEs} }
OPTIONAL,


...

}

SNPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SupportCAGList ::= SEQUENCE (SIZE(1..maxnoofCAGs)) OF SupportCAGList-Item

SupportCAGList-Item ::= SEQUENCE {


cAG-ID 



CAG-ID,


iE-Extensions

ProtocolExtensionContainer { {SupportCAGList-Item-ExtIEs} } OPTIONAL,


...

}
SupportCAGList-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

// skip unchanged text same section //
TargetID-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

TargetNGRANNode-ToSourceNGRANNode-TransparentContainer ::= SEQUENCE {


rRCContainer

RRCContainer,


iE-Extensions

ProtocolExtensionContainer { {TargetNGRANNode-ToSourceNGRANNode-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargetNGRANNode-ToSourceNGRANNode-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer ::= SEQUENCE {


cell-CAGInformation

Cell-CAGInformation,


iE-Extensions


ProtocolExtensionContainer { {TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TargetRANNodeID ::= SEQUENCE {


globalRANNodeID

GlobalRANNodeID,


selectedTAI


TAI,


iE-Extensions

ProtocolExtensionContainer { {TargetRANNodeID-ExtIEs} } OPTIONAL,


...

}

TargetRANNodeID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TargetToSource-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the target RAN node to the source RAN node. 

-- The octets of the OCTET STRING are encoded according to the specifications of the target system.

TargettoSource-Failure-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the target RAN node to the source RAN node. 

-- The octets of the OCTET STRING are encoded according to the specifications of the target system (if applicable).

TimerApproachForGUAMIRemoval ::= ENUMERATED { 


apply-timer,


...

}

>>>> NEXT CHANGE <<<<
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

// skip unchanged text same section //
-- **************************************************************

--

-- Lists

--

-- **************************************************************


maxnoofAllowedAreas




INTEGER ::= 16


maxnoofAllowedCAGsperPLMN


INTEGER ::= 256
maxnoofAllowedS-NSSAIs



INTEGER ::= 8

maxnoofBPLMNs





INTEGER ::= 12


maxnoofCAGSperCell




INTEGER ::= X2

maxnoofCellIDforWarning



INTEGER ::= 65535


maxnoofCellinAoI




INTEGER ::= 256

maxnoofCellinEAI




INTEGER ::= 65535

maxnoofCellinTAI




INTEGER ::= 65535


maxnoofCellsingNB




INTEGER ::= 16384

maxnoofCellsinngeNB




INTEGER ::= 256


maxnoofCellsinUEHistoryInfo


INTEGER ::= 16


maxnoofCellsUEMovingTrajectory

INTEGER ::= 16

maxnoofDRBs






INTEGER ::= 32

maxnoofEmergencyAreaID



INTEGER ::= 65535

maxnoofEAIforRestart



INTEGER ::= 256


maxnoofEPLMNs





INTEGER ::= 15


maxnoofEPLMNsPlusOne



INTEGER ::= 16

maxnoofE-RABs





INTEGER ::= 256

maxnoofErrors





INTEGER ::= 256


maxnoofForbTACs





INTEGER ::= 4096


maxnoofMultiConnectivity



INTEGER ::= 4


maxnoofMultiConnectivityMinusOne
INTEGER ::= 3

maxnoofNGConnectionsToReset


INTEGER ::= 65536


maxnoofNIDsupported




INTEGER ::= X3

maxnoofPDUSessions




INTEGER ::= 256


maxnoofPLMNs





INTEGER ::= 12


maxnoofQosFlows





INTEGER ::= 64


maxnoofRANNodeinAoI




INTEGER ::= 64


maxnoofRecommendedCells



INTEGER ::= 16


maxnoofRecommendedRANNodes


INTEGER ::= 16


maxnoofAoI






INTEGER ::= 64

maxnoofServedGUAMIs




INTEGER ::= 256

maxnoofSliceItems




INTEGER ::= 1024

maxnoofTACs






INTEGER ::= 256

maxnoofTAIforInactive



INTEGER ::= 16

maxnoofTAIforPaging




INTEGER ::= 16

maxnoofTAIforRestart



INTEGER ::= 2048

maxnoofTAIforWarning



INTEGER ::= 65535


maxnoofTAIinAoI





INTEGER ::= 16


maxnoofTimePeriods




INTEGER ::= 2

maxnoofTNLAssociations



INTEGER ::= 32

maxnoofXnExtTLAs




INTEGER ::= 16

maxnoofXnGTP-TLAs




INTEGER ::= 16

maxnoofXnTLAs





INTEGER ::= 2
     maxnoofCAGs                              INTEGER ::= 256
-- **************************************************************

--

-- IEs

--

-- **************************************************************


id-AllowedNSSAI










ProtocolIE-ID ::= 0


id-AMFName











ProtocolIE-ID ::= 1


id-AMFOverloadResponse








ProtocolIE-ID ::= 2


id-AMFSetID











ProtocolIE-ID ::= 3

// skip unchanged text same section //
id-LocationReportingAdditionalInfo





ProtocolIE-ID ::= 170


id-SourceToTarget-AMFInformationReroute




ProtocolIE-ID ::= 171


id-AdditionalULForwardingUPTNLInformation



ProtocolIE-ID ::= 172


id-SCTP-TLAs










ProtocolIE-ID ::= 173


id-DataForwardingResponseERABList





ProtocolIE-ID ::= 174


id-RIMInformationTransfer







ProtocolIE-ID ::= 175


id-GUAMIType





ProtocolIE-ID ::= 176


id-NPN-Support










ProtocolIE-ID ::= XX1


id-NPN-AccessInformation







ProtocolIE-ID ::= XX2


id-NPN-PagingAssistanceInformation





ProtocolIE-ID ::= XX3


id-NPN-MobilityInformation







ProtocolIE-ID ::= XX4


id-TargettoSource-Failure-TransparentContainer


ProtocolIE-ID ::= XX5
id-SupportCAGList                                             ProtocolIE-ID ::= XX6
END

-- ASN1STOP

>>>> END OF CHANGES <<<<
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