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8.2.3	PDU Session Resource Modify
<Unchanged Text Omitted>
[bookmark: _Toc20954839]8.2.3.2	Successful Operation


Figure 8.2.3.2-1: PDU session resource modify: successful operation
<Unchanged Text Omitted>

For each PDU session included in the PDU Session Resource Modify Request List IE:
-	For each QoS flow included in the QoS Flow Add or Modify Request List IE, based on the QoS Flow Level QoS Parameters IE, the NG-RAN node may establish, modify or release the DRB configuration and may change allocation of resources on NG or Uu accordingly. The NG-RAN node shall associate each QoS flow accepted to setup or modify with a DRB of the PDU session. The associated DRB for the QoS flow accepted to modify may not change.
-	If the E-RAB ID IE is included in the QoS Flow Add or Modify Request List IE, the NG-RAN node shall store the E-RAB ID and replace the previously stored E-RAB ID for the concerned QoS flow, if any, and use it as specified in TS 38.300 [8].
 -	For each QoS flow for which the E-RAB ID Revocation Indicator IE set to “true” is included in the QoS Flow Add or Modify Request List IE, the NG-RAN node shall release the previously stored mapping between the E-RAB ID and the QoS flow and consider that no E-RAB ID is mapped for the concerned QoS flow.

<Unchanged Text Omitted>
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[bookmark: _Toc20955330][bookmark: _Toc29503601]9.3.4.3	PDU Session Resource Modify Request Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Aggregate Maximum Bit Rate
	O
	
	9.3.1.102
	
	YES
	reject

	UL NG-U UP TNL Modify List
	
	0..1
	
	
	YES
	reject

	>UL NG-U UP TNL Modify Item
	
	1..<maxnoofMultiConnectivity>
	
	
	-
	

	>>UL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs.
	-
	

	>>DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	Identifies the NG-U transport bearer at the NG-RAN node.
	-
	

	Network Instance
	O
	
	9.3.1.113
	This IE is ignored if the Common Network Instance IE is included.
	YES
	reject

	QoS Flow Add or Modify Request List
	
	0..1
	
	
	YES
	reject

	>QoS Flow Add or Modify Request Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>QoS Flow Level QoS Parameters
	O
	
	9.3.1.12
	
	-
	

	>>E-RAB ID
	O
	
	9.3.2.3
	
	-
	

	>>E-RAB ID Revocation Indicator
	O
	
	ENUMERATED (true, …)
	
	-
	

	QoS Flow to Release List
	O
	
	QoS Flow List with Cause
9.3.1.13
	
	YES
	reject

	Additional UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information List
9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s) proposed for delivery of UL PDUs for split PDU session.
	YES
	reject

	Common Network Instance
	O
	
	9.3.1.120
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofMultiConnectivity
	Maximum no. of connectivity allowed for a UE. Value is 4. The current version of the specification supports up to 2 connectivity.
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[bookmark: _Toc20955356][bookmark: _Toc29503627]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	id-E-RAB-IDRevocationIndicator,
	id-AdditionalDLForwardingUPTNLInformation,

<Unchanged Text Omitted>

QosFlowAddOrModifyRequestList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowAddOrModifyRequestItem

QosFlowAddOrModifyRequestItem ::= SEQUENCE {
	qosFlowIdentifier				QosFlowIdentifier,
	qosFlowLevelQosParameters		QosFlowLevelQosParameters									OPTIONAL,
	e-RAB-ID						E-RAB-ID													OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowAddOrModifyRequestItem-ExtIEs} }	OPTIONAL,
	...
}

QosFlowAddOrModifyRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-E-RAB-IDRevocationIndicator					CRITICALITY ignore	EXTENSION E-RAB-IDRevocationIndicator				PRESENCE optional		},
	...
}

<Unchanged Text Omitted>


E-RAB-IDRevocationIndicator ::= ENUMERATED {
	true,
	...
}


<Unchanged Text Omitted>
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[bookmark: _Toc20955358][bookmark: _Toc29503629]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--

<Unchanged Text Omitted>

id-E-RAB-IDRevocationIndicator				ProtocolIE-ID ::= xxx


<Unchanged Text Omitted>
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