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	Reason for change:
	In case of the PDU session release which includes a NAS PDU for a UE in RRC_INACTIVE state but not reachable, it is not clear whether the NG-RAN should send the NAS NON DELIVERY INDICATION to the AMF. Thus the LS is sent to SA2 asking clarification. 

As described in TS 23. 501, it is clearly mentioned that the notification of non-delivery need be sent to the AMF. The reason is that based on the NAS PDU in the notification of non-delivery message, the AMF can notify the related AMF service consumer(s), i.e. SMSF,  on which NAS PDU has not been successfully delivered to the UE. Similar also applies to the AMF service consumer is PCF. Without this notification message, the AMF does not know which AMF service consumer and NAS PDU(s) has not been transferred to UE as only the un-reachable information is received from NG-RAN. 
This can simplify the NG-RAN design as it use one unified handling for the PDU session release case. 


	
	

	Summary of change:
	Update the NAS NON DELIEVERY INDICATION to be also used for the PDU session release case.  
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This CR has isolated impact with the previous version of the specification (same release) because it introduces updates the NAS NON DELIVERY INDICATIION procedure only.


	
	

	Consequences if not approved:
	It is not clear on NG-RAN’s behaviour for PDU session release carrying NAS-PDU but failed to delivery. 
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This message is sent by the NG-RAN node and is used for reporting the non-delivery of a NAS PDU previously received within a DOWNLINK NAS TRANSPORT message or a PDU SESSION RESOURCE RELEASE COMMAND message over the NG interface.
Direction: NG-RAN node  AMF
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