
3GPP TSG-RAN WG3 #107bis-e













                R3-202009
E-meeting, 20th April – 24th April, 2020
Agenda item:

x.x.x
Source:



Samsung


Title:
(TP for LTE_feMob BL CR for TS 36.423) Clarification of supporting PDCP SN continuity for RLC-UM bearer in DAPS HO
Document for:

Approval
1
Introduction
As discussed in [1]. it should be clarified that PDCP SN Continuity for RLC-UM bearer is supported if DAPS HO configured for the bearer.
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---------------------------- Start of change ---------------------------
8.2.2
SN Status Transfer

8.2.2.1
General

The purpose of the SN Status Transfer procedure is to transfer the uplink PDCP SN and HFN receiver status and the downlink PDCP SN and HFN transmitter status either, from the source to the target eNB during an X2 handover, between the eNBs involved in dual connectivity and/or LWA, or between MeNB and en-gNB involved in EN-DC, for each respective E-RAB for which PDCP SN and HFN status preservation applies.
In case that the X2 handover is a DAPS handover, the SN Status Transfer procedure is also used to transfer the uplink PDCP SN and HFN receiver status and the downlink PDCP SN and HFN transmitter status for an E-RAB associated with RLC-UM and configured with DAPS as described in TS 36.300 [15].


---------------------------- End of change ---------------------------
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