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1
Introduction

At RAN3#107e, we had a discussion regarding the possibility that an NR cell connected to 5GC might not broadcast a TAC if it configured to operate in PSCell/SCell mode only - as specified in TS 38.331.
Following that, it was proposed to introduce in NGAP a new IE within the NG interface management procedures the possibility to indicate that an NG-RAN node operates in “DC mode only”.

This document continues this discussion.
2
Discussion

2.1
TACs for NR Cells supporting PSCell/SCell functionality only
TS 38.331 foresees the possibility to not broadcast the TAC associated with a (subset of) PLMN(s). The respective semantics of the trackingAreaCode IE is as follows:

trackingAreaCode

Indicates Tracking Area Code to which the cell indicated by cellIdentity field belongs. The absence of the field indicates that the cell only supports PSCell/SCell functionality (per PLMN).
This possibility is not foreseen in TS 36.331 for E-UTRA cells connected to 5GC.

Such NR cells are e.g. no candidates for paging, cannot provide MCG functionality, UEs cannot camp on them etc. So, on NG and Xn, only a subset of UE associated functions apply to those cells. The AMF (via NG) and peer NG-RAN nodes (via) Xn would benefit from respective knowledge.

If a TAC is not broadcast in a cell, the selection of such a cell for DC/CA purposes would nevertheless need to be checked against potential roaming and access restrictions on Tracking Area level. Therefore, similar to the approach taken for the (4G) TAC configured for an NR cell for EN-DC, a (5G) TAC is configured and provided on various interfaces for a cell with PSCell/SCell-only functionality.
Proposal 1:
Agree on the principle to always provide a TAC for NR cells which supports only PSCell/SCell functionality and indicate that this TAC is only configured but not broadcast.

Discussions at RAN3#107e started on the Agenda Item for Rel-15 corrections. We propose to apply corrections from Rel-15 onwards.

Proposal 2:
Agree to introduce support of PSCell/SCell-only NR cells from Rel-15 onwards.

2.2
NG aspects

A UE registration area is a set of Tracking Areas. The registration area is used, among other purposes, to page the UE. If a gNB, for a certain Tracking Area, only supports cells with PSCell/SCell functionality, the AMF would not need to consider that gNB for paging, which may help to reduce the paging effort of an AMF.

At RAN3#107e, a proposal was submitted for NGAP in [1] and [2] to indicate whether all cells of a gNB only support PSCell/SCell functionality. Although gNBs deployed for MR-DC only can be considered, the approach in [1] is not general enough. The more cells a gNB supports, the more the likelihood increases, that some cells are deployed intended for stand-alone purpose as well.

One possibility to generalise the approach taken in [1] and [2] would be to indicate per Tracking Area, whether all cells served by the gNB only support PSCell/SCell functionality. This would also cater for the fact that the Supported TA List is mandatory in the NG Setup procedure.
Proposal 3:
Agree to introduce support of PSCell/SCell-only NR cells in NGAP by indicating whether all cells for a certain Tracking Area support only PSCell/SCell functionality.

2.2
Xn and F1 aspects, and X2
On Xn and F1AP, the control functions deciding to trigger UE associated functionality, should have the knowledge, whether a UE can be handed over to a cell or only MR-DC/CA is possible. Respective information is provided in the Served Cell Information.

In XnAP, the TAC is mandatory in the Served Cell Information NR, as for NGAP, adding an indication that TAC is only configured would be a proper choice to cope with the current protocol.

In F1AP, the (5G) TAC is an optional IE. The absence alone wouldn’t sufficiently indicate its intended use in NG-RAN/5GS, as it could serve EN-DC only. Whether or not a “configured TAC” would be provided to the gNB-CU would then depend on the cell’s intended use in 5GS, which is up to RAN O&M.

Proposal 4:
Agree to introduce support of PSCell/SCell-only NR cells in XnAP by indicating in the Served Cell Information NR IE whether the indicated TAC is configured only but not broadcast.

Proposal 5:
Agree to introduce support of PSCell/SCell-only NR cells in F1AP by indicating in the Served Cell Information IE whether the indicated TAC is configured only but not broadcast.

As shortly discussed before, and examining X2AP, the Served NR Cell Information IE includes a 5GS TAC which is intended to reflect a “broadcast” information only. If the 5GS TAC is not broadcast, it is not provided on X2. So, there is no impact on X2.
3
Conclusion and Proposals
We have discussed possibilities to support NR cells deployed for use as PSCell/SCell only and looked at necessary changes in various protocols. The following is proposed:

Proposal 1:
Agree on the principle to always provide a TAC for NR cells which supports only PSCell/SCell functionality and indicate that this TAC is only configured but not broadcast.

Proposal 2:
Agree to introduce support of PSCell/SCell-only NR cells from Rel-15 onwards.

Proposal 3:
Agree to introduce support of PSCell/SCell-only NR cells in NGAP by indicating whether all cells for a certain Tracking Area support only PSCell/SCell functionality.

Proposal 4:
Agree to introduce support of PSCell/SCell-only NR cells in XnAP by indicating in the Served Cell Information NR IE whether the indicated TAC is configured only but not broadcast.

Proposal 5:
Agree to introduce support of PSCell/SCell-only NR cells in F1AP by indicating in the Served Cell Information IE whether the indicated TAC is configured only but not broadcast.

Proposal 6: 
Agree on CRs provided in [3]-[8].
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