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1
Introduction

Discussions at RAN3#107e revealed that we would need to continue on possibilities for optimising CN paging, letting the AMF know which CAGs are supported in which TA.

This TP follows discussions in R3-202130.

2
Text Proposal against the NGAP BL CR in R3-201592 (changes concerning this TP in green) (changes as discussed and proposed in R3-202138 for the slicing agends item cyan)
>>>> NEXT CHANGE <<<<
9.3.3.Y3
NG-RAN NPN Support
This IE contains NG-RAN node originated Non-Public Networks related information supported by an NG-RAN node the corresponding TAI.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE NG-RAN NPN Support
	M
	
	
	

	>SNPN
	
	
	
	

	
	
	
	
	

	>>NID
	M
	
	9.3.3.Y1
	This IE is associated with a PLMN Identity and the TAI Slice Support List contained in the Supported TAI List IE.
Together with the PLMN Identity it identifiers the SNPN supported in the corresponding Tracking Area by the NG-RAN node.

	>PNI-NPN
	
	
	
	

	>>TA-CAG List
	M
	
	9.3.3.Y9
	

	>>TA is TAC only
	O
	
	ENUMERATED {true, ...}
	Indicates that all cells supported by the NG-RAN in the corresponding TAI are CAG cells.


	
	

	
	


>>>> NEXT CHANGE <<<<
9.3.3.Y8
5GC NPN Support

This IE contains 5GC originated Non-Public Networks related information supported by an AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE 5GC NPN Support
	M
	
	
	

	>SNPN
	
	
	
	

	>>NID
	M
	
	9.3.3.Y1
	This IE is associated with a PLMN Identity and the Slice Support List contained in the PLMN Support List IE.
Together with the PLMN Identity it identifiers the SNPN supported by the AMF


>>>> NEXT CHANGE <<<<
9.3.3.Y9
TA-CAG List
This IE indicates the list of CAG IDs supported by an NG-RAN node in a Tracking Area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TA-CAG List
	
	1..<maxnoofCAGsperTA>
	
	

	>CAG ID
	M
	
	9.3.3.Y2
	


	Range bound
	Explanation

	maxnoofCAGsperTAl
	Maximum no. of CAGs per cell. Value is 512. 


>>>> NEXT CHANGE <<<<

9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-AdditionalDLForwardingUPTNLInformation,


id-AdditionalULForwardingUPTNLInformation,


id-AdditionalDLQosFlowPerTNLInformation,


id-AdditionalDLUPTNLInformationForHOList,


id-AdditionalNGU-UP-TNLInformation,


id-AdditionalUL-NGU-UP-TNLInformation,


id-Cause,


id-CNTypeRestrictionsForEquivalent,


id-CNTypeRestrictionsForServing,


id-CommonNetworkInstance,

id-DataForwardingNotPossible,


id-DataForwardingResponseERABList,


id-DirectForwardingPathAvailability,


id-DL-NGU-UP-TNLInformation,


id-EndpointIPAddressAndPort, 

id-ExtendedRATRestrictionInformation,

id-GUAMIType,


id-LastEUTRAN-PLMNIdentity,


id-LocationReportingAdditionalInfo,


id-MaximumIntegrityProtectedDataRate-DL,


id-NetworkInstance,

id-NPN-MobilityInformation,


id-NPN-PagingAssistanceInformation,


id-NPN-Support-NG-RAN,

id-NPN-Support-5GC,

id-OldAssociatedQosFlowList-ULendmarkerexpected,


id-PDUSessionAggregateMaximumBitRate,


id-PDUSessionResourceFailedToSetupListCxtFail,


id-PDUSessionResourceReleaseResponseTransfer,


id-PDUSessionType,


id-PSCellInformation,


id-QosFlowAddOrModifyRequestList,


id-QosFlowSetupRequestList,


id-QosFlowToReleaseList, 

id-QosMonitoringRequest,


id-RAT-Information,

id-SCTP-TLAs,


id-SecondaryRATUsageInformation,


id-SecurityIndication,


id-SecurityResult,

id-SgNB-UE-X2AP-ID,

id-S-NSSAI,


id-TNLAssociationTransportLayerAddressNGRAN, 

id-TargetRNC-ID,

id-UL-NGU-UP-TNLInformation,


id-UL-NGU-UP-TNLModifyList,


id-ULForwarding,


id-ULForwardingUP-TNLInformation,


maxnoofAllowedAreas,

maxnoofAllowedCAGsperPLMN,

maxnoofAllowedS-NSSAIs,


maxnoofBPLMNs,

maxnoofCAGSperCell,

maxnoofCAGSperTA,

maxnoofCellIDforWarning,


maxnoofCellinAoI,


maxnoofCellinEAI,


maxnoofCellsingNB,


maxnoofCellsinngeNB,


maxnoofCellinTAI,


maxnoofCellsinUEHistoryInfo,


maxnoofCellsUEMovingTrajectory,

maxnoofDRBs,


maxnoofEmergencyAreaID,


maxnoofEAIforRestart,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,

maxnoofE-RABs,


maxnoofErrors,


maxnoofForbTACs,

maxnoofMultiConnectivity,


maxnoofMultiConnectivityMinusOne,

maxnoofNGConnectionsToReset,

maxnoofNIDsupported,

maxnoofPDUSessions,


maxnoofPLMNs,


maxnoofQosFlows,


maxnoofRANNodeinAoI,


maxnoofRecommendedCells,


maxnoofRecommendedRANNodes,

maxnoofAoI,

maxnoofServedGUAMIs,


maxnoofSliceItems,

maxnoofTACs,


maxnoofTAIforInactive,


maxnoofTAIforPaging,


maxnoofTAIforRestart,


maxnoofTAIforWarning,


maxnoofTAIinAoI,


maxnoofTimePeriods,


maxnoofTNLAssociations,

maxnoofXnExtTLAs,


maxnoofXnGTP-TLAs,


maxnoofXnTLAs

FROM NGAP-Constants

// skip unchanged text same section //
AllocationAndRetentionPriority-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Allowed-CAG-List-per-PLMN ::= SEQUENCE (SIZE(1..maxnoofAllowedCAGsperPLMN)) OF CAG-ID

AllowedNSSAI ::= SEQUENCE (SIZE(1..maxnoofAllowedS-NSSAIs)) OF AllowedNSSAI-Item

AllowedNSSAI-Item ::= SEQUENCE {


s-NSSAI



S-NSSAI,


iE-Extensions

ProtocolExtensionContainer { {AllowedNSSAI-Item-ExtIEs} } OPTIONAL,


...

}

AllowedNSSAI-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Allowed-PNI-NPN-List ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF Allowed-PNI-NPN-Item
Allowed-PNI-NPN-Item ::= SEQUENCE {


pLMNIdentity



PLMNIdentity,

pNI-NPN-restricted


ENUMERATED {restricted, not-restricted, ...},


allowed-CAG-List-per-PLMN
Allowed-CAG-List-per-PLMN,


iE-Extensions


ProtocolExtensionContainer { {Allowed-PNI-NPN-Item-ExtIEs} } OPTIONAL,


...

}

Allowed-PNI-NPN-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

AllowedTACs ::= SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC

// skip unchanged text same section //
AssistanceDataForPaging ::= SEQUENCE {


assistanceDataForRecommendedCells

AssistanceDataForRecommendedCells


OPTIONAL,


pagingAttemptInformation



PagingAttemptInformation




OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {AssistanceDataForPaging-ExtIEs} } OPTIONAL,


...

}

AssistanceDataForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

{ID id-NPN-PagingAssistanceInformation
CRITICALITY ignore
EXTENSION NPN-PagingAssistanceInformation

PRESENCE optional},

...

}

// skip unchanged text same section //
BroadcastPLMNItem ::= SEQUENCE {


pLMNIdentity


PLMNIdentity,


tAISliceSupportList

SliceSupportList,


iE-Extensions

ProtocolExtensionContainer { {BroadcastPLMNItem-ExtIEs} } OPTIONAL,


...

}

BroadcastPLMNItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {

{ID id-NPN-Support-NG-RAN
CRITICALITY reject
EXTENSION NPN-Support-NG-RAN

PRESENCE optional},

...

}

-- C

CAG-ID ::= BIT STRING (SIZE(32))
CancelAllWarningMessages ::= ENUMERATED {


true,


...

}

// skip unchanged text same section //
CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

Cell-CAGInformation ::= SEQUENCE {


nR-CGI



NR-CGI,


cellCAGList


CellCAGList,


iE-Extensions

ProtocolExtensionContainer { {Cell-CAGInformation-ExtIEs} } OPTIONAL,


...

}

Cell-CAGInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

CellCAGList ::= SEQUENCE (SIZE(1..maxnoofCAGSperCell)) OF CAG-ID
CellIDBroadcastEUTRA ::= SEQUENCE (SIZE(1..maxnoofCellIDforWarning)) OF CellIDBroadcastEUTRA-Item

// skip unchanged text same section //
MobilityRestrictionList ::= SEQUENCE {


servingPLMN




PLMNIdentity,


equivalentPLMNs



EquivalentPLMNs










OPTIONAL,


rATRestrictions



RATRestrictions










OPTIONAL,


forbiddenAreaInformation
ForbiddenAreaInformation







OPTIONAL, 


serviceAreaInformation

ServiceAreaInformation








OPTIONAL, 


iE-Extensions

ProtocolExtensionContainer { {MobilityRestrictionList-ExtIEs} }
OPTIONAL,


...

}

MobilityRestrictionList-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-LastEUTRAN-PLMNIdentity

CRITICALITY ignore
EXTENSION PLMNIdentity

PRESENCE optional

}|


{ ID id-CNTypeRestrictionsForServing

CRITICALITY ignore
EXTENSION CNTypeRestrictionsForServing

PRESENCE optional}|


{ ID id-CNTypeRestrictionsForEquivalent

CRITICALITY ignore
EXTENSION CNTypeRestrictionsForEquivalent

PRESENCE optional}|

{ ID id-NPN-MobilityInformation



CRITICALITY reject
EXTENSION NPN-MobilityInformation



PRESENCE optional},

...

}

// skip unchanged text same section //
NGRANTraceID ::= OCTET STRING (SIZE(8)) 
NID ::= OCTET STRING (SIZE(7)) 

NonDynamic5QIDescriptor ::= SEQUENCE {


fiveQI





FiveQI,


priorityLevelQos


PriorityLevelQos









OPTIONAL,


averagingWindow



AveragingWindow










OPTIONAL,


maximumDataBurstVolume

MaximumDataBurstVolume








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {NonDynamic5QIDescriptor-ExtIEs} }
OPTIONAL,


...

}

NonDynamic5QIDescriptor-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

NotAllowedTACs ::= SEQUENCE (SIZE(1..maxnoofAllowedAreas)) OF TAC

NotificationCause ::= ENUMERATED {


fulfilled,


not-fulfilled,


...

}

NotificationControl ::= ENUMERATED {


notification-requested,


...

}
NPN-AccessInformation ::= CHOICE {


pNI-NPN-Access-Information

CellCAGList,


sNPN-Access-Information


SNPN-ID,


choice-Extensions



ProtocolIE-SingleContainer { {NPN-AccessInformation-ExtIEs} }

}

NPN-AccessInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
NPN-MobilityInformation ::= CHOICE {


sNPN-MobilityInformation

SNPN-MobilityInformation,


pNI-NPN-MobilityInformation

PNI-NPN-MobilityInformation,


choice-Extensions



ProtocolIE-SingleContainer { {NPN-MobilityInformation-ExtIEs} }

}

NPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
NPN-PagingAssistanceInformation ::= CHOICE {


pNI-NPN-PagingAssistance

Allowed-PNI-NPN-List,


choice-Extensions



ProtocolIE-SingleContainer { {NPN-PagingAssistanceInformation-ExtIEs} }

}

NPN-PagingAssistanceInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
NPN-Support-NG-RAN ::= CHOICE {


sNPN




NPN-Support-NG-RAN-SNPN,


pNI-NPN




NPN-Support-NG-RAN-pNI-NPN,
-
choice-Extensions

ProtocolIE-SingleContainer { {NPN-Support-NG-RAN-ExtIEs} }

}

NPN-Support-NG-RAN-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
NPN-Support-NG-RAN-SNPN ::= SEQUENCE {


nid




NID


iE-Extensions

ProtocolExtensionContainer { {NPN-Support-NG-RAN-SNPN-ExtIEs} } OPTIONAL,


...

}

NPN-Support-NG-RAN-SNPN-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
NPN-Support-NG-RAN-PNI-NPN ::= SEQUENCE {


tACAGList



TACAGList,


tAisCAGonly



TAisCAGOnly

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {NPN-Support-NG-RAN-PNI-NPN-ExtIEs} } OPTIONAL,


...

}

NPN-Support-NG-RAN-PNI-NPN-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
NPN-Support-5GC ::= CHOICE {


sNPN




NPN-Support-5GC-SNPN,


choice-Extensions

ProtocolIE-SingleContainer { {NPN-Support-5GC-ExtIEs} }

}

NPN-Support-5GC-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
NPN-Support-5GC-SNPN ::= SEQUENCE {


nid




NID


iE-Extensions

ProtocolExtensionContainer { {NPN-Support-5GC-SNPN-ExtIEs} } OPTIONAL,


...

}

NPN-Support-5GC-SNPN-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
NRCellIdentity ::= BIT STRING (SIZE(36))

// skip unchanged text same section //
PLMNSupportItem ::= SEQUENCE {


pLMNIdentity


PLMNIdentity,


sliceSupportList

SliceSupportList,


iE-Extensions

ProtocolExtensionContainer { {PLMNSupportItem-ExtIEs} } OPTIONAL,


...

}

PLMNSupportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
-- This IE (NPN-Support) may include one SNPN (NID) only in this version of the specification --

{ID id-NPN-Support-5GC
CRITICALITY reject
EXTENSION NPN-Support-5GC

PRESENCE optional},


...

}

PNI-NPN-MobilityInformation ::= SEQUENCE {


allowed-PNI-NPI-List

Allowed-PNI-NPN-List,


iE-Extensions



ProtocolExtensionContainer { {PNI-NPN-MobilityInformation-ExtIEs} }
OPTIONAL,


...

}

PNI-NPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

S-NSSAI ::= SEQUENCE {


sST




SST,


sD




SD












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { { S-NSSAI-ExtIEs} }
OPTIONAL,


...

}

PortNumber ::= OCTET STRING (SIZE(2))

// skip unchanged text same section //
SliceSupportItem ::= SEQUENCE {


s-NSSAI



S-NSSAI,


iE-Extensions

ProtocolExtensionContainer { {SliceSupportItem-ExtIEs} }
OPTIONAL,


...

}

SliceSupportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
SNPN-ID ::= SEQUENCE {


pLMNIdentity

PLMNIdentity,


nID




NID,


iE-Extensions

ProtocolExtensionContainer { {SNPN-ID-ExtIEs} } OPTIONAL,


...

}

SNPN-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SNPN-MobilityInformation ::= SEQUENCE {


serving-NID

NID,


iE-Extensions

ProtocolExtensionContainer { {SNPN-MobilityInformation-ExtIEs} }
OPTIONAL,


...

}

SNPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

// skip unchanged text same section //
-- T

TAC ::= OCTET STRING (SIZE(3))

TACAGList ::= SEQUENCE (SIZE(1..maxnoofCAGSperTA)) OF CAG-ID
TAisCAGonly ::= ENUMERATED {true, ...}
TAI ::= SEQUENCE {


pLMNIdentity

PLMNIdentity,


tAC




TAC,


iE-Extensions

ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL,


...

}

TAI-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIBroadcastEUTRA ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAIBroadcastEUTRA-Item

TAIBroadcastEUTRA-Item ::= SEQUENCE {


tAI







TAI,


completedCellsInTAI-EUTRA

CompletedCellsInTAI-EUTRA,


iE-Extensions

ProtocolExtensionContainer { {TAIBroadcastEUTRA-Item-ExtIEs} } OPTIONAL,


...

}

TAIBroadcastEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIBroadcastNR ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAIBroadcastNR-Item

TAIBroadcastNR-Item ::= SEQUENCE {


tAI






TAI,


completedCellsInTAI-NR

CompletedCellsInTAI-NR,


iE-Extensions

ProtocolExtensionContainer { {TAIBroadcastNR-Item-ExtIEs} } OPTIONAL,


...

}

TAIBroadcastNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAICancelledEUTRA ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAICancelledEUTRA-Item

TAICancelledEUTRA-Item ::= SEQUENCE {


tAI







TAI,


cancelledCellsInTAI-EUTRA

CancelledCellsInTAI-EUTRA,


iE-Extensions

ProtocolExtensionContainer { {TAICancelledEUTRA-Item-ExtIEs} } OPTIONAL,


...

}

TAICancelledEUTRA-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAICancelledNR ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAICancelledNR-Item

TAICancelledNR-Item ::= SEQUENCE {


tAI






TAI,


cancelledCellsInTAI-NR

CancelledCellsInTAI-NR,


iE-Extensions

ProtocolExtensionContainer { {TAICancelledNR-Item-ExtIEs} } OPTIONAL,


...

}

TAICancelledNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIListForInactive ::= SEQUENCE (SIZE(1..maxnoofTAIforInactive)) OF TAIListForInactiveItem

TAIListForInactiveItem ::= SEQUENCE {


tAI




TAI,


iE-Extensions

ProtocolExtensionContainer { {TAIListForInactiveItem-ExtIEs} } OPTIONAL,


...

}

TAIListForInactiveItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIListForPaging ::= SEQUENCE (SIZE(1..maxnoofTAIforPaging)) OF TAIListForPagingItem

TAIListForPagingItem ::= SEQUENCE {


tAI




TAI,


iE-Extensions

ProtocolExtensionContainer { {TAIListForPagingItem-ExtIEs} } OPTIONAL,


...

}

TAIListForPagingItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TAIListForRestart ::= SEQUENCE (SIZE(1..maxnoofTAIforRestart)) OF TAI

TAIListForWarning ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI

TargeteNB-ID ::= SEQUENCE {


globalENB-ID

GlobalNgENB-ID,


selected-EPS-TAI
EPS-TAI,


iE-Extensions

ProtocolExtensionContainer { {TargeteNB-ID-ExtIEs} } OPTIONAL,


...

}

TargeteNB-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TargetID ::= CHOICE {


targetRANNodeID

TargetRANNodeID,


targeteNB-ID

TargeteNB-ID,


choice-Extensions

ProtocolIE-SingleContainer { {TargetID-ExtIEs} }

}

TargetID-ExtIEs NGAP-PROTOCOL-IES ::= {


{ID id-TargetRNC-ID

CRITICALITY reject
TYPE TargetRNC-ID PRESENCE mandatory },


...

}

TargetNGRANNode-ToSourceNGRANNode-TransparentContainer ::= SEQUENCE {


rRCContainer

RRCContainer,


iE-Extensions

ProtocolExtensionContainer { {TargetNGRANNode-ToSourceNGRANNode-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargetNGRANNode-ToSourceNGRANNode-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer ::= SEQUENCE {


cell-CAGInformation

Cell-CAGInformation,


iE-Extensions


ProtocolExtensionContainer { {TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer-ExtIEs} } OPTIONAL,


...

}

TargetNGRANNode-ToSourceNGRANNode-FailureTransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

TargetRANNodeID ::= SEQUENCE {


globalRANNodeID

GlobalRANNodeID,


selectedTAI


TAI,


iE-Extensions

ProtocolExtensionContainer { {TargetRANNodeID-ExtIEs} } OPTIONAL,


...

}
TargetRANNodeID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
TargetRNC-ID ::= SEQUENCE {


lAI




LAI,


rNC-ID



RNC-ID,


extendedRNC-ID

ExtendedRNC-ID

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {TargetRNC-ID-ExtIEs} } OPTIONAL,


...


}

TargetRNC-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
TargetToSource-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the target RAN node to the source RAN node. 

-- The octets of the OCTET STRING are encoded according to the specifications of the target system.
TargettoSource-Failure-TransparentContainer ::= OCTET STRING

-- This IE includes a transparent container from the target RAN node to the source RAN node. 

-- The octets of the OCTET STRING are encoded according to the specifications of the target system (if applicable).
TimerApproachForGUAMIRemoval ::= ENUMERATED { 


apply-timer,


...

}

>>>> NEXT CHANGE <<<<
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

// skip unchanged text same section //
-- **************************************************************

--

-- Lists

--

-- **************************************************************


maxnoofAllowedAreas




INTEGER ::= 16

maxnoofAllowedCAGsperPLMN


INTEGER ::= 256

maxnoofAllowedS-NSSAIs



INTEGER ::= 8

maxnoofBPLMNs





INTEGER ::= 12

maxnoofCAGSperCell




INTEGER ::= X2

maxnoofCAGSperTA




INTEGER ::= 512

maxnoofCellIDforWarning



INTEGER ::= 65535


maxnoofCellinAoI




INTEGER ::= 256

maxnoofCellinEAI




INTEGER ::= 65535

maxnoofCellinTAI




INTEGER ::= 65535


maxnoofCellsingNB




INTEGER ::= 16384

maxnoofCellsinngeNB




INTEGER ::= 256


maxnoofCellsinUEHistoryInfo


INTEGER ::= 16


maxnoofCellsUEMovingTrajectory

INTEGER ::= 16

maxnoofDRBs






INTEGER ::= 32

maxnoofEmergencyAreaID



INTEGER ::= 65535

maxnoofEAIforRestart



INTEGER ::= 256


maxnoofEPLMNs





INTEGER ::= 15


maxnoofEPLMNsPlusOne



INTEGER ::= 16

maxnoofE-RABs





INTEGER ::= 256

maxnoofErrors





INTEGER ::= 256


maxnoofForbTACs





INTEGER ::= 4096


maxnoofMultiConnectivity



INTEGER ::= 4


maxnoofMultiConnectivityMinusOne
INTEGER ::= 3

maxnoofNGConnectionsToReset


INTEGER ::= 65536

maxnoofNIDsupported




INTEGER ::= X3

maxnoofPDUSessions




INTEGER ::= 256


maxnoofPLMNs





INTEGER ::= 12


maxnoofQosFlows





INTEGER ::= 64


maxnoofRANNodeinAoI




INTEGER ::= 64


maxnoofRecommendedCells



INTEGER ::= 16


maxnoofRecommendedRANNodes


INTEGER ::= 16


maxnoofAoI






INTEGER ::= 64

maxnoofServedGUAMIs




INTEGER ::= 256

maxnoofSliceItems




INTEGER ::= 1024

maxnoofTACs






INTEGER ::= 256

maxnoofTAIforInactive



INTEGER ::= 16

maxnoofTAIforPaging




INTEGER ::= 16

maxnoofTAIforRestart



INTEGER ::= 2048

maxnoofTAIforWarning



INTEGER ::= 65535


maxnoofTAIinAoI





INTEGER ::= 16


maxnoofTimePeriods




INTEGER ::= 2

maxnoofTNLAssociations



INTEGER ::= 32

maxnoofXnExtTLAs




INTEGER ::= 16

maxnoofXnGTP-TLAs




INTEGER ::= 16

maxnoofXnTLAs





INTEGER ::= 2
-- **************************************************************

--

-- IEs

--

-- **************************************************************


id-AllowedNSSAI










ProtocolIE-ID ::= 0


id-AMFName











ProtocolIE-ID ::= 1


id-AMFOverloadResponse








ProtocolIE-ID ::= 2


id-AMFSetID











ProtocolIE-ID ::= 3

// skip unchanged text same section //
id-LocationReportingAdditionalInfo





ProtocolIE-ID ::= 170


id-SourceToTarget-AMFInformationReroute




ProtocolIE-ID ::= 171


id-AdditionalULForwardingUPTNLInformation



ProtocolIE-ID ::= 172


id-SCTP-TLAs










ProtocolIE-ID ::= 173


id-DataForwardingResponseERABList





ProtocolIE-ID ::= 174


id-RIMInformationTransfer







ProtocolIE-ID ::= 175


id-GUAMIType





ProtocolIE-ID ::= 176

id-SRVCCOperationPossible







ProtocolIE-ID ::= 177

id-TargetRNC-ID










ProtocolIE-ID ::= 178


id-RAT-Information









ProtocolIE-ID ::= 179

id-ExtendedRATRestrictionInformation





ProtocolIE-ID ::= 180


id-QosMonitoringRequest








ProtocolIE-ID ::= 181


id-SgNB-UE-X2AP-ID









ProtocolIE-ID ::= 182

id-NPN-Support-NG-RAN








ProtocolIE-ID ::= XX1


id-NPN-Support-5GCN









ProtocolIE-ID ::= XX1a

id-NPN-AccessInformation







ProtocolIE-ID ::= XX2


id-NPN-PagingAssistanceInformation





ProtocolIE-ID ::= XX3


id-NPN-MobilityInformation







ProtocolIE-ID ::= XX4


id-TargettoSource-Failure-TransparentContainer


ProtocolIE-ID ::= XX5
END

-- ASN1STOP

>>>> END OF CHANGES <<<<
