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1	Introduction
RAN3 has discussed in previous meetings how to support the SL UE Information configuration over F1AP. In this paper we further discuss this aspect in light of RAN2’s recent progress.
2	Discussion
It was left FFS how to transmit the sidelink configuration from CU to DU when the UE in connected mode requires dedicated signaling from gNB. Two options are available for this purpose:
1. introduce a new SidelinkUEInformation IE (as described in [1]) from CU to DU to exchange the SL UE request information;
2. ask RAN2 to whether it is possible to define in existing RRC containers, (such as the CG-ConfigInfo), the information related to the SL information, in order to avoid any RAN3 impact.
A LS was sent to RAN2 for this purpose [2]. In RAN2’s recent reply in [3], RAN2 state the following:
RAN2 would like to thank RAN3 for their LS. According to the two options described in the RAN3 LS, RAN2 would like to inform RAN3 that Option 2 is feasible but RAN2 assumes RAN3 will make a final decision.
Therefore, based on RAN2’s feedback, it is possible to include the SL UE information within the existing CG-ConfigInfo. From RAN3 point of view, this option is also very beneficial because it avoids any F1AP impacts to support the functionality.
Observation 1: Option 2 is feasible from RAN2 specification point of view.
Observation 2: Option 2 avoids any further impacts to RAN3 F1AP specifications 
Therefore, it is proposed that RAN3 adopts option 2 where the sidelink resource information will be exchanged between DU and CU; no spec change is required.
Proposal 1: RAN3 to agree on Option 2. No specification change to F1AP is needed
3	Conclusion
In this paper, we discussed the remaining F1 aspects for supporting NR V2X in gNB and the made the following observations/proposals:
Observation 1: Option 2 is feasible from RAN2 specification point of view.
Observation 2: Option 2 avoids any further impacts to RAN3 F1AP specifications 
Proposal 1: RAN3 to agree on Option 2. No specification change to F1AP is needed
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