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1. Introduction
In [1], we discuss the Stage 3 issue on Solution 1 related to Key issues 1, and claim the following proposal:

· The RSN should be delivered to gNB-CU-UP in E1AP BEARER CONTEXT SETUP REQUEST message and E1AP BEARER CONTEXT MODIFICATION REQUEST message.
To reflect such proposal, the TP for TS38.463 is given as below.
2. References

[1] R3-202276, “Discussion on open issues for Solution #1,” LGE, April, 2020.
3. Appendix : TP for NR_IIOT BL CR for TS 38.463
This appendix provides the Text proposal for NR_IIOT BL CR for TS 38.463 based on the proposal of the contribution in [1].
----------------Start of the First Change---------------
8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Bearer Context Setup procedure: Successful Operation.

The gNB-CU-CP initiates the procedure by sending the BEARER CONTEXT SETUP REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to establish the requested resources, it replies to the gNB-CU-CP with the BEARER CONTEXT SETUP RESPONSE message.
[Unchanged text skipped]
For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource To Setup List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [20].

For each PDU session, if the Redundant NG UL UP Transport Layer Information IE is included in the PDU Session Resource To Setup List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, use it as the uplink termination point of the redundant tunnel for the user plane data of those QoS flows in this PDU session which need redundant transmission as described in TS 23.501 [20], and it shall include the Redundant NG DL UP Transport Layer Information IE in the PDU Session Resource Setup List IE in the BEARER CONTEXT SETUP RESPONSE message. 
For each PDU Session Resource, if the Redundant Common Network Instance IE is included in the PDU Session Resource To Setup List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [20].

For each PDU session, if the Redundant QoS Flow Indicator IE is included in the QoS Flow QoS Parameters List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall consider it for the redundant transmission.
For each PDU session, if the Redundant PDU Session Information IE is included in the PDU Session Resource To Setup Request List IE contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, store the received information in the UE context and setup the redundant user plane for the redundant PDU session as specified in TS 38.300 [8] and TS 23.501 [20].
If UE Inactivity Timer IE or PDU session Inactivity Timer IE or DRB Inactivity Timer IE is contained in BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall take it into account when perform inactivity monitoring.
-----------------End of the First Change---------------
----------------Start of the Second Change---------------
8.3.2.2
Successful Operation
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Figure 8.3.2.2-1: Bearer Context Modification procedure: Successful Operation.

The gNB-CU-CP initiates the procedure by sending the BEARER CONTEXT MODIFICATION REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to modify the bearer context, it replies to the gNB-CU-CP with the BEARER CONTEXT MODIFICATION RESPONSE message.
[Unchanged text skipped]
For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource To Setup List IE or the PDU Session Resource To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [20].

For each PDU session, if the Redundant NG UL UP Transport Layer Information IE is included in the PDU Session Resource To Setup List IE or the PDU Session Resource To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall, if supported, include the Redundant NG DL UP Transport Layer Information IE in the PDU Session Resource Setup List IE or the PDU Session Resource Modified List IE in the BEARER CONTEXT MODIFICATION RESPONSE message. 

If the Redundant Common Network Instance IE is included in the PDU Session Resource To Setup List IE or the PDU Session Resource To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [20].

For each PDU session for which the Redundant QoS Flow Indicator IE is included in QoS Flows Information To Be Setup IE contained in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall, if support, shall store and use it as specified in TS 23.501 [20].

For each PDU session, if the Redundant QoS Flow Indicator IE is set to false for all QoS flows, the gNB-CU-UP shall, if supported, stop the redundant transmission and release the redundant tunnel for the concerned PDU session as specified in TS 23.501 [20].
For each PDU session, if the Redundant PDU Session Information IE is included in the PDU Session Resource To Setup Request List IE contained in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall, if supported, store the received information in the UE context and setup the redundant user plane for the redundant PDU session as specified in TS 38.300 [8] and TS 23.501 [20].
If the QoS Flow Mapping Indication IE is contained in the QoS Flow QoS Parameters List IE in the BEARER CONTEXT MODIFICATION REQUEST message, the gNB-CU-UP shall, if supported, replace any previously received value and take it into account that only the uplink or downlink QoS flow is mapped to the DRB.

-----------------End of the Second Change---------------
----------------Start of the Third Change---------------
9.3.1.z4
Redundant PDU Session Information
This IE defines Redundancy information to be applied to a PDU Session.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RSN
	M
	
	ENUMERATED (1, 2, …)
	


[Unchanged text skipped]
9.3.3.2
PDU Session Resource To Setup List

This IE contains PDU session resource related information used at Bearer Context Setup Request

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resource To Setup Item
	
	1..<maxnoofPDUSessionResource>
	
	
	-
	-

	>PDU Session ID 
	M
	
	9.3.1.21
	
	-
	-

	>PDU Session Type 
	M
	
	9.3.1.22
	
	-
	-

	>S-NSSAI 
	M
	
	9.3.1.9
	
	-
	-

	>Security Indication 
	M
	
	9.3.1.23
	
	-
	-

	>PDU Session Resource DL Aggregate Maximum Bit Rate
	O
	
	Bit Rate

9.3.1.20
	This IE shall be present when at least one Non-GBR QoS Flows is being setup.
	-
	-

	>NG UL UP Transport Layer Information
	M
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>PDU Session Data Forwarding Information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	
	-
	-

	>PDU Session Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to PDU Session.
	-
	-

	>Existing Allocated NG DL UP Transport Layer Information
	O
	
	UP Transport Layer Information

9.3.2.1
	
	-
	-

	>Network Instance
	O
	
	9.3.1.62
	Shall be ignored if the Common Network Instance IE is included.
	YES
	ignore

	>Common Network Instance
	O
	
	9.3.1.66
	
	YES
	ignore

	>DRB To Setup List
	
	1
	
	
	-
	-

	>>DRB To Setup Item 
	
	1..<maxnoofDRBs>
	
	
	-
	-

	>>>DRB ID
	M
	
	9.3.1.16
	
	-
	-

	>>>SDAP Configuration
	M 
	
	9.3.1.39
	
	-
	-

	>>>PDCP Configuration
	M
	
	9.3.1.38
	
	-
	-

	>>>Cell Group Information
	M
	
	9.3.1.11
	The gNB-CU-UP shall provide one UL UP Transport Layer Information Item per cell group entry.
	-
	-

	>>>QoS Flows Information To Be Setup
	M
	
	QoS Flow QoS Parameters List

9.3.1.25
	
	-
	-

	>>>DRB Data forwarding information Request
	O
	
	Data Forwarding Information Request 

9.3.2.5
	Requesting forwarding info from the target gNB-CU-UP.
	-
	-

	>>>DRB Inactivity Timer
	O
	
	Inactivity Timer 

9.3.1.54
	Included if the Activity Notification Level is set to DRB.
	-
	-

	>>>PDCP SN Status Information
	O
	
	9.3.1.58
	Contains the PDCP SN Status at setup after Resume.
	-
	-

	>>>DRB QoS
	O
	
	9.3.1.26
	Indicates the DRB QoS when more than one QoS Flow is mapped to the DRB.
	YES
	ignore

	>Redundant NG UL UP Transport Layer Information
	O
	
	UP Transport Layer Information

9.3.2.1
	
	YES
	ignore

	>Redundant Common Network Instance
	O
	
	Common Network Instance

9.3.1.66
	
	YES
	ignore

	> Redundant PDU Session Information
	O
	
	9.3.1.z4
	
	YES
	ignore


-----------------End of the Third Change---------------
----------------Start of the Fourth Change---------------
9.4.5
Information Element Definitions

-- ASN1START
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

E1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS



id-CommonNetworkInstance,


id-SNSSAI,


id-OldQoSFlowMap-ULendmarkerexpected,


id-DRB-QoS,


id-endpoint-IP-Address-and-Port,


id-NetworkInstance,


id-QoSFlowMappingIndication,


id-TNLAssociationTransportLayerAddressgNBCUUP,


id-Cause,

id-QoSMonitoringRequest,

id-RedundantCommonNetworkInstance,

id-redundant-nG-UL-UP-TNL-Information,

id-redundant-nG-DL-UP-TNL-Information,
 
id-RedundantPDUSessionInformation,

id-RedundantQosFlowIndicator,

id-TSCTrafficCharacteristics,

id-ExtendedPacketDelayBudget,

id-CNPacketDelayBudgetDownlink,

id-CNPacketDelayBudgetUplink,

id-AdditionalPDCPmultiplicationInformation,

maxnoofErrors,


maxnoofSliceItems,


maxnoofEUTRANQOSParameters,


maxnoofNGRANQOSParameters,


maxnoofDRBs,


maxnoofPDUSessionResource,


maxnoofQoSFlows,


maxnoofUPParameters,


maxnoofCellGroups,


maxnooftimeperiods,


maxnoofNRCGI,


maxnoofTLAs,


maxnoofGTPTLAs
[Unchanged text skipped]
PDU-Session-Resource-To-Setup-Item
::=
SEQUENCE {


pDU-Session-ID






PDU-Session-ID,


pDU-Session-Type





PDU-Session-Type,


sNSSAI








SNSSAI,


securityIndication





SecurityIndication,


pDU-Session-Resource-DL-AMBR


BitRate





OPTIONAL,


nG-UL-UP-TNL-Information



UP-TNL-Information,


pDU-Session-Data-Forwarding-Information-Request

Data-Forwarding-Information-Request

OPTIONAL,


pDU-Session-Inactivity-Timer


Inactivity-Timer
OPTIONAL,


existing-Allocated-NG-DL-UP-TNL-Info
UP-TNL-Information

OPTIONAL,


networkInstance






NetworkInstance

OPTIONAL,


dRB-To-Setup-List-NG-RAN



DRB-To-Setup-List-NG-RAN,


iE-Extensions






ProtocolExtensionContainer
{ { PDU-Session-Resource-To-Setup-Item-ExtIEs } }
OPTIONAL,


...

}

PDU-Session-Resource-To-Setup-Item-ExtIEs

E1AP-PROTOCOL-EXTENSION ::= {


{ ID id-CommonNetworkInstance





CRITICALITY ignore
EXTENSION CommonNetworkInstance







PRESENCE optional
}|

{ ID id-redundant-nG-UL-UP-TNL-Information

CRITICALITY ignore
EXTENSION 
UP-TNL-Information




PRESENCE optional
}|

{ ID id-RedundantCommonNetworkInstance


CRITICALITY ignore
EXTENSION 
CommonNetworkInstance



PRESENCE optional
}|


{ ID id-RedundantPDUSessionInformation



CRITICALITY ignore
TYPE RedundantPDUSessionInformation 


PRESENCE optional

},

...

}

[Unchanged text skipped]
RAT-Type
::=
ENUMERATED
{


e-UTRA,


nR,


...

}

RedundantPDUSessionInformation ::= SEQUENCE {


rSN




RSN,


iE-Extensions

ProtocolExtensionContainer { {RedundantPDUSessionInformation-ExtIEs} }
OPTIONAL,


...

}

RedundantPDUSessionInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RedundantQoSFlowIndicator::= ENUMERATED {true,false}

RetainabilityMeasurementsInfo
::= SEQUENCE (SIZE(1.. maxnoofDRBs)) OF DRB-Removed-Item

[Unchanged text skipped]
ROHC-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {


...

}

RSN ::= ENUMERATED {one, two, ...}
-- S

SecurityAlgorithm
::= SEQUENCE {


cipheringAlgorithm



CipheringAlgorithm,


integrityProtectionAlgorithm
IntegrityProtectionAlgorithm
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { SecurityAlgorithm-ExtIEs } }
OPTIONAL,


...

}
[Unchanged text skipped]
9.4.7
Constant Definitions

-- ASN1START
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

E1AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

[Unchanged text skipped]
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause













ProtocolIE-ID ::= 0

id-CriticalityDiagnostics









ProtocolIE-ID ::= 1

id-gNB-CU-CP-UE-E1AP-ID 









ProtocolIE-ID ::= 2

id-gNB-CU-UP-UE-E1AP-ID










ProtocolIE-ID ::= 3

id-ResetType












ProtocolIE-ID ::= 4

id-UE-associatedLogicalE1-ConnectionItem





ProtocolIE-ID ::= 5

id-UE-associatedLogicalE1-ConnectionListResAck




ProtocolIE-ID ::= 6

id-gNB-CU-UP-ID












ProtocolIE-ID ::= 7

id-gNB-CU-UP-Name











ProtocolIE-ID ::= 8

id-gNB-CU-CP-Name











ProtocolIE-ID ::= 9

id-CNSupport












ProtocolIE-ID ::= 10

id-SupportedPLMNs











ProtocolIE-ID ::= 11

id-TimeToWait












ProtocolIE-ID ::= 12

id-SecurityInformation










ProtocolIE-ID ::= 13

id-UEDLAggregateMaximumBitRate








ProtocolIE-ID ::= 14

id-System-BearerContextSetupRequest







ProtocolIE-ID ::= 15

id-System-BearerContextSetupResponse






ProtocolIE-ID ::= 16

id-BearerContextStatusChange








ProtocolIE-ID ::= 17

id-System-BearerContextModificationRequest





ProtocolIE-ID ::= 18

id-System-BearerContextModificationResponse





ProtocolIE-ID ::= 19

id-System-BearerContextModificationConfirm





ProtocolIE-ID ::= 20

id-System-BearerContextModificationRequired





ProtocolIE-ID ::= 21

id-DRB-Status-List











ProtocolIE-ID ::= 22

id-ActivityNotificationLevel








ProtocolIE-ID ::= 23

id-ActivityInformation










ProtocolIE-ID ::= 24

id-Data-Usage-Report-List









ProtocolIE-ID ::= 25

id-New-UL-TNL-Information-Required







ProtocolIE-ID ::= 26

id-GNB-CU-CP-TNLA-To-Add-List








ProtocolIE-ID ::= 27

id-GNB-CU-CP-TNLA-To-Remove-List







ProtocolIE-ID ::= 28

id-GNB-CU-CP-TNLA-To-Update-List







ProtocolIE-ID ::= 29

id-GNB-CU-CP-TNLA-Setup-List








ProtocolIE-ID ::= 30

id-GNB-CU-CP-TNLA-Failed-To-Setup-List






ProtocolIE-ID ::= 31

id-DRB-To-Setup-List-EUTRAN









ProtocolIE-ID ::= 32

id-DRB-To-Modify-List-EUTRAN








ProtocolIE-ID ::= 33

id-DRB-To-Remove-List-EUTRAN








ProtocolIE-ID ::= 34

id-DRB-Required-To-Modify-List-EUTRAN






ProtocolIE-ID ::= 35

id-DRB-Required-To-Remove-List-EUTRAN






ProtocolIE-ID ::= 36

id-DRB-Setup-List-EUTRAN









ProtocolIE-ID ::= 37

id-DRB-Failed-List-EUTRAN









ProtocolIE-ID ::= 38

id-DRB-Modified-List-EUTRAN









ProtocolIE-ID ::= 39

id-DRB-Failed-To-Modify-List-EUTRAN







ProtocolIE-ID ::= 40

id-DRB-Confirm-Modified-List-EUTRAN







ProtocolIE-ID ::= 41

id-PDU-Session-Resource-To-Setup-List






ProtocolIE-ID ::= 42

id-PDU-Session-Resource-To-Modify-List






ProtocolIE-ID ::= 43

id-PDU-Session-Resource-To-Remove-List






ProtocolIE-ID ::= 44

id-PDU-Session-Resource-Required-To-Modify-List




ProtocolIE-ID ::= 45

id-PDU-Session-Resource-Setup-List







ProtocolIE-ID ::= 46

id-PDU-Session-Resource-Failed-List







ProtocolIE-ID ::= 47

id-PDU-Session-Resource-Modified-List






ProtocolIE-ID ::= 48

id-PDU-Session-Resource-Failed-To-Modify-List




ProtocolIE-ID ::= 49

id-PDU-Session-Resource-Confirm-Modified-List




ProtocolIE-ID ::= 50

id-DRB-To-Setup-Mod-List-EUTRAN








ProtocolIE-ID ::= 51

id-DRB-Setup-Mod-List-EUTRAN








ProtocolIE-ID ::= 52

id-DRB-Failed-Mod-List-EUTRAN








ProtocolIE-ID ::= 53

id-PDU-Session-Resource-Setup-Mod-List






ProtocolIE-ID ::= 54

id-PDU-Session-Resource-Failed-Mod-List






ProtocolIE-ID ::= 55

id-PDU-Session-Resource-To-Setup-Mod-List





ProtocolIE-ID ::= 56

id-TransactionID











ProtocolIE-ID ::= 57

id-Serving-PLMN












ProtocolIE-ID ::= 58

id-UE-Inactivity-Timer










ProtocolIE-ID ::= 59

id-System-GNB-CU-UP-CounterCheckRequest






ProtocolIE-ID ::= 60

id-DRBs-Subject-To-Counter-Check-List-EUTRAN




ProtocolIE-ID ::= 61

id-DRBs-Subject-To-Counter-Check-List-NG-RAN




ProtocolIE-ID ::= 62

id-PPI














ProtocolIE-ID ::= 63

id-gNB-CU-UP-Capacity










ProtocolIE-ID ::= 64

id-GNB-CU-UP-OverloadInformation







ProtocolIE-ID ::= 65

id-UEDLMaximumIntegrityProtectedDataRate





ProtocolIE-ID ::= 66

id-PDU-Session-To-Notify-List








ProtocolIE-ID ::= 67

id-PDU-Session-Resource-Data-Usage-List






ProtocolIE-ID ::= 68

id-SNSSAI













ProtocolIE-ID ::= 69

id-DataDiscardRequired










ProtocolIE-ID ::= 70

id-OldQoSFlowMap-ULendmarkerexpected






ProtocolIE-ID ::= 71

id-DRB-QoS













ProtocolIE-ID ::= 72

id-GNB-CU-UP-TNLA-To-Remove-List







ProtocolIE-ID ::= 73

id-endpoint-IP-Address-and-Port








ProtocolIE-ID ::= 74

id-TNLAssociationTransportLayerAddressgNBCUUP




ProtocolIE-ID ::= 75

id-RANUEID













ProtocolIE-ID ::= 76

id-GNB-DU-ID












ProtocolIE-ID ::= 77

id-CommonNetworkInstance









ProtocolIE-ID ::= 78

id-NetworkInstance











ProtocolIE-ID ::= 79

id-QoSFlowMappingIndication









ProtocolIE-ID ::= 80

id-TraceActivation











ProtocolIE-ID ::= 81

id-TraceID













ProtocolIE-ID ::= 82

id-SubscriberProfileIDforRFP








ProtocolIE-ID ::= 83

id-AdditionalRRMPriorityIndex








ProtocolIE-ID ::= 84

id-RetainabilityMeasurementsInfo







ProtocolIE-ID ::= 85

id-Transport-Layer-Address-Info







ProtocolIE-ID ::= 86
id-QoSMonitoringRequest









ProtocolIE-ID ::= 87
id-RedundantCommonNetworkInstance







ProtocolIE-ID ::= xx
id-redundant-nG-UL-UP-TNL-Information






ProtocolIE-ID ::= xx
id-redundant-nG-DL-UP-TNL-Information






ProtocolIE-ID ::= xx
id-RedundantQosFlowIndicator








ProtocolIE-ID ::= xx
id-TSCTrafficCharacteristics








ProtocolIE-ID ::= xx
id-CNPacketDelayBudgetDownlink








ProtocolIE-ID ::= xx 
id-CNPacketDelayBudgetUplink








ProtocolIE-ID ::= xx
id-ExtendedPacketDelayBudget








ProtocolIE-ID ::= xx
id-AdditionalPDCPmultiplicationInformation





ProtocolIE-ID ::= xx
id-RedundantPDUSessionInformation 







ProtocolIE-ID ::= xx
END

-- ASN1STOP

-----------------End of the Fourth Change---------------
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