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1. Introduction
In [1], we discuss the Stage 3 issue on the NG paging in SNPN, and claim the following proposal:

· To add the serving SNPN ID in the NPN Paging Assistance Information IE of the Assistance Data for Paging IE in the NG PAGING message.
To reflect such proposal, the TP for TS38.413 is given as below.
2. References

[1] R3-202282, “Discussion on NG paging in SNPN,” LGE, April, 2020.
3. Appendix : TP for NPN BL CR for TS 38.413
This appendix provides the Text proposal for NPN BL CR for TS 38.413 based on the proposal of the contribution in [1].
----------------Start of the First Change---------------
9.3.1.X1
NPN Paging Assistance Information
This IE contains NPN Paging Assistance Information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE NPN Paging Assistance Information
	M
	
	
	

	>SNPN Information
	
	
	
	

	>>Serving SNPN ID
	M
	
	9.3.3.Y7
	

	>PNI-NPN Paging Assistance
	
	
	
	

	>>PNI-NPN Paging Assistance
	M
	
	Allowed PNI-NPN List

9.3.3.Y4
	


-----------------End of the First Change---------------
----------------Start of the Second Change---------------
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
[Unchanged text skipped]
NotificationControl ::= ENUMERATED {


notification-requested,


...

}
NPN-AccessInformation ::= CHOICE {


pNI-NPN-Access-Information

CellCAGList,


sNPN-Access-Information


SNPN-ID,


choice-Extensions



ProtocolIE-SingleContainer { {NPN-AccessInformation-ExtIEs} }

}

NPN-AccessInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
NPN-MobilityInformation ::= CHOICE {


sNPN-MobilityInformation

SNPN-MobilityInformation,


pNI-NPN-MobilityInformation

PNI-NPN-MobilityInformation,


choice-Extensions



ProtocolIE-SingleContainer { {NPN-MobilityInformation-ExtIEs} }

}

NPN-MobilityInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
NPN-PagingAssistanceInformation ::= CHOICE {

sNPN-Information




SNPN-ID,

pNI-NPN-PagingAssistance

Allowed-PNI-NPN-List,


choice-Extensions



ProtocolIE-SingleContainer { {NPN-PagingAssistanceInformation-ExtIEs} }

}

NPN-PagingAssistanceInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
NPN-Support ::= CHOICE {


sNPN




NID-SupportList,


choice-Extensions

ProtocolIE-SingleContainer { {NPN-Support-ExtIEs} }

}

NPN-Support-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}
-----------------End of the Second Change---------------
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