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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.3.3.Y1	NID
This IE is used to identify (together with a PLMN identifier) a Stand-Alone Non-Public Network.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NID
	M
	
	BIT STRING (SIZE(44))

	





Defined in TS 23.003 [23].



>>>> NEXT CHANGE <<<<
9.3.3.Y6	Cell CAG List
This IE indicates the list of CAG IDs supported by a cell.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cell CAG List
	
	1..<maxnoofCAGsperCell>
	
	

	>CAG ID
	M
	
	9.3.3.Y2
	



	Range bound
	Explanation

	maxnoofCAGsperCell
	Maximum no. of CAGs per cell. Value is 64. Max is 12 in this release. 





[bookmark: _Toc14044295]
>>>> NEXT CHANGE <<<<
[bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

// skip unchanged text same section //


NGRANTraceID ::= OCTET STRING (SIZE(8)) 

NID ::= BIT STRING (SIZE(44)) 



[bookmark: _Toc20955358][bookmark: _Toc29503811][bookmark: _Toc29504395][bookmark: _Toc29504979]9.4.7	Constant Definitions
// skip unchanged text same section //

maxnoofCAGSperCell					INTEGER ::= 64

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
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