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[bookmark: _Toc14165798][bookmark: _Toc5694408]9.2.5.3	UPLINK NAS TRANSPORT
This message is sent by the NG-RAN node and is used for carrying NAS information over the NG interface.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	Ignore

	W-AGF Identity  Information
	O
	
	Identity Information
9.3.1.bb
	
	YES
	reject

	TNGF Identity Information
	O
	
	OCTET STRING

	Containing the TngfInfo IE specified in TS 29.510 [z].
	YES
	reject

	TWIF Identity Information
	O
	
	OCTET STRING

	Containing the TwifInfo IE specified in TS 29.510 [z].
	YES
	reject
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<Unchanged Text Omitted>


-- **************************************************************
--
-- UPLINK NAS TRANSPORT
--
-- **************************************************************

UplinkNASTransport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{ {UplinkNASTransport-IEs} },
	...
}

UplinkNASTransport-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY reject	TYPE AMF-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY reject	TYPE RAN-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-NAS-PDU						CRITICALITY reject	TYPE NAS-PDU						PRESENCE mandatory	}|
	{ ID id-UserLocationInformation		CRITICALITY ignore	TYPE UserLocationInformation		PRESENCE mandatory	}|
	{ ID id-W-AGFIdentityInformation	CRITICALITY reject	TYPE IdentityInformation			PRESENCE optional	}|
	{ ID id-TNGFIdentityInformation		CRITICALITY reject	TYPE OCTET STRING				PRESENCE optional	}|
	{ ID id-TWIFIdentityInformation		CRITICALITY reject	TYPE OCTET STRING				PRESENCE optional	},
	...
}
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