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[bookmark: _Toc20953883][bookmark: _Toc29390412]9.2.3.26a	EN-DC SON Configuration Transfer
This IE contains the configuration information, used by SON functionality for EN-DC for communication between a destination (target) en-gNB and a source eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	EN-DC SON Configuration Transfer
	
	
	
	

	>CHOICE Transfer Type
	M
	
	
	

	>>Request
	
	
	
	NOTE: Used if the SON Information IE indicates a request.

	>>>Source eNB-ID
	
	1
	
	

	>>>>Global eNB ID
	M
	
	9.2.1.37
	

	>>>>Selected TAI
	M
	
	TAI
9.2.3.16
	

	>>>Target en-gNB-ID
	
	1
	
	

	>>>>Global en-gNB ID
	M
	
	9.2.1.37a
	

	>>>>Selected TAI
	MO
	
	TAI
9.2.3.16
	[bookmark: _GoBack]The MME may ignore this IE if any of the following IEs are present in the EN-DC SON Configuration Transfer IE:  Target eNB-ID, Associated TAI, Broadcast 5GS TAI.
NOTE: The Selected TAI is a 4G TAI and should, if available, correspond to the TAI configured at the en-gNB, however, this TAI is not broadcast by the respective NR cell and may not always be available from UE reporting TAIs of overlapping E-UTRA cells.

	>>>Target eNB-ID
	
	0..1
	
	

	>>>>Global eNB ID
	M
	
	9.2.1.37
	

	>>>>Selected TAI
	M
	
	TAI
9.2.3.16
	

	>>>Associated TAI
	O
	
	TAI
9.2.3.16
	A 4G TAI associated with the target en-gNB as specified in TS 36.300 [15].

	[bookmark: _Hlk20386663]>>>Broadcast 5GS TAI
	O
	
	5GS TAI
9.3.2.52
	A Broadcast 5GS TAI of the en-gNB as specified in TS 36.300 [15].

	>>Reply
	
	
	
	NOTE: Used if the SON Information IE indicates a reply.

	>>>Source en-gNB-ID
	
	1
	
	

	>>>>Global en-gNB ID
	M
	
	9.2.1.37a
	

	>>>>Selected TAI
	M
	
	TAI
9.2.3.16
	NOTE: The Selected TAI contains a configured TAC of the en-gNB.

	>>>Target eNB-ID
	
	1
	
	

	>>>>Global eNB ID
	M
	
	9.2.1.37
	

	>>>>Selected TAI
	M
	
	TAI
9.2.3.16
	

	>SON Information
	M
	
	9.2.3.27
	

	>X2 TNL Configuration Info
	C-ifSONInformationRequest
	
	9.2.3.29
	Source eNB X2 TNL Configuration Info.



	Condition
	Explanation

	ifSONInformationRequest
	This IE shall be present if the SON Information IE contains the SON Information Request IE set to “X2 TNL Configuration Info”




