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Change Start
[bookmark: _Toc29892899][bookmark: _Toc20955805]8.4.1	Initial UL RRC Message Transfer
[bookmark: _Toc20955806][bookmark: _Toc29892900]8.4.1.1	General
The purpose of the Initial UL RRC Message Transfer procedure is to transfer the initial RRC message to the gNB-CU. The procedure uses non-UE-associated signaling.
[bookmark: _Toc29892901][bookmark: _Toc20955807]8.4.1.2	Successful operation
[bookmark: _1561451001][image: ]
Figure 8.4.1.2-1: Initial UL RRC Message Transfer procedure.
The establishment of the UE-associated logical F1-connection shall be initiated as part of the procedure.
If the DU to CU RRC Container IE is not included in the INITIAL UL RRC MESSAGE TRANSFER, the gNB-CU should reject the UE under the assumption that the gNB-DU is not able to serve such UE. If the gNB-DU is able to serve the UE, the gNB-DU shall include the DU to CU RRC Container IE and the gNB-CU shall configure the UE as specified in TS 38.331 [8]. The gNB-DU shall not include the ReconfigurationWithSync field in the CellGroupConfig IE as defined in TS 38.331 [8] of the DU to CU RRC Container IE.
If the SUL Access Indication IE is included in the INITIAL UL RRC MESSAGE TRANSFER, the gNB-CU shall consider that the UE has performed access on SUL carrier.
If the RRC-Container-Networksharing list IE is included in the INITIAL UL RRC MESSAGE TRANSFER, the gNB-CU shall take it into account as specified in TS 38.401 [4].
If the RAN UE ID IE is contained in the INITIAL UL RRC MESSAGE TRANSFER message, the gNB-CU shall store and replace any previous information received.
End of Change
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