3GPP TSG-RAN WG3 #108-e	R3-204331
[bookmark: _Hlk536523677]Online, 1 – 11 June 2020

Agenda Item:	19.2.1.1
Source: 	Ericsson, NTT DOCOMO Inc., Nokia, Nokia Shanghai Bell
Title:  	(TP for NR_POS BL CR for TS 38.455) fixing NRPPa RAN Measurement ID and TRP ID  issues
Document for:	other
[bookmark: _Ref189809556][bookmark: _Ref174151459]
TP to NRPPa BL CR

START OF CHANGE
8.z	Measurement Information Transfer
[bookmark: _Toc478159723]8.z.1	Measurement
8.z.1.1	General
The Measurement procedure allows the LMF to request one or more TRPs in the NG-RAN node to perform and report positioning measurements.

8.z.1.2	Successful Operation


Figure 8.z.1.2.1: Measurement procedure. Successful operation.
The LMF initiates the procedure by sending a MEASUREMENT REQUEST message to the NG-RAN node, indicating in the TRP Measurement Request List IE the TRP(s) from which measurements are requested. The NG-RAN node shall use the included information to configure positioning measurements by the indicated TRP(s). If at least one of the requested measurements has been successful for at least one of the TRPs, the NG-RAN node shall reply with a MEASUREMENT RESPONSE message.

[bookmark: _GoBack]If the Report Characteristics IE is set to "OnDemand", the NG-RAN node shall return the corresponding measurement results in the MEASUREMENT RESPONSE message, and the LMF shall consider that this reporting has been terminated by the NG-RAN node. If the Report Characteristics IE is set to "Periodic", the NG-RAN node shall initiate the corresponding measurements, and it shall reply with the MEASUREMENT RESPONSE message without including any measurement results in the message. The NG-RAN node shall then periodically initiate the Measurement Report procedure for the corresponding measurements, with the requested reporting periodicity.



[Editor’s Note: further details on the IEs are FFS / pending RAN2]
[bookmark: _Toc478159726]8.z.1.3	Unsuccessful Operation


Figure 8.z.1.3.1: Measurement procedure. Unsuccessful operation.
If the NG-RAN node cannot configure any of the requested measurements for any of the TRPs in the TRP Measurement Request List IE of the MEASUREMENT REQUEST message, it shall respond with a MEASUREMENT FAILURE message with an appropriate cause value.
[bookmark: _Toc478159727]8.z.1.4	Abnormal Conditions
Not applicable.
[bookmark: _Toc478159728]8.z.2	Measurement Report
8.z.2.1	General
The Measurement Report procedure allows the NG-RAN node to report positioning measurements to the LMF.

8.z.2.2	Successful Operation


Figure 8.z.2.2.1: Measurement Report procedure. Successful operation.
The NG-RAN node initiates the procedure by sending a MEASUREMENT REPORT message to the LMF. The MEASUREMENT REPORT message contains the measurement results according to the associated measurement configuration.



[Editor’s Note: further details on the IEs are FFS / pending RAN2]
8.z.3	Measurement Update
[bookmark: _Toc478159729]8.z.3.1	General
The Measurement Update Procedure allows the LMF to notify the NG-RAN node of a change in a previously configured measurement.
8.z.3.2	Successful Operation


Figure 8.z.3.2.1: Measurement Update: Successful Operation.
The LMF initiates the procedure by sending a MEASUREMENT UPDATE message. Upon receiving the message, the NG-RAN node shall overwrite the previously received measurement configuration.
 

NEXT CHANGE
9.1.x	Messages for Measurement Information Transfer Procedures
9.1.x.1	MEASUREMENT REQUEST
This message is sent by the LMF to request the NG-RAN node to configure a positioning measurement.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	TRP Measurement Request List
	
	1
	
	
	YES
	reject

	 >TRP Measurement Request Item 
	
	1..<maxnoofMeasTRPs>
	
	
	
	

	  >>TRP ID
	M
	
	9.2.aa
	
	-
	

	Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic, ...)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…) [FFS]
	
	YES
	reject

	Measurement Quantities
	
	1 .. <maxnoMeas>
	
	
	EACH
	reject

	>Measurement Quantities Item
	M
	
	ENUMERATED (gNB-RxTxTimeDiff, UL-SRS-RSRP, UL-AoA, UL-RTOA, FFS,…)
	
	-
	

	SRS Configuration
	O
	
	9.2.y
	
	YES
	ignore



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value "Periodic".



	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is FFS.

	maxnoofMeasTRPs
	Maxmum no. of TRPs that can be included within one message. Value is 16 



[Editor’s Note: further details on the IEs are FFS / pending RAN2]

9.1.x.2	MEASUREMENT RESPONSE
This message is sent by the NG-RAN node to report positioning measurements for the target UE.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	RAN Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	TRP Measurement Response List
	
	0..1
	
	
	YES
	reject

	 >TRP Measurement Response Item 
	
	1..<maxnoofMeasTRPs>
	
	
	
	

	 >>TRP ID
	M
	
	9.2.aa
	
	-
	

	 >>Measurement Result
	M
	
	9.2.z1
	
	-
	

	Criticality Diagnostics
	O
	
	9.2.11
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofMeasTRPs
	Maxmum no. of TRPs that can be included within one message. Value is 16 



[Editor’s Note: further details on the IEs are FFS / pending RAN2]

9.1.x.3	MEASUREMENT FAILURE
This message is sent by the NG-RAN node to report measurement failure.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536)
	
	YES
	reject


	
	
	
	
	
	
	


	Cause
	M
	
	9.2.1
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.11
	
	YES
	ignore



[Editor’s Note: further details on the IEs are FFS / pending RAN2]


9.1.x.4	MEASUREMENT REPORT
This message is sent by the NG-RAN node to report positioning measurements for the target UE.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	RAN  Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	TRP Measurement Report List
	
	1
	
	
	YES
	reject

	 >TRP Measurement Report Item
	
	1..<maxnoofMeasTRPs>
	
	
	
	

	 >>TRP ID
	M
	
	9.2.aa
	
	
	

	 >>Measurement Result
	M
	
	9.2.z1
	
	YES
	reject



	Range bound
	Explanation

	maxnoofMeasTRPs
	Maxmum no. of TRPs that can be included within one message. Value is 16 


[Editor’s Note: further details on the IEs are FFS / pending RAN2]

9.1.x.5	MEASUREMENT UPDATE
This message is sent by the LMF to update a previously configured measurement.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	RAN Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	
	
	
	
	
	
	           

	SRS Configuration
	O
	
	9.2.y
	
	YES
	ignore



[Editor’s Note: further details on the IEs are FFS / pending RAN2]


9.1.x.6	MEASUREMENT ABORT
This message is sent by the LMF to request the NG-RAN node to abort a measurement.
Direction: LMF   NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	RAN Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject



[Editor’s Note: further details on the IEs are FFS / pending RAN2]



9.1.x.7	MEASUREMENT FAILURE INDICATION
This message is sent by the NG-RAN node to indicate that the previously requested measurements can no longer be reported.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject

	RAN Measurement ID
	M
	
	INTEGER (1..65536) 
	
	YES
	reject


	
	
	
	
	
	
	


	Cause
	M
	
	9.2.1
	
	YES
	ignore



[Editor’s Note: further details on the IEs are FFS / pending RAN2]

NEXT CHANGE
[bookmark: _Toc534903102][bookmark: _Hlk506316534]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NRPPa.
--
-- **************************************************************

NRPPA-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	E-CID-MeasurementResult,
	OTDOACells,
	OTDOA-Information-Item,
	Measurement-ID,
	MeasurementPeriodicity,
	MeasurementQuantities,
	ReportCharacteristics,
	RequestedSRSTransmissionCharacteristics,
	Cell-Portion-ID,
	OtherRATMeasurementQuantities,
	OtherRATMeasurementResult,
	WLANMeasurementQuantities,
	WLANMeasurementResult,
	Assistance-Information,
	Broadcast,
	AssistanceInformationFailureList,
	SRSConfiguration,
	MeasurementQuantities,
	TRPMeasurementResult,
	TRP-ID,
	TRPInformationType,
	TRPInformationList,
	TRP-MeasurementRequestList,
	TRP-MeasurementResponseList,


	
FROM NRPPA-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-Single-Container{},
	NRPPA-PRIVATE-IES,
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES
FROM NRPPA-Containers

	
	maxnoOTDOAtypes,
	id-Cause,
	id-CriticalityDiagnostics,
	id-LMF-UE-Measurement-ID,
	id-OTDOACells,
	id-OTDOA-Information-Type-Group,
	id-OTDOA-Information-Type-Item,
	id-ReportCharacteristics,
	id-MeasurementPeriodicity,
	id-MeasurementQuantities,
	id-RAN-UE-Measurement-ID,
	id-E-CID-MeasurementResult,
	id-RequestedSRSTransmissionCharacteristics,
	id-Cell-Portion-ID,
	id-OtherRATMeasurementQuantities,
	id-OtherRATMeasurementResult,
	id-WLANMeasurementQuantities,
	id-WLANMeasurementResult,
	id-Assistance-Information,
	id-Broadcast,
	id-AssistanceInformationFailureList,
	id-SRSConfiguration,
	id-MeasurementQuantities,
	id-MeasurementResult,
	id-TRP-ID,
	id-TRPInformationType,
	id-TRPInformationList,
	id-TRP-MeasurementRequestList,
	id-TRP-MeasurementResponseList,
	id-TRP-MeasurementReportList,



	
FROM NRPPA-Constants;

UNCHANGED PART OMITTED

-- **************************************************************
--
-- OTDOA INFORMATION FAILURE
--
-- **************************************************************

OTDOAInformationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{OTDOAInformationFailure-IEs}},
	...
}


OTDOAInformationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- ASSISTANCE INFORMATION CONTROL
--
-- **************************************************************

AssistanceInformationControl ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{AssistanceInformationControl-IEs}},
	...
}

AssistanceInformationControl-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Assistance-Information	CRITICALITY reject	TYPE Assistance-Information		PRESENCE optional}|
	{ ID id-Broadcast				CRITICALITY reject	TYPE Broadcast					PRESENCE optional},
	...
}

-- **************************************************************
--
-- ASSISTANCE INFORMATION FEEDBACK
--
-- **************************************************************

AssistanceInformationFeedback ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{AssistanceInformationFeedback-IEs}},
	...
}

AssistanceInformationFeedback-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-AssistanceInformationFailureList	CRITICALITY reject	TYPE AssistanceInformationFailureList	PRESENCE optional}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional},
	...
}

-- **************************************************************
--
-- ERROR INDICATION
--
-- **************************************************************

ErrorIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ErrorIndication-IEs}},
	...
}

ErrorIndication-IEs NRPPA-PROTOCOL-IES ::= {
	
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause						PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics	PRESENCE optional},
	...
}

-- **************************************************************
--
-- PRIVATE MESSAGE
--
-- **************************************************************

PrivateMessage ::= SEQUENCE {
	privateIEs		PrivateIE-Container	{{PrivateMessage-IEs}},
	...
}

PrivateMessage-IEs NRPPA-PRIVATE-IES ::= {
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION REQUEST
--
-- **************************************************************

PositioningInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationRequest-IEs}},
	...
}

PositioningInformationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-RequestedSRSTransmissionCharacteristics	CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics	PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION RESPONSE
--
-- **************************************************************

PositioningInformationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationResponse-IEs}},
	...
}

PositioningInformationResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION FAILURE
--
-- **************************************************************

PositioningInformationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{PositioningInformationFailure-IEs}},
	...
}

PositioningInformationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION UPDATE
--
-- **************************************************************

PositioningInformationUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationUpdate-IEs}},
	...
}

PositioningInformationUpdate-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional},
	...
}

[bookmark: _Hlk40736469]-- **************************************************************
--
-- MEASUREMENT REQUEST
--
-- **************************************************************

MeasurementRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementRequest-IEs}},
	...
}

MeasurementRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-TRP-MeasurementRequestList		CRITICALITY reject	TYPE TRP-MeasurementRequestList PRESENCE mandatory}|
	{ ID id-ReportCharacteristics			CRITICALITY reject	TYPE ReportCharacteristics		PRESENCE mandatory}|
	{ ID id-MeasurementPeriodicity			CRITICALITY reject	TYPE MeasurementPeriodicity		PRESENCE conditional}|
-- The IE shall be present if the Report Characteritics IE is set to “periodic” –
	{ ID id-MeasurementQuantities			CRITICALITY reject	TYPE MeasurementQuantities		PRESENCE mandatory}|
	{ ID id-SRSConfiguration				CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT RESPONSE
--
-- **************************************************************

MeasurementResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementResponse-IEs}},
	...
}

MeasurementResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
--	{ ID id-TRP-MeasurementResponseList			CRITICALITY reject	TYPE TRP-MeasurementResponseList PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT FAILURE
--
-- **************************************************************

MeasurementFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{MeasurementFailure-IEs}},
	...
}

MeasurementFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT REPORT
--
-- **************************************************************

MeasurementReport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementReport-IEs}},
	...
}

MeasurementReport-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
--	{ ID id-TRP-ID						CRITICALITY reject	TYPE TRP-ID						PRESENCE }|
	{ ID id-MeasurementResult			CRITICALITY reject	TYPE TRPMeasurementResult		PRESENCE optional},

	...
}

-- **************************************************************
--
-- MEASUREMENT UPDATE
--
-- **************************************************************

MeasurementUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementUpdate-IEs}},
	...
}

MeasurementUpdate-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT ABORT
--
-- **************************************************************

MeasurementAbort ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementAbort-IEs}},
	...
}

MeasurementAbort-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory},
	{ ID id-RAN-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory},

	...
}

-- **************************************************************
--
-- MEASUREMENT FAILURE INDICATION
--
-- **************************************************************

MeasurementFailureIndication ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{MeasurementFailureIndication-IEs}},
	...
}

MeasurementFailureIndication-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory},
	...
}


UNCHANGED PART OMITTED
-- M

Measurement-ID ::= INTEGER (1..65536, ...)

NEXT CHANGE


-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause														ProtocolIE-ID ::= 0
id-CriticalityDiagnostics										ProtocolIE-ID ::= 1
id-LMF-UE-Measurement-ID										ProtocolIE-ID ::= 2
id-ReportCharacteristics										ProtocolIE-ID ::= 3
id-MeasurementPeriodicity										ProtocolIE-ID ::= 4
id-MeasurementQuantities										ProtocolIE-ID ::= 5
id-RAN-UE-Measurement-ID										ProtocolIE-ID ::= 6
id-E-CID-MeasurementResult										ProtocolIE-ID ::= 7
id-OTDOACells													ProtocolIE-ID ::= 8
id-OTDOA-Information-Type-Group									ProtocolIE-ID ::= 9
id-OTDOA-Information-Type-Item									ProtocolIE-ID ::= 10
id-MeasurementQuantities-Item									ProtocolIE-ID ::= 11
id-RequestedSRSTransmissionCharacteristics						ProtocolIE-ID ::= 12
id-Cell-Portion-ID												ProtocolIE-ID ::= 14
id-OtherRATMeasurementQuantities								ProtocolIE-ID ::= 15
id-OtherRATMeasurementQuantities-Item							ProtocolIE-ID ::= 16
id-OtherRATMeasurementResult									ProtocolIE-ID ::= 17
id-WLANMeasurementQuantities									ProtocolIE-ID ::= 19
id-WLANMeasurementQuantities-Item								ProtocolIE-ID ::= 20
id-WLANMeasurementResult										ProtocolIE-ID ::= 21
id-TDD-Config-EUTRA-Item										ProtocolIE-ID ::= 22
id-Assistance-Information										ProtocolIE-ID ::= xx
id-Broadcast													ProtocolIE-ID ::= xy
[bookmark: _Hlk515611030]id-AssistanceInformationFailureList								ProtocolIE-ID ::= xz
id-SRSConfiguration												ProtocolIE-ID ::= yx
id-UL-RTOAMeasurement											ProtocolIE-ID ::= yy 
id-MeasurementResult											ProtocolIE-ID ::= z5
id-TRP-ID														ProtocolIE-ID ::= z1
id-TRPInformationType											ProtocolIE-ID ::= z2
id-TRPInformationList											ProtocolIE-ID ::= z3
id-TRP-MeasurementRequestList									ProtocolIE-ID ::= x1
id-TRP-MeasurementResponseList									ProtocolIE-ID ::= x2
id-TRP-MeasurementReportList									ProtocolIE-ID ::= x4


END
-- ASN1STOP


END OF CHANGES
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