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	Reason for change:
	1. In RAN3#108, RAN3 agreed to introduce the number of SRS resources/resource sets in POSITIONING INFORMATION REQUEST message, so as to provide assistance information from LMF in order to facilitate gNB to configure SRS resource. It is better that stage-2 captures such information.

3. The describetion of the Geographical coordinate of the TRPs served by the gNB is not aligned with the NRPPa. The location is per TRP rather than per DL-PRS Resource ID. Addtionally, RAN3#108 aggreed the Cartesian coordinations and the corresponding describtion in stage-2 should be revised.

4. The NRPPa includes both “SFN Initialization Time” and “Timing inforamtion” in the TRP inforamtion IE. But the Timing information IE is not used and the SFN Initializationg Time is used instead. It is better to change the “Timing information” to “SFN Initialization Time” to avioid the ambiguity of timing information in RAN3.

5. TRP measurement request information includes information that is not aligned with NRPPa. and has been updated.

	
	

	Summary of change:
	1. Assistance data that may be transferred from gNB to the LMF:
· Change the “Timing information” to “SFN Initialization Time”
· Change description of Geographical coordinates of TRP
2. Requested UL-SRS transmission characteristics
· Add the number of requested SRS resources and SRS resource sets in the message between LMF and gNB.
3. TRP Measurement request information
· Delete the PCI, CGI of the TRP; 
· Update the the timing informatin of TRPs
· Delete the start time, and dureation of the measurements.
· Add the Measurement quantities.
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CHANGE STARTS
[bookmark: _Toc29321392][bookmark: _Toc20425996]8.10.2.3	Information that may be transferred from the gNB to LMF
The assistance data that may be transferred from gNB to the LMF is listed in Table 8.10.2.3-1.
[bookmark: _Hlk23431780]Table 8.10.2.3-1: Assistance data that may be transferred from gNB to the LMF
	Information 

	PCI, GCI, and TRP IDs of the TRPs served by the gNB

	SFN Initialization TimeTiming information of TRPs served by the gNB

	DL-PRS configuration of the TRPs served by the gNB

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	Spatial direction information of the DL-PRS Resources of the TRPs served by the gNB

	Geographical coordinates of the TRPs served by the gNB (include a transmission reference location for the antenna of each DL-PRS Resource IDTRP, expressed by either global coordinate or relative Cartesian coordinate.reference location for the transmitting antenna of the reference TRP, relative locations for transmitting antennas of other TRPs)



NEXT CHANGE

8.10.2.4	Information that may be transferred from the LMF to gNBs
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.10.2.4-1.
Table 8.10.2.4-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent)

	Number of requested SRS resource sets and SRS resources per set

	Pathloss reference: 
	- PCI, SSB Index
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID



The TRP measurement request information that may be signalled from the LMF to the gNBs is listed in Ttable 8.10.2.4-2.
Table 8.10.2.4-2: TRP Measurement request information that may be transferred from LMF to gNBs.
	Information 

	PCI, GCI, and TRP ID of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty of candidate the reference TRPs (the serving TRP, on which the UE-SRS is configuredsearch window), for reception of SRS by candidate TRPs

	Start time, duration and rReport characteristics for the measurements

	Measurement Quantities



NEXT CHANGE
8.11.2.3	Information that may be transferred from the gNB to LMF
[bookmark: _Hlk29911368]The assistance data that may be transferred from gNB to the LMF is listed in table 8.11.2.3-1.
Table 8.11.2.3-1:  Assistance data that may be transferred from gNB to the LMF
	Information 

	PCI, GCI, and TRP IDs of the TRPs served by the gNB

	SFN Initialization TimeTiming information of TRPs served by the gNB

	DL-PRS configuration of the TRPs served by the gNB

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	Spatial direction information (e.g. azimuth, elevation etc.) of the DL-PRS Resources of the TRPs served by the gNB

	Geographical coordinates of the TRPs served by the gNB (include a transmission reference location for the antenna of each DL-PRS Resource IDTRP, expressed by either global coordiante or relative Cartesian coordinate.reference location for the transmitting antenna of the reference TRP,relative locations for transmitting antennas of other TRPs)



NEXT CHANGE
8.12.2.3	Information that may be transferred from the gNB to LMF
The assistance data that may be transferred from gNB to the LMF is listed in Ttable 8.12.2.3-1.
Table 8.12.2.3-1: Assistance data that may be transferred from gNB to the LMF
	 Information 

	PCI, GCI, and TRP IDs of the TRPs served by the gNB

	SFN Initialization TimeTiming information of TRPs served by the gNB

	DL-PRS configuration of the TRPs served by the gNB

	SSB information of the TRPs (the time/frequency occupancy of SSBs)

	Spatial direction information (e.g. azimuth, elevation etc.) of the DL-PRS Resources of the TRPs served by the gNB

	Geographical coordinates of the TRPs served by the gNB (include a transmission reference location for the antenna of each DL-PRS Resource IDTRP, expressed by either global coordiante or relative Cartesian coordinate.reference location for the transmitting antenna of the reference TRP,relative locations for transmitting antennas of other TRPs)



NEXT CHANGE
8.13.2.3	Information that may be transferred from the LMF to gNBs
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.13.2.3-1.
Table 8.13.2.3-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent)

	Number of requested SRS resource sets and SRS resources per set

	SSB time/frequency information

	Pathloss reference: 
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID



The TRP measurement request information that may be signalled from the LMF to the gNB is listed in table 8.13.2.3-2.
Table 8.13.2.3-2: TRP Measurement request information that may be transferred from LMF to gNB.
	Information 

	PCI, GCI, and TRP ID of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty of candidate the reference TRPs (search windowthe serving TRP, on which the UE-SRS is configured), for reception of SRS by candidate TRPs

	Start time, duration and rReport characteristics for the measurements

	Measurement Quantities



NEXT CHANGE
8.14.2.3	Information that may be transferred from the LMF to gNB
The requested UL-SRS transmission characteristics information that may be signalled from the LMF to the gNB is listed in Table 8.14.2.3-1.
Table 8.14.2.3-1: Requested UL-SRS transmission characteristics information that may be transferred from LMF to gNB.
	Information 

	Number Of Transmissions/duration for which the UL-SRS is requested

	Bandwidth

	Resource type (periodic, semi-persistent)

	Number of requested SRS resource sets and SRS resources per set

	Pathloss reference: 
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID

	Spatial relation info
	- PCI, SSB Index, SSB configuration (time/frequency occupancy of SSBs)
	- DL-PRS ID, DL-PRS Resource Set ID, DL-PRS Resource ID



The TRP measurement request information that may be signalled from the LMF to the gNB is listed in table 8.14.2.3-2.
Table 8.14.2.3-2: TRP Measurement request information that may be transferred from LMF to gNB.
	Information 

	PCI, GCI, and TRP ID of the TRP to receive UL-SRS

	UE-SRS configuration

	UL timing information together with timing uncertainty of candidate the reference TRPs (the serving TRP, on which the UE-SRS is configuredsearch window), for reception of SRS by candidate TRPs

	Start time, duration and rReport characteristics for the measurements

	Measurement Quantities



 CHANGE ENDS

