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	Reason for change:
	The TNL load over EN-DC X2 interface should be considered by both fronthaul and backhaul links. As the TNL load represents the overall load status of target node, in addtion to the S1-U TNL load, the F1-U TNL load should also be reported. Otherwise, it could make the gNB perform incorrect handover for UEs, which wastes the network resources and leads to bad user experience.

	
	

	Summary of change:
	Add S1-U TNL Capacity Indicator in EN-DC Resource Status Update message.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has no impact with the previous version of the specification for implementations following the statement introduced by this CR.


	
	

	Consequences if not approved:
	The function of Resource Status Reporting can not work properly.
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[bookmark: _Toc45227664][bookmark: _Toc45104168][bookmark: _Toc45891478][bookmark: OLE_LINK20]9.1.2.48	EN-DC RESOURCE STATUS UPDATE
This message is sent by the en-gNB to the eNB to report the results of the requested measurements.
Direction: en-gNB  eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	eNB Measurement ID
	M
	
	INTEGER (1..4095, ...)
	Allocated by the eNB
	YES
	reject

	en-gNB Measurement ID
	M
	
	INTEGER (1..4095, ...)
	Allocated by the en-gNB
	YES
	reject

	[bookmark: _Toc14207847][bookmark: _Hlk20991097]Cell Measurement Result
	
	0..1
	
	
	YES
	ignore

	>Cell Measurement Result Item
	
	1 .. <maxCellinengNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI 9.2.111
	
	–
	

	>>Radio Resource Status
	O
	
	NR Radio Resource Status 9.2.162
	
	–
	

	>>S1-U TNL Capacity Indicator
	O
	
	TNL Capacity Indicator 9.2.161
	
	
	

	>>F1-U TNL Capacity Indicator
	O
	
	TNL Capacity Indicator 9.2.161
	
	–
	

	>>Composite Available Capacity Group
	O
	
	NR Composite Available Capacity Group 9.2.163
	
	–
	

	>>Number of Active UEs
	O
	
	INTEGER (0..16777215, ...)
	As defined in TS 38.314 [45]. Value "1" is equivalent to 0.1 Active  UEs, value "2" is equivalent to 0.2 Active UEs, value n is equivalent to n/10 Active UEs.
	–
	



	Range bound
	Explanation

	maxCellinengNB
	Maximum no. cells that can be served by an en-gNB. Value is 16384.
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