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1. Introduction

This contribution provides the discussion and TP of UE AMBR coordination.
2. Discussion
In the TR36.875, the UE-AMBR coordination over X2, the other example for the assistance information from SeNB to MeNB is for further study. Checking the previous discussion, in R3-140234 from NSN, Nokia network, another example for assistance information was proposed. It is the aggregated bitrate history information. This information could be the average aggregated throughput history and MeNB can get the overall real usage of the SeNB-AMBR. 
3. Text Proposal to the TR 36.875
Beginning of Text Proposal
4.4
Other enhancement or optimization

4.4.1
UE-AMBR coordination over X2

4.4.1.1
Introduction

In Release 12, the MeNB sets the SeNB UE AMBR during the SeNB Addition procedure and may modify it during the MeNB initiated SeNB Modification procedure. The SeNB is currently not in the position to influence the MeNB’s decision. There are cases conceivable, where the SeNB should be enabled to assist the MeNB to change the current share of the SeNB UE AMBR of the overall UE AMBR.

4.4.1.2
Solutions

Two solutions (or group of solutions) were identified:

1) The SeNB proposes a new SeNB AMBR based on information available at the SeNB and the MeNB finally decides whether to admit the request.

2) The SeNB provides“assistance information”to the MeNB. An example for possible assistance information is aggregated instantaneous, aggregated bitrate history information, or averaged arriving bitrate at the SeNB. 

Note: The details procedure can be discussed in normative stage.  
End of Text Proposal






