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9.2.2.112
Additional E-DCH FDD Information

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Additional E-DCH FDD Information
	
	
	
	
	
	

	>HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.4O
	
	–
	

	>E-DCH Maximum Bitrate 
	O
	
	9.2.2.4MG
	
	–
	

	>E-DCH Processing Overload Level
	O
	
	9.2.1.95
	
	–
	

	>E-DCH Minimum Set E-TFCI
	O
	
	INTEGER (0..127)
	For the concept of “E-DCH Minimum Set of TFCs” see TS 25.321 [41] and TS 25.331 [16].
	–
	

	>DTX Information2
	
	0..1
	
	
	
	

	>>UE DTX Cycle 1
	M
	
	ENUMERATED (v1, v4, v5, v8, v10, v16, v20,…)
	Units of subframes, refer to TS 25.331 [16].
	YES
	ignore

	>>UE DTX Cycle 2
	M
	
	ENUMERATED (v4, v5, v8, v10, v16, v20, v32, v40, v64, v80, v128, v160, v256, v320, v512, v640, v1024, v1280, ...)
	Units of subframes, refer to TS 25.331 [16].
	YES
	ignore

	>>Inactivity Threshold for UE DTX Cycle 2
	M
	
	ENUMERATED (v1, v4, v8, v16, v32, v64, v128, v256, ...)
	Units of E-DCH TTIs, refer to TS 25.331 [16].
	YES
	ignore

	>Implicit Grant handling
	O
	
	ENUMERATED (true)
	The presence of this information element indicates that Implicit Grant handling is configured on the secondary uplink frequency
	YES
	ignore

	>Minimum TEBS threshold
	O
	
	ENUMERATED (v2, v4, v8, v16, v32, v64, v128, v256, v512, v1024, v2K, v4K, v8K, v16K, v32K, v64K, v128K, v256K, v512K, v1024K,...)
	In bytes

And N Kbytes = N*1024 bytes. Twelve spare values are needed, refer to TS 25.331 [16]. 
	YES
	ignore


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

ASN.1 included just to illustrate the issue
Additional-EDCH-FDD-Information
::=SEQUENCE{


hARQ-Process-Allocation-Scheduled-2ms-EDCH

HARQ-Process-Allocation-2ms-EDCH










OPTIONAL,


e-DCH-Maximum-Bitrate






E-DCH-Maximum-Bitrate













OPTIONAL,


e-DCH-Processing-Overload-Level




E-DCH-Processing-Overload-Level











OPTIONAL, 


e-DCH-Min-Set-E-TFCI






E-TFCI

















OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { Additional-EDCH-FDD-Information-ExtIEs} } OPTIONAL,


...

}

Additional-EDCH-FDD-Information-ExtIEs
RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DTX-Information2

CRITICALITY ignore
EXTENSION DTX-Information2


PRESENCE optional}|


{ ID id-ImplicitGrantHandling
CRITICALITY ignore
EXTENSION Implicit-Grant-Handling
PRESENCE optional}|


{ ID id-MinimumTEBSthreshold
CRITICALITY ignore
EXTENSION Minimum-TEBS-threshold
PRESENCE optional},


...

}

ASN.1 included just to illustrate the issue
-- W

-- X

-- Y

-- Z

END
