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	Reason for change:
	Broadcast Completed Area List in Write Replace Warning Response message  indicates areas where either:

· Broadcast is performed successfully (1)

· Or necessary resources are available for broadcasting (2).

The definition of the Broadcast Completed Area List IE in section 9.2.1.54 only refers to the scenario (1) and it does not cover the scenario (2) .

 

	
	

	Summary of change:
	Clarified the text for definition of the Broadcast Completed Area List IE in section 9.2.1.54 to refer to the areas where broadcast is performed successfully and areas where the resources are available for broadcasting.

	
	

	Consequences if not approved:
	The areas included in the Broadcast Completed Area List  may be interpreted only as areas where the broadcast is performed successfully whereas there may be areas in which necessary resources are available for broadcasting but broadcast is not (yet) performed.
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9.2.1.54
Broadcast Completed Area List

The Broadcast Completed Area List IE indicates the areas where either resources are available to perform the broadcast or where broadcast is performed successfully.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Broadcast Completed Area
	M
	
	
	

	>Broadcast Completed Area
	
	
	
	

	>>Cell ID Broadcast 
	
	1 .. <maxnoofCellID>
	
	

	>>>E-CGI
	M
	
	9.2.1.38
	

	>TAI Broadcast
	
	
	
	

	>>TAI Broadcast
	
	1 .. <maxnoofTAIforWarning>
	
	

	>>>TAI
	M
	
	9.2.3.16
	

	>>>Completed Cell in TAI List
	
	1 .. <maxnoofCellinTAI>
	
	

	>>>>E-CGI
	M
	
	
	

	>Emergency Area ID
	
	
	
	

	>>Emergency Area ID Broadcast
	
	1 .. <maxnoofEmergencyAreaID>
	
	

	>>>Emergency Area ID 
	M
	
	9.2.1.47
	

	>>>Completed Cell in Emergency Area ID List
	
	1 .. <maxnoofCellinEAI>
	
	

	>>>>E-CGI
	M
	
	
	


	Range bound
	Explanation

	maxnoofCellID
	Maximum no. of Cell ID subject for warning message broadcast. Value is 65535.

	maxnoofTAIforWarning
	Maximum no. of TAI subject for warning message broadcast. Value is 65535.

	maxnoofEmergencyAreaID
	Maximum no. of Emergency Area ID subject for warning message broadcast. Value is 65535.

	maxnoofCellinTAI
	Maximum no. of Cell ID within a TAI. Value is 65535.

	maxnoofCellinEAI
	Maximum no. of Cell ID within an Emergency Area. Value is 65535.


