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1 Way forward

1.1 Agreements in RAN3#85bis
1. The stage 2 CR [1] is endorsed as a baseline.

2. eRNTP will be conveyed via the LOAD INFORMATION message.

1.2 Agreements in RAN3#87
1. The stage 2 CR [2] is endorsed as a baseline.

2. The stage 3 CR [3] is endorsed as a baseline.
3. The serving eNB can process CSI (implementation), as consequence to stage 3 is FFS.

1.3 Agreements in RAN3#87bis
1. Procedure text on CSI Report in Recourse Status Reporting procedure.
2. RI is a mandatory IE

3. UE ID length: 16 bits

4. CSI Process Configuration index IE is agreed. CSI Process Configuration index is configured by OAM. 
5. Coding of wideband CQI and subband CQI: It was agreed that the coding should allow to send either absolute or differentiate CQI.
6. Way forward for eRNTP endorsed in [4].
7. The stage 3 CR [5] is endorsed as a baseline.
1.3.1    Open issues that will continue 
1. The length of CSI Process Configuration index is FFS. 
2. Subband definition; see the summary in [6].
3. UE ID in RSRP Measurement
12 companies see the need of UE ID in RSRP measurement report (see the way forward in [7]). Unfortunately, it cannot be agreed only due to small number of company’s objections.
4. UE scheduling information
5. Start time for CSI report
1.4    Agreements in RAN3#88 
1. The stage 2 CR [9] is agreed.

2. The stage 3 CR [10] is endorsed as a baseline.
3. Agreed the working assumption: 7 CSI Process Configuration Index with UE ID in RSRP measurement report. 
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