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1   Introduction 
This contribution proposes some clarifications to the BL Stage-2 CR ([2]). 
2   Detailed Analysis 
Current BL Stage-2 CR ([2]) has one figure for standalone GW. 
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Figure 4.9.3.x-1: SIPTO@LN with stand-alone gateway – split and SCG bearer options.
These figures mainly shows the connectivity for different bearer options, but they may be covered by the figure in current Stage-2, which is shown as below:
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Figure 4.9.3.2-1: U-Plane connectivity of eNBs involved in Dual Connectivity

It is worthy to note that there is no specific figure for standalone GW in current Stage-2 ([1]). The main reason is the standalone GW is just an S-GW(even it also host the P-GW functionality) from the eNB’s perspective. Similarly, from the MeNB and SeNB perspective, the standalone GW is just an S-GW (even it also host the P-GW functionality). 
In addition, the BL Stage-2 CR states “The MeNB and the MME support the functions described in Sec. 4.8.3”. So there is no need to introduce a new figure.  

Observation 1: There is no need to add a figure for standalone GW for DC. 

Proposal 1: Update Stage-2 BL CR to remove the figure for standalone GW. 

3   Conclusion and Proposals

This contribution analyzed the issues for supporting SIPTO@LN with Dual-Connectivity. Our proposals are:
Observation 1: There is no need to add a figure for standalone GW for DC. 

Proposal 1: Update Stage-2 BL CR to remove the figure for standalone GW. 

The update to the BL Stage-2 CR can be found in ([3]).
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