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…………………………     ...1st Change……………………………….
9.1.7
MBMS SCHEDULING INFORMATION

This message is sent by the MCE to provide MCCH related information to the eNB.

Direction: MCE ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MCCH Update Time
	M
	
	9.2.1.19
	
	YES
	reject

	MBSFN Area Configuration List
	
	1
	
	
	YES
	reject

	>MBSFN Area Configuration Item IEs
	
	1 to <maxnoofMBSFNareas>
	
	
	
	

	>>PMCH Configuration List
	
	1
	
	
	YES
	reject

	>>>PMCH Configuration Item IEs
	
	0 to <maxnoofPMCHsperMBSFNarea>
	
	
	EACH 
	reject

	>>>>PMCH Configuration
	M
	
	9.2.1.8
	
	-
	

	>>>>MBMS Session List per PMCH
	M
	
	9.2.1.9
	
	-
	

	>>Subframes Configuration List
	
	1
	
	
	YES
	reject

	>>>Subframes Configuration Item IEs
	
	1 to <maxnoofMBSFNallocations>
	
	
	EACH 
	reject

	>>>>MBSFN Subframe Configuration
	M
	
	9.2.1.17
	
	-
	

	>>Common Subframe Allocation Period
	M
	
	9.2.1.18
	
	YES
	reject

	>>MBSFN Area ID
	M
	
	9.2.1.14
	
	YES
	reject

	>>MBMS Suspension Notification List
	
	0..1
	
	
	YES
	ignore

	>>>MBMS Suspension Notification Item IEs
	
	1 to <maxnoofPMCHsperMBSFNarea>
	
	
	EACH 
	ignore

	>>>>SFN
	M
	
	INTEGER (0..1023)
	SFN of the first radio frame containing the information that the MBMS session(s) are to be suspended. 
	-
	-

	>>>>MBMS Sessions To Be Suspended List per PMCH
	
	1
	
	
	-
	-

	>>>>>MBMS Sessions To Be Suspended List per PMCH Item
	
	1 to <maxnoofSessionsPerPMCH>
	
	
	-
	-

	>>>>>>MBMS Service Identity
	M
	
	TMGI
9.2.3.3
	
	-
	-


	Range bound
	Explanation

	maxnoofMBSFNareas
	Maximum no. of MBSFN areas served by a single eNB. The value for maxnoofMBSFNareas is 256.

	maxnoofPMCHsperMBSFNarea
	Maximum no. of PMCHs possible per MBSFN .The value for maxnoofMCHsperMBSFNarea is 15.

	maxnoofMBSFNallocations
	Maximum no. of MBSFN frame allocations with different offset. The value for maxnoofMBSFNallocations is 8.

	maxnoofSessionsPerPMCH
	Maximum no. of Sessions per PMCH. The value for maxnoofSessionsPerPMCH is 29.


9.1.8
MBMS SCHEDULING INFORMATION RESPONSE

This message is sent by the eNB to acknowledge the MBMS SCHEDULING INFORMATION message.

Direction: eNB ( MCE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.1.7
	
	YES
	ignore


//--------- Unmodified Text omitted 

-- **************************************************************

--

-- MBMS SCHEDULING INFORMATION

--

-- **************************************************************

MbmsSchedulingInformation ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MbmsSchedulingInformation-IEs}},


...

}

MbmsSchedulingInformation-IEs M2AP-PROTOCOL-IES ::= {


{ ID id-MCCH-Update-Time




CRITICALITY reject
TYPE MCCH-Update-Time





PRESENCE mandatory }|


{ ID id-MBSFN-Area-Configuration-List

CRITICALITY reject
TYPE MBSFN-Area-Configuration-List


PRESENCE mandatory },


...

}

MBSFN-Area-Configuration-List ::= SEQUENCE (SIZE(1.. maxnoofMBSFNareas)) OF ProtocolIE-Container { { MBSFN-Area-Configuration-Item } }
MBSFN-Area-Configuration-Item M2AP-PROTOCOL-IES ::= {

{ ID id-PMCH-Configuration-List



CRITICALITY reject
TYPE PMCH-Configuration-List



PRESENCE mandatory }|


{ ID id-MBSFN-Subframe-Configuration-List
CRITICALITY reject
TYPE MBSFN-Subframe-ConfigurationList

PRESENCE mandatory }|


{ ID id-Common-Subframe-Allocation-Period
CRITICALITY reject
TYPE Common-Subframe-Allocation-Period

PRESENCE mandatory }|


{ ID id-MBSFN-Area-ID





CRITICALITY reject
TYPE MBSFN-Area-ID






PRESENCE mandatory }|


{ ID id-MBMS-Suspension-Notification-List
CRITICALITY ignore
TYPE MBMS-Suspension-Notification-List

PRESENCE optional },


...

}

PMCH-Configuration-List ::= SEQUENCE (SIZE(0.. maxnoofPMCHsperMBSFNarea)) OF ProtocolIE-Single-Container { { PMCH-Configuration-ItemIEs } }
PMCH-Configuration-ItemIEs M2AP-PROTOCOL-IES ::= {


{ ID id-PMCH-Configuration-Item
 CRITICALITY reject
TYPE PMCH-Configuration-Item
PRESENCE mandatory },


...

}

PMCH-Configuration-Item ::= SEQUENCE {


pmch-Configuration



PMCH-Configuration,


mbms-Session-List



MBMSsessionListPerPMCH-Item,


iE-Extensions




ProtocolExtensionContainer { { PMCH-Configuration-ItemExtIEs} } OPTIONAL,


...

}

PMCH-Configuration-ItemExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

MBSFN-Subframe-ConfigurationList ::= SEQUENCE (SIZE(1.. maxnoofMBSFN-Allocations)) OF ProtocolIE-Single-Container { { MBSFN-Subframe-ConfigurationItem } }

MBSFN-Subframe-ConfigurationItem M2AP-PROTOCOL-IES ::= {


{ ID id-MBSFN-Subframe-Configuration-Item

CRITICALITY reject
TYPE MBSFN-Subframe-Configuration

PRESENCE mandatory },


...

}

MBMS-Suspension-Notification-List ::= SEQUENCE (SIZE(1.. maxnoofPMCHsperMBSFNarea)) OF ProtocolIE-Single-Container { { MBMS-Suspension-Notification-ItemIEs } }

MBMS-Suspension-Notification-ItemIEs M2AP-PROTOCOL-IES ::= {


{ ID id-MBMS-Suspension-Notification-Item
CRITICALITY ignore
TYPE MBMS-Suspension-Notification-Item
PRESENCE optional},


...

}

MBMS-Suspension-Notification-Item ::= SEQUENCE {


sfn










SFN,


mbms-Sessions-To-Be-Suspended-List


MBMSsessionsToBeSuspendedListPerPMCH-Item,


iE-Extensions







ProtocolExtensionContainer { { MBMS-Suspension-Notification-ItemExtIEs} } OPTIONAL,


...

}

MBMS-Suspension-Notification-ItemExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

…………………………...End of Change……………………………….
