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9.1.34
DIRECT TRANSFER

This message is sent by both the CN and the RNC and is used for carrying NAS information over the Iu interface.

Direction: RNC ( CN and CN ( RNC.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	ignore

	LAI
	O
	
	9.2.3.6
	
	YES
	ignore

	RAC
	O
	
	9.2.3.7
	
	YES
	ignore

	SAI
	O
	
	9.2.3.9
	
	YES
	ignore

	SAPI
	O
	
	9.2.3.8
	
	YES
	ignore

	Redirection Indication
	O
	
	9.2.3.36
	
	YES
	ignore

	Redirection Completed
	O
	
	9.2.3.35
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.86
	Note: the IE is not used in this release.
	YES
	ignore

	L-GW Transport Layer Address
	O
	
	Transport Layer Address

9.2.2.1
	Indicating the Transport Layer address of the L-GW if the L-GW is co-located with RNC. It can only be transmitted from the RNC to the CN. Only applies to LIPA operation.
	YES
	ignore

	SIPTO L-GW Transport Layer Address
	O
	
	Transport Layer Address

9.2.2.1
	Indicating the Transport Layer address of the L-GW if the L-GW is co-located with the RNC. Only applies to SIPTO@LN operation.
	YES
	ignore

	LHN ID
	O
	
	9.2.1.123
	
	YES
	ignore


