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	Other comments:
	


9.1.4.6
UE CONTEXT RELEASE COMMAND

This message is sent by the MME to request the release of the UE-associated S1-logical connection over the S1 interface.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	CHOICE UE S1AP IDs
	M
	
	
	
	YES
	reject

	>UE S1AP ID pair
	
	
	
	
	
	

	>>UE S1AP ID pair
	M
	
	9.2.3.18
	
	
	

	>MME UE S1AP ID
	
	
	
	
	
	

	>>MME UE S1AP ID
	M
	
	9.2.3.3
	
	
	

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	UE Detach with Switch off
	O
	
	9.2.3.xx
	
	YES
	ignore


END FIRST CHANGE START SECOND CHANGE
9.2.3.xx
UE Detach with Switch off
The IE indicates a detach where the UE has already switched off.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Detach with Switch off
	M
	
	ENUMERATED(UE-detach-with-switch-off, ...)
	


END SECOND CHANGE START THIRD CHANGE (ASN.1 Section 9.3.2)
id-WriteReplaceWarning,


id-eNBConfigurationTransfer,


id-MMEConfigurationTransfer,


id-PWSRestartIndication,


id-UEDetachWithSwitchOff
FROM S1AP-Constants;

END THIRD CHANGE START FOURTH CHANGE (ASN.1 Section 9.3.3)
LHN-ID,


UserLocationInformation,


AdditionalCSFallbackIndicator,


ECGIListForRestart,


TAIListForRestart,


EmergencyAreaIDListForRestart,


ExpectedUEBehaviour,


UEDetachWithSwitchOff
FROM S1AP-IEs

END FOURTH CHANGE START FIFTH CHANGE (ASN.1 Section 9.3.3)

id-LHN-ID,


id-UserLocationInformation,


id-AdditionalCSFallbackIndicator,


id-ECGIListForRestart,


id-TAIListForRestart,


id-EmergencyAreaIDListForRestart,


id-ExpectedUEBehaviour,


id-UEDetachWithSwitchOff
FROM S1AP-Constants;

END FIFTH CHANGE START SIXTH CHANGE (ASN.1 Section 9.3.3)
-- **************************************************************

--

-- UE CONTEXT RELEASE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE Context Release Request

--

-- **************************************************************

UEContextReleaseRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UEContextReleaseRequest-IEs}},


...

}

UEContextReleaseRequest-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID




PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID




PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause






PRESENCE mandatory
}|


{ ID id-GWContextReleaseIndication
CRITICALITY reject
TYPE GWContextReleaseIndication

PRESENCE optional
},


...

}

-- **************************************************************

--

-- UE Context Release Command

--

-- **************************************************************

UEContextReleaseCommand ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UEContextReleaseCommand-IEs}},


...

}

UEContextReleaseCommand-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-UE-S1AP-IDs




CRITICALITY reject
TYPE UE-S1AP-IDs




PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause






PRESENCE mandatory
}|


{ ID id-UEDetachWithSwitchOff

CRITICALITY ignore
TYPE UEDetachWithSwitchOff


PRESENCE optional
},


...

}

END SIXTH CHANGE START SEVENTH CHANGE (ASN.1 Section 9.3.4)
-- U

UEAggregateMaximumBitrate ::= SEQUENCE {


uEaggregateMaximumBitRateDL

BitRate,


uEaggregateMaximumBitRateUL

BitRate,


iE-Extensions




ProtocolExtensionContainer { {UEAggregate-MaximumBitrates-ExtIEs} } OPTIONAL,


...

}

UEAggregate-MaximumBitrates-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UEDetachWithSwitchOff ::= ENUMERATED { 


uE-Detach-With-Switchoff,


...

}

UE-S1AP-IDs ::= CHOICE{


uE-S1AP-ID-pair

UE-S1AP-ID-pair,


mME-UE-S1AP-ID

MME-UE-S1AP-ID,


...

}

END SEVENTH CHANGE START EIGHTH CHANGE (ASN.1 Section 9.3.5)
id-SON-Information-Report






ProtocolIE-ID ::= 206

id-Muting-Availability-Indication




ProtocolIE-ID ::= 207

id-Muting-Pattern-Information





ProtocolIE-ID ::= 208

id-Synchronisation-Information





ProtocolIE-ID ::= 209

id-E-RABToBeReleasedListBearerModConf



ProtocolIE-ID ::= 210
id-UEDetachWithSwitchOff






ProtocolIE-ID ::= xxx
END

