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1   Introduction
This contribution provides text proposal against the baseline CR in R3-152334 of the following proposals:
· Proposal 1: Including the original RAN message (total first Initial UE Message) in rerouting message.
· Proposal 2: Provision of Additional GUMMEI is sufficient for MME selection.

· Proposal 3: A solution without broking the basic principle is preferred.
2   Text Proposal
The corresponding change is highlighted in yellow.
----------------------------------------------1st change-----------------------------------------------------
8.6.2.x
Reroute NAS Request
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Figure 8.6.2.x-1: Reroute NAS Procedure

The purpose of the Reroute NAS Request procedure is to enable the MME to request for a rerouting of theUE  in a new INITIAL UE MESSAGE message to the MME in the indicated DCN. 

The MME initiates the procedure by sending a REROUTE NAS REQUEST message to the eNB. The eNB shall, if supported, reroute the INITIAL UE MESSAGE message to the MME in the DCN indicated by the MME Group ID IE as described in TS 23.401 [11].
If the Additional GUMMEI IE is included in the REROUTE NAS REQUEST message, then the eNB shall if supported, use it when selecting the MME in the DCN as defined in TS 23.401 [11].

----------------------------------------------2nd change-----------------------------------------------------

9.1.7.x
REROUTE NAS REQUEST

This message is sent by the MME in order to request for a rerouting of the INITIAL UE MESSAGE to a DCN.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	MME UE S1AP ID
	O
	
	9.2.3.3
	
	YES
	ignore

	Original RAN Message
	M
	
	OCTET STRING
	Including the INITIAL UE MESSAGE message sent by the eNB for the UE.
	YES
	reject

	MME Group ID
	M
	
	9.2.3.xx
	
	YES
	reject

	Additional GUMMEI
	O
	
	
	
	YES
	ignore

	>PLMN Identity
	M
	
	9.2.3.8
	
	
	

	>MME GroupID
	M
	
	OCTET STRING (SIZE(2))
	
	-
	-

	>MME code
	M
	
	9.2.3.12
	
	-
	-

	
	
	
	
	
	
	




----------------------------------------------3rd change-----------------------------------------------------
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