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1
Introduction

In last meeting, the need for WT Reconfiguration Complete procedure (eNB -> WT) was captured in the endorsed WF [1]: “Need for WT Reconfiguration Complete procedure (eNB -> WT) was not established, further analysis needed to close on this”. 
This contribution would like to provide the text proposal for the stage3 spec of the WT Reconfiguration Complete procedure.
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4
TP based on the CR R3-152249
====== Skip unchanged ======
8.X
WT Reconfiguration Complete
8.X.1

General

This procedure is initiated by the eNB to give confirmation to the WT that the requested configuration was successfully applied by a certain UE following a successful WT Addition Preparation procedure.

The procedure uses UE-associated signalling.

8.X.2 
Successful Operation
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Figure 8.X.2-1: WT Reconfiguration Complete procedure, successful operation

8.X.3 Unsuccessful Operation

Not applicable.
8.X.4 Abnormal Conditions

Void.

====== Skip unchanged ======
9.1.YZ
WT RECONFIGURATION COMPLETE
This message is sent by the eNB to the WT to confirm that the requested configuration was successfully applied by a certain UE.

Direction: eNB ( WT.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	Z.2.1
	
	YES
	reject

	UE XwAP ID [FFS]
	M
	
	Z.2.a
	
	YES
	ignore

	AP List
	
	0 .. <maxnoof APs>
	
	
	
	

	>BSSID
	M
	
	Z.2.8
	
	
	

	eNB to WT Container
	O
	
	OCTET STRING
	Includes the WT-ConfigInfo message as defined in TS 36.331 [ref-a] [FFS]
	
	


	Range bound
	Explanation

	maxnoofAPs
	Maximum no. of APs. Value is FFS
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